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THE NEW POST OFFICE, NEW YOEK CITY. 

On Saturday, August 28, the Post Office Department of 
New York city moved into the new and handsome structure 
erected at the south end of the City Hall Park. We give 
herewith an enefraving' (Fig. 1) showing the south and west 
fronts, and giving a good afeneral idea of the outer appear- 
ance of the structure. 

The new post office is by far the finest edifice in this city. 



The immense size, beauty, symmetry, and strength of the 
buiMing, and all its splendid internal arrangements, can 
only be adequately realized by a close inspection. Ground 
was first broken on August 9, 1869, and it will have cost, 
when completely finished, about $8 000,003. The general 
plan is an immense triangle, inclosing an open triangular 
court. The light from this court extends down through three 
glass tesselated floors to the sub-cellar. The court is entire- 



ly open down to the first story. All the upper stories are 
well lighted and ventilated by this open space. The build- 
ing, which is fireproof throughout, occupies 21 city lots, has 
a frontage on Broadway of 340 feet, on Park Row of 320 
feet, on the City Hall Park of 200 feet, and at its southern 
side a frontage of 130 feet. The hight from the sidewalk to 
the lantern crowning the dome is 195 feet. The first two 
Continued on page 178. 




Fig. l.-THE NEW YORK POST OFFICE. 
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THE WOODBUEY PATENT. 

In our number for January 9. 1875, \>fe gave an account of 
the strange procee(Jings before the Patent Office, conducteci 
under the immediate auspices of the then Commissioner of 
Patents, Leggett, by which that officer granted a patent for 
an old device that had been In common use for about a gene- 
ration. This is now known as the Woodbury planing ma- 
chine patent; the particular claiaa allowed by Leggett being 
for a device to press down or hold the lumber while passing 
through the machine. The patent as granted by Leggett is 
so drawn as to render every form of planing machine or 
lumber-dressing machine an Infringement of the patent; 
consequently, if the patent can be sustained, it will be a 
"Big Bonanza" for its owners; every person who builds 
a house, or puts ap a picket fence, or walks upon a wooden 
floor, must pay tribute to this patent. A large amount of 
money was spent lu obtaining the patent ; and as soon as it 
was granted, a still larger sum was subscribed, and a joint 
stock company was organized to endeavor to sustain it. 
Leading lawyers were retained, and intimations circulated 
expressive of the determination of the company to exhaust 
every possible resource which money could command to en- 
force the patent. Users of planing machines were given to 
understand that their interests Would lie in supporting, not 
in opposing the patent. By quietly submitting, they were 
promised the enjoyment of licenses under the patent for a 
small sum ; but in case of opposition, they were liable to loss 
both of business and property. Some of the users succumbed 
to this pressure, and took licenses. But the great mass of 
lumber dealers resisted, and joined in a united effort to test 
the validity of the patent, in a legal manner, before the 
courts, forming, for this purpose, a National Committee of 
Defense. It is now alleged that certain members of the 
executive committee of this association have turned traitors, 
have accepted bribes from the Woodbury Company, and are 
now working, not to defeat, but to uphold the patent. 

The following letter, published in the Northwestern Lum- 
berman, gives a resume of the situation : 

THE CASK OP \V00D:5URY VERSUS THE PLANING-MILL MEN. 

Boston, July 26, 1875. 

This case, one of the greatest in the whole annals of patent 
litigation, is still undecided, and, as the months roll on, even 
gains in interest. 

In 1874, Joseph Page Woodbury invented, or claimed to 
have done so, a flexible pressure bar as an attachment to 
planing machines, to supersede the heretofore commonly used 
roller. The advantages claimed for it were that, owing to the 
close proximity in which it could be placed to the rotary cut- 
ter, it prevented any tendency in the board to split or crack, 
and, from its ready and varied adjustment, admitted of the 
speedy insertion of any thickness of board or plank. 

On April 29, 1873, some twenty-five or more years after his 
invention, Mr Woodbury secured a patent in which he claims 
for hid invention four points embodying the principles set 
forth above. Since the time of securing this patent the 
Woodbury Patent Planing Machine Company (Mr. Wood- 
bury himself died some months since) have demanded from 



all users of the aforesaid pressure bars the following roy- 
alty: 

" The company has determined to charge a preliminary fee 
of $iO on each machine using said invention, and that all 
planing, tongueing, and grooving machines, and all molding 
machines, which cost $300 and upwards, using said inven- 
tion, shall be considered first class machines, and to pay a 
royalty of $200 per annum, payable quarterly; and if said 
quarterly license lees are paid within the first fifteen days 
from and after the first day of January, April, July, and Oc- 
tober, respectively, a discount of twenty per cent shall be 
made. All other planing machines and molding machines 
to be considered second class machines, and to pay a royalty 
of $100 per annum, payable quarterly, subject to the same 
terms of discount as the machines of the firot class; and the 
company has determined to grant no licenses until the dam- 
ages and royalty from tne date of patent, April 29, 1878, to 
March 2, 1874, have been fully settled and paid." — Extrctct 
from pamphlet of Woodbury Patent Planing Machine Com- 
pany. 

" So much for Buckingham !" Immediately on the issue of 
the Woodbury demands, the leading lumbermen, who were 
users of these pressure bars, and which they had been using 
unquestioned for the past twenty-five years (and they claim 
that similar bars had been in use before the invention of said 
Woodbury), formed themselves into a National Executive 
Oommiitee of Defense, with W.N. Greene, of Bronsona, Wes- 
ton & Greene, Burlington, Vt., as chairman, N. M. Jewett, of 
Jewett & Piicher, Boston, Mass., as treasurer, and W. W. 
(^rapo, of Crapo & Co., Flint, Mich., these being the general 
officers. This association, to defend the manufacturers and 
users of planing machines against the claims to royalty de- 
manded by the Woodbury Company, soon grew to vast pro- 
portions, and-now includes the l?ading lumber and planing 
mill men in all the principal lumber cities of the Union, 
numbering in all some six hundred and fifty firms. Then the 
Woodbury Company endeavored to compromise with the ex- 
ecutive committee, hoping thereby to get injunctions against 
all other users of planing and molding machines, as they 
would not be strong enough to make a defence ; whereat the 
manufacturers of planing and molding machines, foreseeing 
the danger and loss to their customers, pledged themselves 
to support the association, and urged its continuance in the 
courts. All of which Mr. H. B. Smith, of Smithville, N. J., 
treasurer of the Manufacturers' Defense i ssociation, most 
concisely sets forth and ably advocates in his journal. The 
New Jersey Mechanic, of July 1, 1855. 

The association have secured for their counsel the Hon. 
Caleb Cushing, Hon. Wm. M. Evarts, Hon. E. Pierrepont, 
Hon. B. K. Cuitis, and John T. Drew, Esq. The Woodbury 
Company have Benj. F. Butler, with some others of note. 

The association have published pamphlets and papers 
pithily presenting their position in the case, one of the most 
witty and concise of which is quoted ; " If a man can file a 
claim to an invention in 1848, have it rejected in 1849, and 
withdraw his fee and papers in 1852, and then obtain a pa- 
tent in 1873 under one clause of a law, while he violates an- 
other clause,and enlarges his claims and 11 creases his combi- 
nations, we certainly think Noah might, through some de- 
scendant, get a patent on steamships on a claim of havicg 
been the inventor of the ark." 

So the case now stands, having developed itself into a 
very pretty controversy, in which we must confess our sym- 
pathies are wholly with the manufacturers ai,d users of 
planing machines. " But with the strong rests the victory." 

One of the later developments of the case here is the 
withdrawal of two of the prominent lumber firms from the 
association, to form a combination with Almy and some 
other inventor of a bar similar to Woodbury's, they to work 
in unison against the association of which they were former 
members,in consideration, it is reported, of receiving a liberal 
share of the stock. W. F. S 

It appears, further, that the Attorney General of the 
United States has issued an order for scire facias proceedings 
against the Woodbury Patent Planing Machine Company on 
account of fraud in its procurement. It is suspended until 
October 15, 1875, to enable the Woodbury Company to file 
rebutting evidence. 

The Woodbury Company has brought suit against several 
parties using machines. The first case is that of Hancock & 
Greeley, Cambridgeport, Mass., the trial of which is likely 
to come on in the course of a year. 



I nual proportion of the horses of which the working 
I value becomes less than the sum of their food and manufac- 
turing values, and this proportion includes the class of which 
the working value is more than their manufacturing value, 
I but less than the above sum. We may estimate roughly 
, that one tenth of all the horses reach this condition yearly, 
i Then, on this million animals, the food value is directly real- 
; izable, and therefore the wealth of the country may be con- 
' sidered as actually increased by the $30,000,000 derivable 
I therefrom. 

I Moreover, in order that the horses should be available to 
the butcher, they must not be diseased or worn out. By this 
the owners are directly benefited, since, while on one hand 
they are obliged to sell their horses in fair condition, they 
are saved the expense of keeping the animals when the lat- 
j ter become used up and are unable to do but light work, 
though requiring more attention and more feed. So also 
; with colts, which, whetherthey become good or bad horses, 
cost about the same to raise. If the animal bids fair to turn 
out poorly, he can be disposed of at once and at a remunera- 
tive price. The result of this weeding out in youth and de- 
stroying when old, coupled with the facilities which the for- 
mer aifords of selection of the best types, will naturally 
conduce to the improvement of breeds and a general benefit 
to the entire equine population of the country. 

We can adduce no more striking example of the art of 
utilization than the mode in which the French deal with 
their superannuated chargers. On the 1st of January last, 
France contained fifty horse abattoirs, and during last year 
consumed 2,850.144 lbs. of horse, mule, and ass meat. The 
flesh of each horse weighs about 350 lbs. The skin is sold 
to the tanner for $2.50. The hair of the mane and tail 
fetches three cents. The hoofs are bought by comb, or toy, 
or sal ammoi-iac, or Prussian blue, makers. The tendons 
are taken to glue factories. There are about ninety pounds 
of bone, worth sixty cents. The intestines, for purposes of 
manure, or as food for dogs, cats, and pigs, bring five cents. 
The blood is purchased principally by the sugar refiners, 
but also by fatteners of poultry and fertilizer manufacturers. 
Twenty pounds of dried blood, which is the average, are 
worth forty- fi pe cents. The fat goes to the soap kettle, or is 
transformed into genuine " bear's grease," which, delicately 
perfumed and elegantly put up, fetches some exorbitant 
prices in the apothecary stores of the United States; or else 
it is used as harness grease or as lamp oil. The yield 
is from twelve to eight pounds, at a value of t6n cents a 
pound. Finally, it is said that even the waste flesh is al- 
lowed to decompose, and the maggots gathered as pheasant 
food, but this seems rather apocryphal. These utilizations 
are of course entirely outside the food supply. 



SHALL WE EAT THE HOBSE T 

We have spoken from time to time of the progress of hip- 
pophagy In Paris, regarding the same as an experiment 
which there was no particular need of putting into practice 
here. It may nevertheless be demonstrated that, in not util- 
izing horse flesh as food, we are throwing away a valuable 
and palatable meat, of which there is sufficient quantity 
largely to augment our existing aggregate food supply. 
Supposing that the horse came into use here as food, it can 
be easily shown that the absolute wealth in the country 
would thereby be materially increased. In France the aver- 
age price for horse meat, as compared with similar cuts from 
the steer, is about two fifths less. Ahorse is there sold to 
the slaughterer for from $10 to $15. 

Estimating from this that $10 is the gross value of 
every horse in the United States, over and above his worth 
for working purposes, it remains to be seen how much of 
that sum may be set apart as to be derived from his utiliza- 
tion for food alone. As will be seen further on, the French 
butchers derive a revenue from hide, hoofs, hair, etc., and, 
as is well known, the same portions of the animal find in- 
dustrial uses here. Placing the value of these parts- of the 
carcass at $7, we find that $3 is the net value of each horse 
for alimentary purposes. In round numbers there are about 
ten million horses in the country. According to the above 
showing, we must add three dollars to the value of each 
horse, since, in addition to his value as a worker or as a raw 
material for manufacturing, he now has a new one as food. 
Consequently the aggregate value of all the horses is in- 
creased by $30,000,600. But this accretion to the wealth in 
the country is of course not convertible into actual money, 
for, so long as the working value exists, the food value as 
well as the manufacturing value are practically at zero ; nei- 
ther could be realized without great loss, and hence both are 
negatived. But there is a certain easily ascer-tained an- 



ME. DAWSON'S IDEA OF EVOLUTION. 

According to the reporters,the mantle of Agassiz has fallen 
upon Principal Dawson of Montreal; Agassiz dead, Dawson 
remains the great American opponent of Darwinism. The 
honor may be thrust upon him unsought; nevertheless it is 
not wholly undeserved. At least, in his zealous opposition 
to the drift of the scientific thought of the day, he has no 
American rival — that is, in the scientific field. 

We do not think the less of him for that. Next to the 
man who suggests a new and better way of interpreting the 
fai'ts and phenomena of Nature, the most useful man is he 
who most intelligently opposes it. It is through such oppo- 
sition that errors are weeded out, and exact truth ultimately 
prevails. Occasionally the victory of a good theory, like 
the undulatory theory of light, may be delajed, and a bad 
theory kept in power by too strong an opposition ; but the 
damage done thereby is more than offset by the good efieited 
through the criticisms which ionovating theories meet at 
the hands of those who standby the old. It is for this rea- 
son that we rate the opposition of a man like Agassiz next 
in usefulness to the constructive work of men like Spencer 
and Darwin. When such opposition fails to shake a new 
theory, we may rest assured that it is not based upon a de- 
lusion. 

But the opposition must be genuine to be useful. It must 
not call something else by the name, and expect the crown 
of victory for demolishing the substitute. That is a trick 
of theologians, rarely resorted to by men of Science; but, 
we fear, it is precisely what Principal Dawson has, con- 
sciously or unconsciously, been indulging in. We may be 
wrong, but to our mind his faculty for misapprehending the 
position and arguments of intelligent evolutionists is some- 
thing marvelous in a man of his acknowledged scientific 
ability. In Dr. McCosh it would not be so surprising. 

We refer to his address at Detroit, in which he reviews 
at great length the geological record of life's origin, and in- 
sists that the facts are overwhelmingly against the theory 
of specific evolution through natural causes. What he un- 
derstands by evolution is nowhere distinctly affirmed, though 
it is clearly indicated in numerous passages. That it is very 
different from the understanding of the living disciples of 
evolution is plain enough from assertions like the follow- 
ing: 

Discussing the insufficiency of evolutionary hypotheses, he 
says: " We have all no doubt read those ingenious, not to 
say amusing, speculations in which some entomologists and 
botanists have indulged with reference to the mutual rela- 
tions of flowers and haustellate insects. Geologically, the 
facts oblige us to begin with cryptogamous plants and man- 
dibulate insects; and out of the desire of insects for non-ex- 
istent honey and the adaptations of plants to the require- 
ments of non-existent suctorial apparatus, we have to evolve 
the marvelous complexity of floral form and coloring, and the 
exquisitely delicate apparatus of the mouths of haustellate 
insects." 
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Believing Dr. Dawson to be an honest man, the only in- 
ference we can draw from a sentence like the last is that he 
utterly misapprehends the views of modern evolutionists. 
Certainly nothing in the writings of Wallace, or Darwin, or 
Lubbock, or Gray can be found to sustain such an ultra 
Lamarckian method of development. To be guilty of such a 
misstatement of the position of another is to forfeit one's 
claim to any respect as a scientific critic. Even Agassiz' 
mantle will fail to cover errors so gross and obtrusive. 



THE NEW DEPASTMENI OF AESTHETICS. 

Professors of the humanities have ever been inclined to look 
down upon the pursuits of naturalists as little becoming the 
refinement and dignity of gentlemen and scholars. They 
have delighted to picture such as turn their attention to the 
inferior world as eccentric fellows, chiefly employed, like the 
unfortunate spouse of Lady Jane in the " Ingoldsby Le- 
gends," in bug-chasing and poking into all sorts of dirty 
places for the ugly things that squirm in filth and darkness, 
solving the infinite (unlike the Breitmann) as one eternal — 
evolution ! 

We fancy that the cultivators of polite literature will 
therefore be taken somewhat aghast by the address of the re- 
tiring President of the American Science Association, espe 
cially by that part in which he serenely asserts that the 
chief requirement of the modern naturalist is an inborn and 
nighly developed aesthetic faculty. 

In the physical sciences everything depends on accurate 
observation, with strict logical consequences derived there- 
from. In biology, on the contrary, while the basis of 
knowledge equally depends on accurate and trained observa- 
tion, the logic is not formal but perceptive. Consequently 
the first requisite for excellence in this crown of the sciences 
is aesthetic perception. 

Savages are usually keen observers, but they would not 
make good biologists: they lack artistic tact. The native 
Australians furnish an illustration. In them the absence of 
this faculty is complete. Oldfield relates that when one of 
them was shown his own portrait he called it a ship, another 
said it was a kangaroo, not one in a dozpn identifying a por- 
trait as having any connection with himself. Professor Le 
Conte gives a higher illustration of the same incapacity in a 
well known class of travelers. Having penetrated to the in- 
most chamber of the temple of Art, even the Hall of the 
Tribune at Florence, they stand in the presence of the most 
perfect works of art, and gaze upon them with the same in- 
difference that they would show to the conceptions of the 
mediocre artists exhibited in our shops. Perhaps they even 
wonder what one can find to admire in the unrivaled collec- 
tion there assembled. They may be highly educated, and 
good and useful members of the social organism ; but they 
lack the aesthetic sense which enables one to enter into 
spiritual harmony with the great artists whose creations are 
before them. 

Sach unicsthetic and unappreciative persons would not 
delight a Rnskin, as students of Art ; nor would a professor 
of rhetoric be hopeful of making poets of them. Professor 
Le Conte maintains that they would make no better students 
of biology. The aesthetic character of natural history 
makes it for ever beyond them,just as it prevents the results 
of its cultivation from being worked out with logical pre- 
cision. 

This view of the fundamental difference between biologi- 
cal and physical science claims accord with the views of such 
masteis of biology as Helmholtz and Huxley. To the genius 
of the artistic interpreter more than the patience of the col- 
lector its future progress will be due. A rising giant has in- 
vaded the domain of polite literature, and the humanities 
must make room ! 

^ <#i «» . 

LIGHTNING BODS. 

We published, in our last number, a very interesting 
communication from Mr. George B. Prescott, the electrician 
of the Western Union Telegraph Company, concerning an 
alleged electrical phenomenon, observed during a thunder- 
storm, within a private dwelling, and described by a corres- 
pondent in our paper of August 14, 1875. 

The phenomenon in question consisted of electrical dis- 
charges from the water and gas pipes of the dwelling, which 
was furnished with a lightning rod. The question was as to 
the cause of the electrical manifestation. Mr. Prescott be- 
lieved that it was due to the defective connection of the 
lightning rod with the earth ; but in order to satisfy himself 
fully in the matter, he took the trouble to send an assistant 
to the locality, and subject the premises, pipes, and rod to 
actual electrical tests with the galvanometer. 

The result was that the lightning rod was found to be so 
sadly defective in its ground connection that it could not 
conduct the electricity into the earth, except feebly ; and 
whenever a thunderstorm occurred, the house became 
charged with electricity, and the current, being unable to 
pass down the rod, made its way through the building to the 
water pipe, and escaped through it into the ground. The 
details given by Mr. Prescott are quite interesting. He ad- 
vised the immediate connection of the rod with the water 
pipe, which would thus to serve as an extensive conduct- 
ing terminal for the rod, ensure the safety of the building, 
and put an end to the electrical manifestations among the 
pipes before mentioned. 

This case is a representative one, as the rod was put up in 
the same defective manner as are the majority of rods, that 
is, the bottom of the rod was simply stuck down a few feet 
into the ground or rock, and thus practically insulated. 

We have repeatedly advised our readers that a lightning 
rod, in order to serve as a protection for a bui.ding, must 
hav8 a large conducting terminal in the earth. This termi- 



nal may consist of an iron water pipe, as in the present casej 
or a very considerable extension of the rod itself into wet or 
damp earth ; or a trench, filled with iron ore or charcoal, 
may be made available. 

The aggregate annual losses of life and property in this 
country, by the striking of buildings by lightning, is im- 
mense, but might be almost wholly prevented if properly 
arranged conductors were generally employed. But it is 
evident that a more intelligent class of lightning rod men 
are needed in their erection ; and it is probable that electri- 
cal instruction must also be given in our common schools 
before much improvement can be expected. 

If a man, employed to put up a tin pipe to conduct the 
rain water from the roof to the cistern, were to solder up 
the bottom of the pipe, thus preventing any flow, his work 
would be rejected, and he would be stigmatized as a fool. 
But this is substantially what our lightning rod men are do- 
ing every day. They put up rods for the alleged purpose of 
conducting the electric fluid, but seal or insulate the bottoms 
of the rods so that the fluid cannot flow into the ground ; 
and the majority of employers are so ignorant of the subject 
that they are unable to detect the fraud. 

The known laws that govern the flow of electricity are 
almost as simple as those relating to water. If a proper 
connection exists between the rod and the earth, the build- 
ing will be protected, for electricity will flow through the 
rod wlth'the same certainty that water will pass through an 
open leader from roof to ground. But if the bottom of the 
pipe be sealed, the water cannot run ; and if the bottom of a 
lightning rod be sealed or insulated, the electricity cannot 
flow. 

Tests of lightning rods with the galvanometer, as directed 
by Mr. Prescott, will always show whether they are safe or 
not. But it may be taken for granted, without a test, that a 
rod is unsafe which merely has its bottom stuck down a feiv 
feet into dry earth. We repeat, the golden rule for safety 
is to have the bottom of the rod placed in connection with a 
large mass of conducting material in the ground. 



ANOTHEB VIEW OF HB. CBOOKES' LAST BISCOVEBY. 

In a recent issue we gave a summary of Mr. Crookes' re- 
cent observations on the behavior of delicately suspended 
pith balls when acted on by a beam of light. In a vacuum 
the pith balls, and disks of cork similarly suspended, seemed 
to be repulsed by the light under conditions which demon- 
strated, Mr. Crookes asserts, a hitherto unrecognized power 
of light. 

Similar observations with substantially the same appara- 
tus were made fifty years ago, so that the discovery is not 
new if true ; it simply reasserts what was generally believed 
when the Newtonian theory of light prevailed, namely, that 
luminous radiations are capable of exerting a direct push 
upon matter. It is strikingly inconsistent, however, with 
the now dominant theory of light ; and according to some 
careful observers, it is equally inconsistent with fact. Pro- 
fessor OsborneReynolds suggests that the action of the pith 
balls or disks is due to the evaporation of some fluid on the 
surface of the disks, the recoil of the evaporating particles, 
as they leave the disk, driving it back. 

A better explanation, because better sustained by experi- 
mental evidence, is that given by Professor Dewar, of Edin- 
burgh, who claims that the heating of the disks is the efii- 
cient cause of the action observed. In his investigation Pro- 
fessor Dewar used substantially the same apparatus that 
Mr. Crookes employed, simply changing the composition of 
the disks and interposing certain substances having well 
known effects upon the radiations. 

Placing a candle before the apparatus so as to cause a large 
deflection, he first interposed a vessel of ordinary glass, and 
the deflection was diminished. On filling the vessel with 
water, the disks ceased to be deflected. Now it is well known 
that water, though transparent to light, is almost opaque to 
heat. 

The experiment was then reversed. A smoked piece of 
rock salt was interposed, shutting off the light but allowing 
the heat to pass through. The disk remained deflected : so 
likewise when a solution of iodine in carbon bisulphide was 
used, a substance opaque to light but transparent to heat. 
These experiments show that it is not the luminous radia- 
tions which have power to move the pith balls, but the ob- 
scure radiations commonly known as heat rays. 

The next question was : How do the heat rays produce the 
motion ? To test this,Qisks of rock salt (transparent to heat) 
and glass (transparent to light) were substituted for those of 
pith or cork. When a beam of light was thrown upon the 
clear salt no motion ensued, the radiations passing through 
unabsorbed. When the light was received on the glass, part 
was arrested, the glass was heated.and the disk was deflected. 
The effect was reversed when the back of the rock salt disk 
was coated with lampblack. The radiations were absorbed 
by the lampblack at the surface of contact ; the lampblack 
was heated and, by conduction,heated the salt, and the result 
was (at first) repulsion. Were the lampblack a good conduc- 
tor, it would heat through first, and then there would be re- 
pulsion from that side, or apparent attraction. This in a va- 
cuum : at ordinary pressure the motion is always forward 
from the side of the disk most heated. 

Other experiments were made with disks of sulphur, clear 
and ordinary ; and with transparent disks coated on one side 
with white phosphorus, which is opaque to the ultra-violet 
rays. In the latter case, when the disks were acted on by 
light, chemical action ensued with disengagement of heat, 
resulting in a motion of the diSKS away from the side heated. 
The reverse was demonstrated by bringing ether near a disk; 
and doubtless the same effect would have been produced by 
a piece of ice. The chilling substances caused a radiation 



of heat from the side of the disk toward it ; the distant side 
became the heated one, and apparent attraction was the re- 
sult. 

Professor Dewar's explanation of these phenomena is sim- 
ple, and does not involve any new or inexplicable power in ra- 
diations. The apparent attraction of the disks by light un- 
der ordinary pressure is caused, he sajs, by convection cur- 
rents. The air or gas in front of the disk is heated, and, 
rising, tends to cause a vacuum; the disk conetqutntly ad- 
vances, pushed forward by the power that drove the ship of 
the "Ancient Mariner " : 

" The air Is cut away before 
And closes from behind !" 

In a vacuum the effect is different : the disk is repulsed in- 
stead of attracted — repulsed by the recoil of the residual 
molecules of the gas, which leave the heated side of the 
disk at an increased velocity after impinging upon it in the 
course of their travels. 

" What takes place is this : The particles of the gas are 
flying about in all directions, with a velocity which depends 
on the temperature. When they impinge on the he\ted 
disk, they go off with a greater velocity than those which go 
off from the colder side, and hence there is a recoil of the 
disk. When the gas is at all dense the particles get a very 
short way before they are met by another and sent back, and 
so the velocity gets to be a common velocity before any visi- 
ble action takes place. When the gas is rare, the particles 
may get a long way off before they meet others, and so the 
action becomes perceptible." 

The vacua employed by Professor Dewar were formed by 
the charcoal method, the density of residual gas being re- 
duced to one four-millionth of its density at ordinary press- 
ure. In such a vacuum, the average path between two colli- 
sions is about 1 foot against an average of one four millionth 
of a foot at ordinary pressure. It will be seen, therefore, 
that the particles may have relatively a very long way to 
travel after leaving a disk. 

For the benefit of those who have dreamed of securing a 
profitable direct motive power derived from solar radiations, 
it may be added that the total work done by the radiations in 
these experiments did not amount to the five-millionth part 
of the available energy received by the movable surfaces. 



EXPLOSIONS IN GUNPOWDEB MILLS BY ELECTBICIIY. 

A correspondent remarked, some time since, that the 
mysterious explosions of some powder mills may probably 
be due to an electric spark given off by persoLS dressed in 
woolen clothing, who, when the air is dry, may (by friction 
of their clothing or feet) produce from their finger ends a 
spark of electricity sufficient to ignite a gas jet. He sub- 
mitted the question whether it would not be possible that 
men at work in powder mills may create to much electricity 
in their bodies that, when their hands come in contact with 
metallic conductors, it may be, if not sufficient to ignite 
powder, enough to ignite some inflammable gas generated 
from the chemicals. 

This letter has drawn the attention of the London Chemi- 
cal Review, which states that in England they have often 
seen in American journals the statement that an electric 
spark, sufficient to ignite gas, may be given off by the 
human hand ; but the editor sajs that he never heard of such 
cases on his side of the water. We know that the air in 
England and ail the countries of Western Europe is very 
damp, owing to the prevailing west winds and tbe absence 
of extensive areas of dry land, blowing over which the wind 
would become very dry, as are our west winds, coming over 
our prairies. 

It is asked what inflammable gas may be generated 
in the manufacture of gunpowder? To this, it may be an- 
swered that, in the manufacture of fulminates for percus- 
sion caps, inflammable vapors, as nitrous ether, etc., are 
given off, while the dust of gunpowder and even of charcoal, 
when floating in the air in a proper quantity, may form an 
explosive mixture. Even the dust from the mineral 
grahamite, which in its character is very sin ilar to gun- 
powder charcoal, has repeatedly exploded in the mines in 
Western Virginia, when mixed with air in the right quantity. 
It is well known among electricians that a weak electric 
spark will more easily explode gunpowder than a strong, in- 
tense spark : the latter will scatter a heap of gunpowder 
without igniting it, but, when the spark is weakened by 
substituting for a part of the conducting metal a less con- 
ducting material, such as water or a moistened thread, then 
ignition will readily take place. 

We acknowledge that we have no positive evidence that 
powder mills have actually been exploded by electricity ; but 
the possibility of such a cause was only suggested in our 
paper, and it must be admitted that this suggestion is not 
unworthy of serious attention. 



Resignation of Commissioner or Patents. 

The daily papers announce the resignation of Mr. J. M. 
Thacher, the present Commissioner of Patents, to take effect 
October 1 . His successor has not yet been announced by the 
President, but the name of R. H. Duell, of Courtlandt 
county, N. Y., is mentioned as the probable appointee. Mr. 
Duell is reputed to be a lawyer of considerable ability as well 
as a first class politician. He was formerly a member of 
Congress. 

m .»> » 

New Russian Gun. — A great cannon, lately built at the 
works at Oboukowsky, has cost $65,000, and weighs 40 tucs. 
It is a breech loader, entirely in crucible steel, 20 feet B 
inches long; its largest ring is 57i itches in diameter, and 
the tube has thirty-six grooves. 
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Continued from first page. 
floors and the basements below are occupied by the post of- 
fice, and the third and fourth floors by the United States 
courts and offices (the interior of the United States Court is 
shown in our Fig. 3). There are ten elevators for mail mat- 
ter, and four for passengers. The building looms up grandly 
above the structures in the vici- 
nity, and attracts and interests 
the attention of every beholder. 
The solid walls of the post office 
coniain half a million cubic feet 
of granite. Every credit is due to 
the great ability shown by A. B. 
Mullett, formerly United States 
Supervising Architect, in perfect- 
ing the plans of the building, and 
giving to New York an edifice 
that will be a continual source of 
pride to it. 

The business transacted in the 
post office in this city is some- 
thing marvelous, being nearly 
double that of any other city in 
the Union. The average number 
of domestic letters received and 
distributed daily is 300,000 ; the 
number of foreign letters re- 
ceived, 30,000; the number dis- 
patched, 35,000 ; and the number 
of local letters received and dis- 
tributed, 120.000. There are 
5,795 lock boxes for letters, and 
372 lock boxes for newspapers. 
At the post office and stations 
there are about 1,300 employees, 
and 390 carriers are employed. 
In the post office proper there are 
600 clerks. 

Experience has shown that 
Mondays and Thursdays are ge- 
nerally the heaviest days. To 
properly manage a business so 
vast and so complex as that trans- 
acted in the New York post of- 
fice requires the highest order of 
executive ability, combined with 
a quick perception of details 
needed to systematize the work 
so as to make one harmonious 
machine. 

THE ELEVATORS. 

One of the most noticeable fea- 
tures of the interior of the build- 
ing is the telescopic hydraulic 
elevator. Eight of these are 
used for handling the mails, and 
four for passengers. Of the lat- 
ter the two principal ones are lo- 
cated in the wells of the grand 
spiral stairways which occupy the pavilions at either extremi- 
ty of the north or park front. The elevator cars are of elabo- 
rate design and finish. Their most striking peculiarity, 
however, is their mode of operation. Imagine an iron tele- 
scope about 18 inches in diameter and 30 feet long when 
closed ; set the small end up, with a car resting on the eye 
piece. Now this telescope, being strong enough to resist 
great internal pressure, has its three polished wrought iron 
slides working through watertight stuffing boxes ; and it is 
obvious that, when water is forced into it, the slides will be 
forced out and up, and the car, resting on the upper one, will 
in consequence be elevated. To lower, the confined water 
is permitted to escape, when the weight of the car and slides 
causes a prompt descent. These operations are controlled by 
a thresway valve, actuated from the car by a guide rope ia 
the usual way ; and by its means the speed in either direc- 
tion can be instantly adjusted to any rate, from an almost 
imperceptible motion to 100 feet a minute with perfect ease 
and steadiness. 

The engraving. Fig. 3, represents one of the large passen- 
ger elevators extended to its full hight. Their range is from 
the first to the fourth floors, a distance of about 80 feet. 

These elevators were built by Messrs. Davidson & Mars, of 
36 Courtland street. New York city. 

The foregoing engravings are all executed by the new 
process of the Photo-Engraving Company, No. 62 Courtlandt 
street, this city, an account of which we give in the sub- 
joined article. 



tical working; and then the want of means compelled him to 
carry on his operations in the same apartments where he 
lived, in Jersey City. 

After prosecuting his work for a year or more under these 
embarrassing circumstances, and subsequently, for a few 
months, in a loft on Cedar street, in this city, his plates had 
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Photo-Ensravlng. 

The production of metallic plates engraved by the aid of 
light, for use in printing, was attempted as early as 1813, by 
Niepce, about twenty five years before the art known as pho- 
tography was invented. Since then, many attempts at photo- 
engraving have been made, and numerous specimens of more 
or less merit have been exhibited ; but it is only within the 
last few years that this art has been broughtto such a degree 
of perfection as to serve a useful purpose. 

Among the various inventors in this field, John C. Moss, 
superintendent of the Photo-Engraving Company, of this 
city, seems to have achieved the highest success. Being both 
a practical photographer and a printer, his experience gave 
him great advantage in his endeavors to prepare plates, by 
means of photography, to be used on the ordinary type 
press. He commenced his experiments with great enthusi- 
asm, in the spring of 1858 ; but it was not till ten years later 
that he had so far succeeded as to get his process into prac- 
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attracted so much attention that he was induced to unite with 
others in the organization of a company for the purpose of 
carrying on the work upon a large scale. Accordingly the 
Actinic Engraving Company was formed. But this did not 
prove a financial success ; and after a year and a half it was 
abandoned. 

There are some inventions 
which, though of great value, 
are slow in winning their way 
to public favor. This proved 
to be one of them. There ex- 
isted in the minds of many pub- 
lishers astrong prejudice against 
process engraving, due to the 
fact that several processes had 
been introduced, of whieh they 
had made trial with very unsa- 
tisfactory results. Time was re- 
quired to prove that Moss' pro- 
cess was not like the others. 

Another and perhaps greater 
obstacle was met in the reluc- 
tance of artists to adapt their 
style of drawing to the require- 
ments of this new art. They 
had been accustomed to make 
their drawings with pencil and 
brush, often hastily, leaving 
the work to be perfected and 
finished by the slow and tedious 
toil of the wood engraver. Now 
they were asked to furnish pen 
and ink drawings, executed 
with the care and exactness ne- 
cessary to secure the desired re- 
sult. Their first attempts were 
generally failures, increasing 
the indisposition to change. 

But Mr. Moss had pursued 
his invention too long to be dis- 
heartened by these obstacles 
and delays. A new organization 
— the Photo Engraving Compa- 
ny — was formed, something 
more than three years ago. Ex- 
pensive apparatus and machine- 
ry have been introduced, impor- 
tant parts of which have been 
invented and constructed ex- 
pressly for this use ; workmen 
have been carefully trained to 
perform their respective parts; 
a corps of artists, patiently in- 
structed, have become skillful 
in the style of drawing required 
by this method of engraving ; 
and the process itself has, in 
NEW YORK CITY several respects, been essential - 
■ ly changed and improved. 
One of the methods devised by Mr. Moss to save labor in 
the production of pen drawings is this : The copy from which 
a drawing is to be made is photographed double the size of 
the plate required, on arrowroot paper, and then fixed and 
well washed, but not toned. Directly upon this print the 
drawing is made with a pen and India ink. When the out- 
lines and all the important parts of the drawing are com- 
plete, a saturated solution of corrosive sublimate in alcohol 
is flowed over the drawing, which bleaches away the photo- 
graphic color without at all injuring the lines in ink. The 
finishing touches are then added, when the drawing is ready 
to be reduced and engraved. Thus the tedious operations of 
sketching and tracing are obviated, and a degree of accuracy 
is secured which it would be difficult to obtain by any other 
means. 

It should be observed here, however, that drawings are 
not required for all the engraving done by this company, 
since a large part of their work consists in the direct repro- 
duction of woodcut, lithographic, and steel plate prints, either 
of the same size as the originals, or of reduced or enlarged 
sizes. 

Up to the present time this company has engraved over 
50,000 relief plates, measuring over 500,000 square inches; 
and it is estimated that, with about 60 employees, they are 
annually performing an amount of work that would require 
for its accomplishment at least l.OOOskillf ul wood engravers. 
The view of the New York Post Office Building, on our 
first page, was engraved by this process from a pen drawing 

made by one of their draftsmen. 

■* iji ^ — ^ • 

Tbe English Polar Expedition, 

News has been received in England from the polar expedi- 
tion, which sailed early in the summer. Both ships had ar- 
rived at Disco, Greenland, after a pleasant voyage, and pre- 
parations for pushing further north were in active progress. 
During next spring six sledges will start for the pole. One 
sledge will leave the party and return every week or so, trans- 
ferring its surplus provisions to the others. When the ex- 
ploring party is thus reduced to one sledge, that will push 
on alone and reach the pole by itself. If this is done satis- 
factorily, and all the surveys are completed, the expedition 
will be able to return to England during the autumn of 
1876. 

■ ' ■-. ,^ t0i ^ 

Mr. Proctor, the celebrated English astronomer, who 
lectured in this country two years ago with so much success, 
is about to come again. He is an able and interesting 
speaker. 
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IHFSOVED UNIVEB8AL OBINDEB. 

The new emery grinder herewith illustrated is so con- 
structed as to facilitate operations upon a large class of work 
done by machinists, stove fitters, and others, which cannot 
conveniently be performed upon horizontal machines. The 
principal feature of the device is the manner in which the 
wheel may be adjusted to work at any angle by simple me- 
chanism, involving the use of no extra pulleys and belting. 



ly among these may be mentioned the means by which ho- 
mogeneity of structure is attempted to be secured. In ordi- 
nary practice steel is at present, to a large extent, cast into 
ingots which are honeycombed more or less by bubbles of 
gas distributed through the structure ;and after solidification 
has taken place, it is attempted to displace these bubbles by 
the process of cogging, hammering, and rolling the material 
while in a heated state. Daring the earlier sta£;es of this 



procedure. In casting ingots it not unfrequently happens 
that the bubbles of gas are largely formed near the outer 
surface ; and during the processes of reheating, these bubbles 
are apt to be opened up by the wasting of the surface, thus 
affording opportunities for the entrance of dirt and the for- 
mation of scale within the bubble cells, and, as a necessary 
consequence, interfering with the obtaining of a solid homo- 
geneous mass. Under these circumstances, and inasmuch aa 





Fig. 1 shows the grinder arranged for acting upon vertical 
work ; in Fig. 2 the wheel is represented inclined. 

The wheel shaft is mounted in bearings in the frame. A, 
which, by meaus of a set screw passing through a slot,"is 
secured to a shank which enters a socket on the standard, B. 
The shank, by loosening the set screws which confine it in 
the socket, can be drawn out to tighten the belt which, act- 
ing on a pulley on the wheel mandrel, rotates the wheel, or 
it can be turned in the socket so as to set the latter at any 
angle. By means of the slot and set screw in the frame, the 
wheel can be adjusted nearer to or further from the table, as 
■desired. The mandrel has several inches traverse in the 
frame, so that the pulley can be pressed down 
or lifted from the work by means of the sim- 
ple lever arrangement at C. The lever may 
be set and held at any position by means of 
the nut shown, or the former may be counter- 
weighted and operated by a treadle beneath 
ithe table. 

In order to grind flat surfaces the wheel is 
lowered down to them. A conical wheel is 
used for grinding holes in stove plates, etc., 
an aperture being made in the table or an aux- 
iliary platform thus provided being secured 
on top of the latter. For edging plates, the 
table can be made of sufficient size to sustain 
the whole weight of the plate, so that the at- 
tendant can bring a more even pressure on 
the wheel with little labor and without dan- 
ger of injuring it. The wheel can be inclined 
so as to grind bevel edges with readiness : and 
by suitably formed grinders, moldings can 
easily be ground. 

The machine is manufactured by the Tanite 
Company, of Stroudsburg, Pa., who may be 
addressed for further particulars. 



SANFORD'3 UNIVERSAL GRINDIR, 

treatment, the steel is tender and requires to be dealt with 
carefully ; but in proportion as its homogeneity increases, it 
becomes fit to resist more severe handling, the increase in 
its toughness, doubtless, to some extent, marking the expul- 
sion of the gas bubbles and the welding together of their 
sides under the various compressing processes the material 
undergoes. It is undoubtedly true that this mode of treat- 
ment, when skillfully carried out as it is at our large works, 
gives excellent results, and produces a most valuable struc- 
tural material ; but it is equally true that it is far from be- 
ing free from objections, while it is in some respects opposed 
to what may be theoretically considered the rational mode of 

Fig. 1. 



COMFBESSED STEEL. 

The manufacture of steel in large masses, 
although it has made vast strides during the 
past few years, is still characterized by many 
features requiring improvement, and especial- 
Fig. 2. 





it is at present scarcely possible to prevent the formation of 
the gas bubbles in the ingots during the process of casting, 
so long as the ordinary plan of teeming them in metal molds 
is adhered to, it is not surprising that the idea early sugges- 
ted itself of getting the desired homogeneity by subjecting 
the metal to compression while in a liquid state, instead of 
allowing it to solidify before attempting to remove the bub- 
bles. Such a mode of procedure is certainly a rational one, 
■ if we allow for the moment that the casting of perfectly 
solid ingots is at present unattainable in regular practice ; 
' and notwithstanding the practical difficulties attendant upon 
I its being carried iiito effect, it is somewhat surprising that 
greater progress has not been made in its ge- 
neral application. 

The plan of increasing the solidity of 
castings by compressing the metal while in 
a molten state is very far from being new ; 
and as applied to copper, it has been in use 
in Manchester, England, for about twenty 
years past. As regards steel, the credit of 
suggesting its compression in the fluid state 
belongs, we believe, to Mr. Bessemer, who 
embodied the idea in one of his earlier pa- 
tents ; but in England it has in practice 
been worked out almost solely by Sir Joseph 
Whit worth, who for some years has been en- 
gaged in developing the system, and of whose 
success we shall have to speak presently. It 
was in France, however, we believe, that the 
process was first practically carried out on a 
large scale, Messrs. Revollier, Bietrix & Co., 
of St. Etienne, having adopted it in 1867, 
and having built steel works specially ar- 
ranged for it in connection with furnaces for 
making steel by the Siemens-Martin process. 
According to the plans adopted by Messrs. 
Revollier & Co., the metal was run from the 
furnace into a ladle, which, by means of a 
turntable crane, was conveyed to the ingot 
molds, and the metal teemed into the latter. 
The molds were placed on an ingot carriage, 
and after filling they were run under a hy- 

Fig. 3. 




HYDEATJLIC PRESS FOR COMPRESSING STEEL. 
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"'"auUc press, and the metal subjected to compression until its 
temperature had fallen below that at which bubbles wouli 
be reformed. We do not know whether or nor Messrs. Re- 
volller and Co. are still using the compressing process, nor 
what success has attended their latest experiments with it, 
but we know that during their earlier use of it 
they produced some very compact sound ingots, but 
also many failures. Not content with treating in- 
gots, Messrs. Revollier and Co., also compressed 
— with varying success — more complicated castings, 
such as tyres, rings for guns, etc., but in dealing 
with such a manufacture they had to contend against 
the difBculty of running the metal at a lower tem- 
perature than was consistent with efficient com- 
pression, the initial temperature of the metal on 
leaving the furnace being reduced by its transfer by 
the ladle, etc. The result was that, to obtain the 
necessary liquidity in the molds, they were com- 
pelled to resort to the use of a metal containing a 
higher percentage of carbon and hence a lower 
melting point, but this metal again was unfitted for 
tyres, etc. , on account of its hardness and brittle- 
ness, and hence failures. Oae great difficulty con- 
nected with the affair thus was that by the Sie- 
mens-Martin process it was not possible to deliver a 
mild steel into the ladle at a temperature so much 
above its melting point as to allow of it at length 
reaching the molds at a temperature suitable for 
undergoing compression. With the Bessemer pro- 
cess less difficulty is experienced in this way, 
the initial temperature being higher ; but even where Besse 
mer steel iscomprpssed,asatthe Neu erg Works in Austria, 
it is found to be very important to keep up the temperature 
of the steel before compressing by heating the ingot molds 
bsfore the steel is teemed, and by getting the molds under 
the press as promptly as possible after they have been filled. 

The arrangements for compressing steel which have for 
some years been in use at the Neuberg Works were planned 
by Herr Von Stummer-Traunfels, and they have proved 
very successful, while they are also very simple. At Neu- 
berg the steel from the converters is run into a receiver which 
is lifted by a po werful hydraulic crane on to a suitable car- 
riage, aad is then ran on to a bridge over the press pit. At 
the bottom of this pit is a line of rails, so that the ingot 
molds mounted on carriages can be brought under the bridge 
to be filled with steel from the receiver and then promptly 
run under the press. 

The ingot molds are, as usual, made for conical ingots, the 
section at the lower part being the ordinary one of an irregu- 
lar octagon — or rather a square with the corners chamfered 
off — while at the upper part this section changes to circular, 
the upper portion of each mold being cylindrical, internally, 
for a length of about 6 inches, so as to form a guide for the 
press plunger. Externally the molds are circular, and they 
are turned slightly conical, while steel hoops are shrunk on 
them to enable them to resist the internal pressure. The 
conical form of the ingots would of course cause the flaid 
metal to exert an upward pressure, leading to separate each 
mold from its base, and to resist this the molds are furnished 
with strong flanges by which they can be secured to their 
bises. The mold bottoms, we may add, have a slight de- 
pression in the center, and in this is placed some fire clay on 
which the metal falls when teemed. This arrangement is 
employed to prevent the bottom from being injured by the 
pouring of the metal, it being important to keep the bottom 
sound, as it might otherwise give way under the action of 
the press. 

Each ingot mold is mounted on its own carriage, the latter 
carrying it at such a hight that, when run under the press, 
the top plate of the carriage, on which the bottom of the 
mold rests, is cleir of what we may term the anvil of the 
press, this being a strong casting fixed on firm founda- 
tions. The pressure imposed by the press varies from 
400 to 700 tuns, and it is evident that the ingot car- 
riages could never be made to resist such a pressure. To 
avoid the necessity for this, the lengths of rails on which a 
carriage rests when under the press are balanced so that, 
when they are merely loaded with the weight of the ingot, 
mold, and carriage, they are maintained on a level with the 
other rails ; but when the press is brought to bear on the in- 
got, they descend and allow the top plate of the carriage to 
take a solid bearing on the anvil just mentioned. On the 
pressure being removed, the rails rise again and the carriage 
can then be run on to make room for another. The general 
arrangement of the press and press pit at Neuberg is shown 
by the annexed perspective view (Fig. 1.) 

It should be mentionsd that, when an ingot is being teemed 
in the press pit, a kind of funnel of wrought iron plate is 
placed in the mouth to prevent the latter from being injured 
by the molten metal. When the mold has been filled, this 
funnel is withdrawn, and a short plunger is inserted by 
means of tongs specially constructed for the purpose. The 
mold is then run under the press and subjected to pressure 
for from half a minute to one minute, it being found that 
this period is amply sufficient to insure the desired result. 
We may add that no difficulty is experienced from metal en- 
deavoring to squeeze out around the plunger. Any metal 
so endeavoring to escape becomes at once so cooled as to 
solidify. 

At the Vienna Exhibition of 1873, some excellent speci- 
mens of compressed steel were exhibited by the Neuberg 
Works, and amongst others the broken ingot from a pho- 
tograph of which the annexed Fig. 3 has been prepared. 
This ingot was shown side by side with another broken in- 
got of the same steel, but uncompressed, an engraving pre- 



pared from a photograph of this second ingot being shown 
by Fig. S. 

If these two figures be compared, it will be seen that, 
whereas in the ingot represented by Fig. 3 there are a great 
number of bubbles near the outside — and in fact only pro- 
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tected by a thin skin, which might be injured in the reheat- 
ing furnace — in the compressed ingot, shown by Fig. 2,"there 
is one bubble only, and that at the center of the ingot, where 
it would most probably be thoroughly closed during the sub- 
sequent treatment of the ingot, or where, if it continued to 
exist, it could do little harm. Altogether we believe that 
the practice at Neuberg has been very successful. — Engi- 
neering. 



Ednrard H. Traey, C. E. 

Edward H. Tracy, for several years past the Chief Engi- 
neer of the Croton Aqueduct of this city, died recently at 
Carmel, N. Y. He began his engineering career as a rod 
man, and from that humble position rose, by industrious at- 
tention to the duties assigned him, to be an assistant engi- 
neer under John B Jarvis, on the Chenango canal in this 
State. Subsequently, under the same chief, he assisted in 
the construction of the main line of our great aqueduct. He 
was afterwards engaged in several other important works, 
involving dock and railway construction. For the last five 
years he has been Chief Engineer of the Croton aque- 
duct. 

» lai ■ 
Chloroform as a Preservative. 

At a recent session of the British Pharmaceutical Society, 
Mr. J. B. Barnes stated that vegetable infusions may be pre- 
served indefinitely by the addition of a minute quantity of 
chloroform. A mucilage of gum acacia and a malt infusion 
have been satisfactorily experimented upon, and the action of 
the chloroform appears to be to destroy the ferments. Mr. 
Barnes considers that the discovery may be applied to pre- 
serving solutions of citrate of ammonia, lemon juice, and 
other very alterable organic substances. 
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Bee Cnltnre. 

To the Editor of the Scientific American: 

I can confidently recommend bee culture, as well adapted 
to the sphere of women both in city and country. I speak 
from experience, having been engaged in this pursuit for 
over twelve years. In my first attempts at bee culture, I 
used the old fasioned box hive. These hives were readily 
constructed with little or no reference to giving a profit in 
surplus honey obtained from them. The losses in such 
hives, from various causes, especially in winter, were very 
great, and profits were small at the best; $10 to |12 profit 
from the sale of surplus honey from such hives in one sea- 
son was considered an extraordinary yield. I have for 
several years used a hive of my own invention. It is con- 
structed with special reference to securing a good yield of 
surplus honey, in the most convenient marketable form. 
My hive is so arranged and constrncted that I am able to 
prevent or contrive the natural swarming of bees, and, when 
desired, to turn their whole force to storing surplus honey 
in the parent stock instead of swarming out, as they often 
do (to their great damage) under ordinary management. It is 
surprising to note how much more honey will be stored by a 
stock that does not swarm (yet has the same increase of bees) 
than by one that casts one or more swarms. I often obtain 
from 200 to 300 lbs. honey in small glass boxes from a hive 
in a season. 

There is in my opinion no pursuit which offers greater 
inducements to women as bee culture. There are very 
many whose occupation confines them inJoors nearly the 
whole time, excluding them from the air and sunshine, to 
the great inj ary of their health ; while at the same time, 
after this great sacrifice, they barely succeed in obtaining a 
livelihood. To such, bee culture offers special Inducements, 
such as health and a greater recompense for labor performed. 
I hope that ere long bee culture will receive from my sex 
the attention it deserves. I am acquainted with many who 
have lately commenced in the business who are meeting 
with great success. 

West Gorham, Me. Lizzie E. Cotton. 



On Color Vision. 

To the Editor of the Scientific American : 

It is known that a certain length of time is necessary to 
the perception of light, and that the sensation in the eye 
does not disappear instantaneously with the disappearance 

of the luminous object. It is also the opinion of 

physiologists that the perceptions of the different 
simple colors require different times; as does like- 
wise the persistence of the sensation remaining in 
the eye. The laws of these phenomena have not 
however been yet determined, and the following ex- 
periments, in my opinion, may serve that purpose ; 
A ray of sunlight, / 1, is made to enter a dark 
room through a narrow vertical slot/,by means of a 
porte lumiere. It falls in an horizontal direction and 
meets a lens, e, a flint prism, P, which disperses it, 
and a mirror turning about on a horizontal axis, 
which reflects the rays in the same direction, above 
the prism, on a white screen placed at a convenient 
distance to obtiin an horizontal spectrum, R V,well 
enough developed to exhibit at least the principal 
Fraunhofer lines. The whole apparatus should be 
so arranged that, when themirror is slowly made to 
oscillate, the spectrum may be displaced parallel to 
itself. 

If now the mirror ismadeto oscillate with a cer- 
tain velocity, the spectrum will be seen to become 
curved in an unexpected manner, the extreme red 
and, still more, the violet remaining behind. On 
moving the mirror in the opposite direction, the 
spectrum oscillates with it, gliding and darting like a fish in 
the water. It will be noticed that the convexity of the an- 
terior outline of the spectrum is in the yellow, which color 
precedes the others in the motion. On keeping the eye fixed 
on a point of the screen.it will be observed that the spectrum 
widens, and that the exoansion is greatest in the violet and 
decreases towards the red. 

The same result is obtained by projecting the spectrum 
directly upon the screw and observing its image in a mirror 
oscillating in front of it. With the proper diaphragms, 
which should be black and opaque, some colors may be in- 
tercepted, and only two allowed to pass in coincidence with 
the Fraunhofer lines ; this renders comparisons easier. 

From this experiment it follows that yellow is the color 
which most quickly affects the eye ; then come orange, red 
and green, blue, indigo, violet. The persistence of vision 
is greatest in the violet and successively diminishes in the 
indigo, blue, green, yellow, orange and red. 

This may be verified also with white light. In fact, on 
moving a watchglass reflecting the sun before a black back 
ground, and keeping the eye fixed on it, the little solar image 
will be seen converted into an elegant colored curve, in 
which the following colors are usually found : yellow.green, 
blue, indigo, violet. 
Modena, Italy, August, 1875. A. RiccO- 
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REAMERS. 

For reaming out taper holes, such as are employed to re 
ceive taper pins, the square reamer shown in Fig. 126 is em 
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ployed. It is a piece of plain taper square steel. This tool 
should be dipped endwise in hardening, and tempered to a 
dark brown, leaving the square end, A (on which the wrench, 
by which the reamer is revolved, fits), of a blue color; be- 
cause it is at times necessary to force it into its cut by stri- 
king it lightly with a hammer (a proceeding necessary with 
all reamers having appreciable taper upon them), which 
would break the edges of the square end off if they are left 
too hard. The edges are beveled off, as shown, to prevent 
the head of the square end bulging from being hammered. 
To sharpen it, the flat sides are ground, taking care to keep 
them straight and the thickness even on the two diameters, 
so that, the sides being straight and the reamer square, it 
will cut taper holes whose sides will be straight. If the 
reamer is not ground square, two only of the edges will be 
liable to cut, causing the reamer to wabble, and so Impairing 
its cutting power and rendering it liable to break. This de- 
scription of reamer is sometimes used to cut out holes in 
boiler plates which do not come fair after being punched. 
The half round reamer shown in Fig. 127 will, however, 
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work much more steadily in holes which do not come fair, 
and will bore at all times more true, though it will not out 
so rapidly as a square reamer, when employed to bore a 
straight hole into a taper one. The method of making this 
tool is to turn It up and cut away half the diameter, temper 
ing as directed for the square reamer. 

MACHISK H«AMB11B. 

Reamers for use In a machine or laljhe ar« of the form 
hown in Fig. 128. The serrations forming the catting edges 
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are made at and near one end only, and do not run to the full 
length of the Teamer. There are two and sometimes more 
flutes, A, provided to convey oil or water to the cutting edges 
and receive the cattings. This description of reamer is em- 
ployed to take out a very light cut only, and must run very 
true in the machine. Fewer cutting edges and flutes, run- 
ning the entire length of the reamer, may be employed for 
heavier duty or for brass work, being much better qualided to 
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carry off the cuttings ; but in that case, the backing off of the 
teeth should be performed at a distance from the end of the 
reamer equal to its diameter, so that no cutting duty will be 
performed by the teeth beyond that distance ; otherwise, from 
spring, play in the spindle of the machine, or from other 
causes, the reamer will cut the holes of a diameter larger at 
the end at which it entered. All reamers should be well 
supplied with oil for heavy cuts on steel or wrought iron, and 
soapy water for fine finishing cuts on those metals ; oil may 
also be used for brass work, providing the cut is very light 
and the cuttings can find very free egress. 

SHELL REAMERS 

Shell reamers, such as shown in Fig. 139, are excellent 
tools for sizing purposes, that is, for taking a very light 
cut intended merely to smooth out the hole, and insure 
correctness in its bore or size. They are short ream- 
ers, having a conical hole run- 
ning through the center which 
is fitted to a cone mandrel as a 
stock; thus three or four differ- 
ent sizes of reamers may fit to 
one stock. Through such stocks 
there should always be bored 
a hole into which a pin may 
be driven, projecting at each side- of the stock to nearly 
the diameter of the shell reamer, in which there should, 
on each side, be filed a semicircular groove to receive the pin. 
Thus the reamer will be prevented from slipping upon the 
mandrel, as it is otherwise very apt to do. 

Many attempts have been made to produce adjustable ream~ 
ers having movable cutters, so that the size of the reamer 
may be varied by a change of cutters, and economy in sharp- 
ening and renewing is attained. None of these efforts, how- 
ever, have met with such success as to cause their universal 
application. Of course such a tool is only applicable to sizes 
above an inch in diameter, because the division of a reamer 
of less than that size into two or more pieces weakens it so 
that it would not bear the necessary strain 

The best form of adjustable reamer of which I have any 
knowledge is that of one I designed and made for use on 
cast iron work, though I have no doubt it would apply equal- 
ly well to work in brass, wrought iron, and steel. It proved 
a very serviceable tool, and is easily made, as a reference to 
Fig. 130 will show. A represents the stock, and D the cut- 
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ters, C being a regulating washer, and D and E the tighten- 
ing nut and washer. Each of the cutters, B, fits into a dove- 
tail and taper groove in the stock, the shallow end of the 
groove being at the cutting end ; so that, if the regulating 
washer, C, is reduced in width, the cutters will slide forward 
and enlarge in diameter. The washer, C, is thus a means of 
adjusting the diameter of the cutters; and when the same is 
once adjusted, the nut, D, will lock it always to that pre- 
cise diameter If, therefore, several sets of cutters of differ- 
ent hights are fitted to one stock, and turned up, while in the 
stock, to the requisite diameter, with the washer, C, in its 
place, we have a set of standard cutters which may always 
be placed in position and locked up by the nut, D, without 
measurement, since their sizes cannot vary. By providing 
another washer, very slightly thicker than the standard, the 
reamer will, in the case of each setjof cutters, bore a hole to 
a driving fit, while a washer a trifle thinner will cause the 
cutters to bore a hole of an easily working fit. Thus the 
sizes of the cutters are regulated by the washer, C, and not 
by measurement by the workman ; they are therefore at all 
tim"S positive and equal. The cutters are backed off on the 
ends only, their tops being merely lightly drawfiled after be- 



ing turned up, or they may be left one thirty-second of an 
inch too large, and ground off after hardening, by the grind- 
ing process already described. The cutters should be forged 
of the best cast steel, and tempered to a straw color. 

BORING BARS. 

The boring bar is one of the most important tools to be 
found in a machine shop, because the work it has to perform 
requires to be very accurately done ; and since ii is a some- 
what expensive tool to make, and occupies a large amount 
of shop room, it is necessary to make one size of boring bar 
answer for as many sizes of hole as possible, which end can 
only be attained by making it thoroughly stiff and rigid. To 
this end, a large amount of bearing and close fitting, using 
cast iron as the material, are necessary, because cast iron 
does not spring or deflect so easily as wrought iron ; but the 
centers into which the lathe centers fit are, if of cast iron, 
very liable to cut and shift their position, thus throwing the 
bar out of true. It is, therefore, always preferable to bore 
and tap the ends of such bars, and to screw in a wrought 
iron plug, taking care to screw it in very tightly, so that it 
shall not at any timebecome loose. The centers should be 
well drilled and of a comparatively large size, so as to have 
surface enough to suffer little from wear, and to well sustain 
the weight of the bar. The end surface surrounding the 
centers should be turned off quite true to keep the latter 
ffom wearing away from the high side, as they would do 
were one side higher than the other. 

The common form of the smaller sizes of boring bar is 
that shown in Fig. 131, A Abeing the bar, D D the lathe cen- 
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ters, B the cutter passine through a slot or keyway in the 
bar, and C a key tapered (as is also the back edge of the cut- 
ter) to wedge or fasten the cutter to the bar. It is obvious 
that, if the cutter is turned up in the bar, and is of the exact 
size of the hole to be bored, it will require to stand true in 
the bar, and will therefore be able to cut on both ends, in 
which case the work may be fed up to it twice as fast as 
though only one edge were performing duty. To facilitate 
setting the cutter quite true, a flat and slightly taper surface 
should be filed on the bar at each end of the keyway, and the 
cutter should have a recess filed in it as shown in Fig. 132, 
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the recess being shown at A, and the edges, B B, forming the 
diameter of the cutters. The backing off is shown at C, from 
which it will be observed that the cutting duty is performed 
by the edge, C, and not along the edge, B, further than is 
shown by the backing off. The recess must be made taper, 
and to fit closely to the flat places filed on the bar. Such a 
cutter, if required to be adjustable, must not be provided 
with the recess. A, but must be left plain, so that it may be 
made to extend out on one side of the bar to cut any requis- 
ite size of bore ; it is far preferable, however, to employ the 
recess and have a sufficient number of cutters to suit any 
size of hole, since, as already stated (there being in that case 
two cutting edges performing duty), the work may be fed up 
twice as fast as in the former case, in which only one cutting 
edge operates. This description of bar may be provided 
with several slots or keyways in its length, to facilitate facing 
off the ends of work which requires it. Since the work is 
fed to the cutter, it is obvious that the bar must be at least 
twice the length of the work, because the work is all on one 
side of the cutter at the commencement, and all on the other 
side at the conclusion of the boring operation. The excessive 
length of bar, thus rendered necessary, is the principal ob- 
jection to this form of boring bar, because of its liability to 
spring. There should always be a keyway, slot, or cutter 
way in the exact center of the length of the bar, so as to en- 
able it to bore a hole as long as possible in proportion to the 
length of the boring bar, and a keyway or cutter way at each 
end of the bar, for use in facing off. If, however, a boring 
bar is to be used for a job which does not require to be faced 
off at the ends, the keyway should be placed in such a posi- 
tion in the length of the bar as will best accommodate the 
work, and should then be made tapering in diameter from 
the keyway to the ends, as shown in Fig. 133, the end. A, 
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being made parallel to receive the driving clamp. A lug, 
however, by which to drive the bar, is sometimes cast at A. 
This form of bar is stronger in proportion to its weight, and 
therefore less liable to spring from the cut or to deflect than 
Is a parallel bar. The deflection of a bar, the length of which 
is excessive in proportion to its diameter, is suflBoient to 
cause it to bore a hole of larger diameter in the center of its 



length than at the ends, providing that the cutter is not re- 
cessed and does not cut on both sides, that is to say : when 
the cutter has the edges, B B, in Fig. 133, bearing against the 
diameter of the hole, they serve to steady the bar and pre- 
vent it from either springing away from the cut, or from de- 
flecting in consequence of its own weight. The question of 
spring affects all boring bars ; but in those which are used 
vertically, the deflection is of course obviated. 

Here it may be mentioned that no machine using a boring 
bar should be allowed to stop while the finishing cut is being 
taken, for the following reasons : The friction, due to the 
severance of the metal being cut, causes it to heat to a slight 
degree, and to therefore expand to an appreciable extent ; so 
that, when the cutter makes its first revolution, it is opera- 
ting upon metal at its normal temperature, but the heat cre- 
ated has expanded the bore of the work, and hence the cut 
taken by the second revolution of the cutter will be slightly 
less in diameter. This heating and expanding process con- 
tinues as the cutting proceeds, so that if (after the cutter has 
made any number of revolutions) the bar is stopped and the 
cylinder or other work being bored becomes cool, when the 
cutter makes the next revolution it will be operating upon 
the bore unexpanded by the heat, and hence will cut deeper 
into the metal until, the metal being reheated by the cut du- 
ring the revolution, the boring proceeds upon expanded metal 
as before the stoppage ; thus arresting the continuous pro- 
gress of the cutter will have caused the cutting of a groove 
in the bore. Boring bars of this description, for use in bores 
of a large diameter, are made with a head of increased di- 
ameter, as shown in Fig. 134, A A representing a bar turned 




true from end to end, and having a keyway cut along its en- 
tire len.th, and B the cutter head, held in upon any point in 
the length of the bar by being keyed to it at D. A number 
of cutting tools are carried by the head, B, and fastened to 
it by the strap, as shown at C, and enlarged at E, F being 
the slot to receive the tool. It will be observed that there is 
in the head a recess to receive theclamp, whichrecess should 
be made deep enough to leave a clearance between it and the 
shoulder of the clamp, to accommodate any variation in the 
thickness of the cutters. Several cutters may be provided 
to the head, so that the work may be fed up rapidly ; in such 
case, however, great exactitude is required in setting them, 
because there is no practical method of making them with a 
recess to insure their even projection from the bar, since the 
cutters are narrow, and generally cut across the whole end 
face, 0, so that each grinding affects their distance from the 
bar, and hence the size they bore. 

A rude fomi of the head, B, may be made by simply cut- 
ting a slot or slots across it, and fastening the tool or tools 
therein, by means of wedges and packing pieces if necessa- 
ry. The only advantage possessed by this bar is that it will 
bore a round hole, even though the bar may run out of true, 
by reason of either or both of the centers being misplaced, 
or even though the bar itself may have become bent in its 
length. In addition, however, to its disadvantage as to ex- 
cessive length, it possesses the further one that, unless a line 
drawn from the two centers upon which it revolves is paral- 
lel both perpendicularly and horizontally to the lathe bed, the 
hole bored will be oval and not round ; or if the bar is not 
parallel horizontally with the shears, the hole will be widest 
perpendicularly, and met versd. To remedy these defects, 
we have the boring bar with the feeding head, which is si 
milar to that shown in Fig. 134, save that the work remains 
stationary while the cutters are fed to the work by operating 
the head, B, along the bar, which is accomplished as follows : 
Either along the keyway or groove, or else through and along 
the center of the boring bar, there is pro vided a feeding screw, 
passing through a nut which is attached to the sliding head, 
B. As the bar revolves upon its axis, the screw is, by means 
of suitable gearing, caused to revolve upon its own axis, as 
well as around the axis of the bar, thus winding the head 
along the length of the bar, and thus feeding it to the cut. 
If the screw runs along the center of the bar, it is usually 
operated by gear wheels, the movement of the feed being 
continuous at all parts of the revolution ; but if the screw is 
contained in a groove cut in the circumference of the bar, a 
common star feed may be attached to the end of the bar, in 
which case the feed for the whole revolution is given to the 
sliding head during that portion only of the revolution in 
which the out^r arm of the star is moved by the projecting 
bolt or arm which operates it. From these directions, it will 
be readily perceived that a bar of the latter form, but hav- 
ing the screw in its center, is the most preferable. Care must 
be taken, however, to keep these bars running quite true ; 
for should either center run out of true, the hole bored will 
be larger in diameter at that end ; while on the other hand, 
should the bar become bent so as to run out of true in the 
middle of its length, the hole bo red will be large in the mid- 
dle if the work was chucked in the middle of the length of 
the bar ; and otherwise, it will be larger at one end. 
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NEW LOCOMOTIVE FEED WATEB HEATES. 

The advantages arising from the use of hot instead of cold 
water, in feeding steam boilers, whether stationary or loco, 
motive, are too apparent to need rehearsal, more especially 
where the hot water /or that purpose is produced by utilizing 
heat which would otherwise be wasted, the most important 
results being the saving of fuel, prevention of the contrac- 
tion and expansion of flues and flue plates, and the ability 
to maintain steam. 

In the adaptation of a locomotive engine to 
heat its own feed water, four diflSculties have 
always stood in the way ; first, to use the waste 
or exhaust steam without lessening the draft 
of the chimney ; second, to avoid the cumber- 
some and complicated devices necessary for 
heating the water in bulk ; third, to prevent 
obstructing the smoke arch ; and fourth, to 
so construct and arrange all parts of the ap- 
paratus as to obviate derangement and leak - 
age, either from contraction and expansion, or 
the jarring of the engine. These diflSculties 
have been overcome by the device illustrated 
in the annexed engravings. 

In Fig. 1, which is a detailed sectional 
view, it will be seen that an insulated steam 
chamber is constructed about the smoke stack. 
Into this chamber leads the feed water pipe, 
A which is coiled around the stack, conduct- 
ing the water to the top of the compartment 
and then down and out to the boiler, at B. 
The exhaust is divided, a branch pipe, C, be- 
ing employed to conduct a part of the steam 
into the chamber for heating the feed water 
in the coiled tube, while the main exhaust 
discharges up the smoke pipe to promote the 
draft of the engine in the usual manner. A 
small eduction ^ipe, D, is provided near the 
top of the chamber, through which the waste 
steam passes, and there is also a drip 
pipe near the bottom of the chamber, 
for carrying off the water of condensition. There is a joint 
in the slack below the bonnet, to afford easy access to the 
top of the heater, and a second joint for like purpose at the 
bottom of the chamber 

An improved arrangement of the water pipes which the 
company is now making, is to remove them from the interior 
•f the smoke chamber and place them outside, where they 
pass through suitable saddles, 



plungers ; and the check valve is slightly larger than the 
coil in order to give free passage for the water into the boil, 
er. If constructed in this way and properly stayed to the 
saddle and smoke stack, the device will be as permanent as 
any other part of the machine. Proper allowance is made 
for contraction and expansion of the stays and coil. We have 
obtained the foregoing particulars as to the construction from 
the Magoon Heater Company, 54 Sears Building, Boston, 
Mass., who are the manufacturers of the invention. 
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New Aniline Violet. 

A new pigment called violet gentiana, for producing the 
aniline colors of Martins and Meldensohn of Berlin much 
cheaper than the other violets in use,has for some time been 
on sale. A series of trials are said to have given the follow, 
ing results ; When dissolved in thirty times its weight of 
hot water, brought quickly to the boiling point, and kept 
boiling for five minutes, and then passed through a sieve, it 
leaves little residue. 

To dye 85 lbs. of woolen yarn, take 1 lb. of tartaric acid 
and a corresponding quantity of coloring matter ; boil and 
skim the mixture. Pass the yarn tkree times through the 
dy3, and it will assume a very uniform tint. The color ob- 
tained is as solid and as brilUsnc as that obtained from dearer 
violets. 



Tbe Patent One*TaUed Sblrt. 

As iUastration of the absurdity of some of the official 
examinations made at the Patent Office is seen in the patent 
granted to J. H. Meyers for an alleged improvement in 
shirts. It consists of a common shirt with the sleeves and 
the back tail omitted. These parts, says the patentee in his 
specification, any person can readily supply ; but the bosom, 
neck band, yoke and front tail, bethinks require more trou- 
ble to make ; so he sews these together, and the Patent 
Office grants him a patent therefor " as a new article of 
manufacture." But there is nothing new about it. It is 
simply an unfinished garment, and an old pattern at that. 
With equal propriety the Patent Office might grant a patent 
for a shoe, as a new article, which consisted merely of the 
strings and the upper, with the sole left out. Verily, the 
Patent Office is a queer institution. 



engraving shows an ordinary reheating furnace for iron, such 
as the experiments were made with ; but the form is by no 
means the best for developing the full merits of the new 
system, but answers tolerably well for the experiments made. 
This is an external, and the lower a sectional, view. In 
the latter, A B J D indicate the Eames vapor generator, called 
simply the generator, the main feature of the new apparatus 
and process. A is a cast iron vessel, with horizontal shelves 
projecting alternately from opposite sides, over which shelves 
the oil, entering at D, at the average rate — for 
this one furnace, when heating 3,000 lbs. of 
iron at a charge, and making steam for the rolls 
besides — of 30 gallons or 200 lbs., as a maxi- 
mum per hour, flows downward in a thin layer, 
dripping from shelf to shelf. It thus meets a 
slow opposing current of steam heated to incan- 
descence, and kept at a pressure of about 10 
lbs. per inch, and which passes upwards from 
the superheating coil, B, inclosing the fire. 
Every ira:eof oil is taken up and swept on to 
a mixing chamber which occupies the former 
fire space, where it meets the air blast entering 
at the point, E (the former ash pit). It will be 
observed that the former bridge wall of the 
furnace is built up solid to the crown, except 
the space at H G, called the combustion cham- 
ber, an important and essential part of the in- 
ventions. This consists simply of a cellular 
tier of firebricks placed on end, and extending 
all across over the old bridge wall. Within 
these cells the combustion begins, and it is 
found that, if this combustion space has a ho- 
rizontal thickness of more than 18 inches, the 
firebricks fuse down. I is intended to repre- 
sent one of the piles of scrap iron, with its top 
and bottom covers, of which, however, six, 
averaging 500 lbs., each, are introduced at a 
charge, in regular working. The course of the 
flame under, and back through, one of the flues 
of the boiler above, and thence into the stack, 
is sufficiently indicated by the arrows. 



FUENACE WOBKINO WITH PETEOLEUM, 

Professor Henry Wurtz was recently called on to examine 



ELECTEIOAL SPEED EECOEDEE. 

The accompanying engraving represents an electrical speed 
recorder, constructed by Mr. W. Groves, of London, En- 
gland. The instrument consists of a train of clockwork, 
driven by a weight, and employed to move the strip of paper 
upon which the speeds are recorded. Two electro-magnets 
are attached to the frame, and opposite their poles an arbor 
is pivoted, carrying a soft iron armature : and in connection 
with each armature is a bent and pointed lever, the ends of 
which pass through holes in the ink trough when the arma- 
ture is attached. These points carry on them sufficient ink 
to make a dot on the paper. The trough is divided into two 
compartments, one containing red and the other black ink. 
The former is used to mark half seconds, and the latter to 
record the speed. The holes in the trough are made so small 
that capillary attraction prevents the ink from flowing 
through. 



MAG00>^'8 LOCOMOTIVE FEED WATEE HEATEB. 

According to certificates and testimonial* submitted, 
it appears that the savin; of eoal attributed to this 
device, on one locomotive (the Saxon, of the Boston 
and Maine railroad), was about three quarters of a tan per 
day for f oar months in succession. On a small engine on 
the same road, the saving was nearly half a tun per day. 
The most recent tests show an economy of over 35 per cent 
of the fuel used, the value of which must evidently reach a 
very large aggregate in the course of a year, in the case of 
a road employing many locomotives. Fig. 3 gives a slightly 
different arrangement of the feed water pipes. The actual 
economy in fuel resulting from the use of this invention,co- 
incides with the calculated economy of feed water heaters 
in general, as given in the Scientific American of No- 
vember 7 last. 

No difficulty is experienced in making the coiled pipe to 
withstand any necessary pressure, as proven in the cases 
before alluded to and in others. The coil is made at least 
one sixth part larger in interior diameter than the pump 




and report upon the value of the system of Dr. C. J. Eames 
of obtaining from crude petroleum simultaneously both the 
heat and the power needed for metallurgical operations upon 
iron. We extract the following from his report The upper 




One electro-magnet is connected with a clock beating half 
seconds ; and as the pendulum passes over a mercury cup 
placed immediately under the point of suspension, the cir- 
cuit with the battery is completed, and the half seconds are 
marked in dots at the edge of the strip. The other electro- 
magnet is placed in connection with the contacts for marking 
the speed dots ; and by counting the numbers of half-second 
marks between each black dot, the speed is given between 
each contact lever. 

* <■> m 
Ne^rspaper Clrcnlatlon and Advertising. 

George P. Rowell & Co.'s Advertiser's Gazette, after naming 
some papers which have reduced their rates for advertising, 
adds: "There are many large weeklies which are at present 
d emanding for advertising more than double the price to 
which their circulation enti*.les them. " 

We have no doubt but that that is so. There has been a 
great falling off in the subscription list or a great many 
papers ; but it is not so with others. The Scientific 
American has several thousand more circulation now than 
it had last year at this time ; and it is continually increasing, 
but its rates for advertising have not been advanced. For 
machinery, tools, patents, and every want of contractors, 
civil and mechanical engineers, surveyors, artisans, manu- 
facturers, and all similar industries, this paper is unequalled 
as an advertising medium 
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SWANS. 

The nest of the swan, says Mr. H. R. Robertson, is a thick 
and rather untidy mass of sticks, reeds, flags, and rushes. 
From the fact of the birds naturally preferring the most se- 
cluded spots by the water, we more often find a swan's nest 
on a small island than on either bank of the river ; the osier 
beds are perhaps the localities most favored by them. The 
eggs are six or eight in number, and are hatched in five or 
six weeks. The young birds are termed cygnets, and are 
covered with a grayish brown plumage, which is not entire- 
ly lost till the beginning of the third year. Though 
the swan is, in general, very gentle and inoffen- 
sive, the male bird will defend the nest with great 
courage, and advance to the onset with ruffled 
pinions and every demonstration of anger; nor is 
it, from its muscular powers, an antagonist to be 
despised. While the cygnets are very young, one 
or two of them will sometimes climb up on to 
their mother's back, who never sails along more 
proudly than when her dusky brood is thus cradled 
between her snowy wings. 

Swans do not breed until they are several years 
old, and they mate strictly in pairs ; the technical 
terms for the male and female are cob and pen. 
The cob, or male, has a thicker neck and a larger 
berry at the base of the bill than the pen, or fe- 
male; he also swims more buoyantly, from having 
more volume of lungs. Maturity in both cob and 
pen is shown by the size of the berry and the 
depth of the orange color of the bill. 

Taking swan's eggs from the nest, and certain 
other birds', was an offence severely with in En- 
gland in old times. We find, in an act of Henry 
VII., that " no manner of person, of what condition or de- 
gree he bee, take or cause to be taken, be it upon his owne 
ground or any other mans, the egges of any fawcon, gos- 
hawk, laners, or swans, out of the nest, upon paine of im- 
prisonment of a yere and a day, and fine at the kings wil, 
the one hal f e thereof to the king and the other half unto the 
owner of the ground where the egges were so taken." 

The swan feeds on aquatic weeds, the spawn of fish, and 
coarse grass growing by the sides of the water ; it is fur- 
nished with a gizzard of extraordinary muscular power, 
which enables it to grind the weeds, however fibrous, to a 
pulp. 

All writers on the subject agree that the swan is very long 
lived, some saying that it attains thirty years, while others 
assert that it sometimes survives a century. 

*' Man comes and tills the earth and lies beneath, 
And after many a summer dies the swan." 

The particular species that is the subject of the present 
article is often 
s em i -domestica- 
ted on lalies and 
ornamental wa- 
ters, and is known 
as the tame or 
mute swan — cyg- 
nui olor of the 
ornithologists. It 
is said not to have 
been originally a 
native of the Bri- 
tish islands, but 
is found in the 
eastern portions 
of Europe and the 
adjacent parts of 
Asia, where in 
land seas, vast 
lakes, and exten- 
sive morasses af- 
ford it a conge- 
nial home. In 
Siberia and some 
parts of Russia it 
is common, and 
it abounds on the 
shores of the Cas- 
pian Sea. It is 
doubtful when 
this most elegant 
bird was intro- 
duced into Great 
Britain, where it 
is such a univer 
sal favorite. 

Wild swans may 
be often observed 
flying in a wedge- 
like form high in 
air, but they very 
rarely settle. This 
species, cygnua 
ferus, is neither so large nor so graceful as the tame swan. 

For its value as an article of food, the swan is now almost 
entirely disregarded. T wo or three are still fattened every 
Christmas time for Windsor Castle, where, in accordance 
with old usage, they make their regular appearance on the 
royal table. On only one occasion have we ourselves ever 
had the opportunity of proving the taste of our ancestors in 
the matter, and we are inclined to class the royal bird along 
with the royal fish, the sturgeon, as really inferior in flavor 
to many a plebeian dish. In color the flesh Is extremely dark, 
and if we may speak from our solitary experience, we should 
describe it as somewhat dry and decidedly coarse in fiber ; 



the bird in question was a young one, which had been care- 
fully fattened, and kept till tender after being killed. 



TVllfuI lenorance of Common Tblnes, 

A little knowledge maybe a dangerous thing,but a know- 
ledge of little things is useful and therefore desirable. At 
the recent meeting of St. Saviour's District Board of Works, 
Dr. Albert J. Bernays submitted his report as public analyst. 
In the course of his remarks he described the results of his 
various analyses of food, chiefly of milk, the adulteration of 




SWANS 

which he believed was on the increase. He had also analyzed 
several samples of bread and butter,and had generally found 
them to be pure. In conclusion, he suggested that a museum 
of common things should be attached to every board school, 
so that the rising generation might acquire a knowledge of 
them, and the uses for which they are intended. Dr. Ber- 
nays deserves great credit for his admirable suggestion. It 
is wonderful how ignorant the commoner class of people are 
of things in every day use. For them not to be able to dis- 
tinguish between a hawk and a hernshaw is excusable per- 
haps. But there are many who hardly know a mangold or a 
swede when they see it, who would fancy oilcake was a 
larger and perhaps a coarser kind of toffee, and who might 
be at a loss to tell a field of potatoes from a field of turnips. 
Again, there are those who, following some mechanical oc- 
cupation, are content with the knowledge of that only, and 
prefer to remain ignorant of kindred occupations. A glazier, 
for instance, will have nothing to do with carpentering. The 




THE SWAN'S NEST. 

carpenter will tell you that the setting of a grate or bell- 
hanging is no business of his. The ironmonger is utterly 
careless about bricklaying, and the bricklayer returns the 
compliment. Each of those classes of mechanics advisedly 
remains or professes to remain in utter darkness as to the 
occupations of his fellows. True, a jack of all trades may 
be master of none, but there is no earthly reason why a me- 
chanic should not be able to adapt his manual talents to 
more than one kind of work. The hand that can use a saw 
or plane, that can adjust beams and joists with the greatest 
nicety, is surely able to fix a grate, to hang a bell, to use 
spade and trowel,pick or level. The ironmonger must know 



something of brickwork, and the bellhanger of ironmongery. 
We are aware that the selfish spirit of trades unionism steps 
in here, and lays it down imperatively, ne alitor ttltra crept- 
dam. As the cobbler to his last, so the carpenter to his bench, 
the blacksmith to his forge, and so on through the category 
of mechanical workmen. But what an advantage it is to 
men to be what is generally called handy ! As the al'-round 
cricketer of fair average merit is more successful in the long 
run than the brilliant bat who is a poor field and an indiffer- 
ent bowler, or the unerring bowler who neither bats well 
nor fields well, so the workman, who is a fair 
average carpenter, bricklayer, ironmonger, bell- 
hanger, etc., may be more useful generally than 
the one who purposely confines his knowledge to 
one particular class of work. Put such a gener- 
ally useful man down in the backwoods of Canada 
and we think the point of our case will be illus- 
trated at once. Now if, in these museums which 
Dr. Bernays proposes to attach to board schools 
— why not to all schools? — there were specimens 
not only of comestibles, but of ordinary imple- 
ments in everyday use ; if, further, one or more 
paid instructors were attached to everv such 
museum — such instructors would very soon be- 
come self-supporting — whose business it was to 
teach our riping generation the upes of these im- 
plements and the characteristic features of this 
or that food, it is no great evidence of wisdom to 
foretel that the said rising generation of English- 
men would be infinitely less ignorant and in- 
finitely more handy and self-reliant than is the 
present. The man who tells you he cannot do 
this or that kind of work, and does not tr, to do 
it, is little short of a fosl. — Land and Water. 

» »»■ » 

Preservation of Wood Telegraph Poles. 
Tar is employed, but it is necessary to apply it hot, and to 
avoid boiling it too long, lest it should lose the essential oils, 
which alone aid it to penetrate the wood. The latter should 
be first considerably heated to remove humidity and to open 
the pores ; the tar is then applied, and, penetrating it, forms 
a strongly resisting covering. One thick coating produces a 
very bad effect ; it is necessary to apply several light coats, 
a process somewhat difficult and requiring practice. If this 
mode is not adopted, a covering will be simply laid over the 
surface of the wood, which will be separated by damp, and, 
being brittle, will be easily broken away. The fungus fila- 
ments would then be free to attack the wood, and destruc- 
tion would take place almost as rapidly as if the tar bad not 
been laid on. The process above described can hardly be 
carried out without special appliances. The best mode is, 

first to heat the 
wood, then to im- 
merse in a bath of 
tar the whole of 
that portion to be 
placed in the 
ground, and to 
leave it in the bath 
for 24 hours 
at least. The tar 
should be heated 
to boiling point. 

Carboniza t i o n 
has also been ap- 
plied with very 
good results. By 
raising the wood 
to a sufficient tem- 
perature, coagula- 
tion takes place, 
and any dangerous 
spores are con- 
sumed. But it is 
better to burn the 
wood imperfectly 
than to carbonize 
it to such an ex 
tent as is usually 
done. When the 
burnt portion is 
too thick, it loses 
its cohesion, and 
becomes broken 
during transport, 
so that the wood 
is again exposed 
to the air. It is 
better to obtain a 
thin and uniform 
covering by soak- 
ing the wood in 
acidulated water 
(five parts of wa- 
ter and one of sulphuric acid) and heating it lightly without 
exposing it to the flames. The more acid is added to the 
water, the less heating will be required, and it is preferable 
to obtain a thoroughly solid coating, by heai ing it for a long- 
er time, at a less elevated temperature. This method is all 
the more worthy of attention because the sulphuric acid pe- 
netrates the wood to a certain depth, and partially preserves 
it from the attacks of the fungus. 



Paint skins, boiled with linseed oil, and having, while hot, 
a quantity of sand and lime stirred in until the requisite 
thickness is obtained, make a durable cement for leaky roofs. 
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MAGirSTISM. 

In ordinary observation, magnetism is scarcely known ex- 
cept as existing in iron, and especially in steel, and as re- 
lated in some obscure manner to the earth. But there is 
reason to believe that it la one of the most extensively dif- 
fused agents in Nature. It can be traced not only in iron, 
but also in every substance into which iron entera into com- 
position. It is found in nickel, cobalt, chromium, and other 
substances, and even in some gases. Wherever a gal ranic 
current exists in Narure, whether produced by chemical ae- 
on, or appearing in the thermo-electric form as originating 
from the effects of heat at the place of union of different 
substances, magnetic effects can be elicited. On the larger 
scale, it is certain that the whole earth acts as a combina- 
tion of magnets, and there is reason to think that the sun 
and the moon also act as magnets. 

The laws of magnetic force, however, have been experi- 
mentally examined with philosophical accuracy, only in their 
connection with iron and steel, and, by inferences bearing 
considerable probability, in the influences exer';ed by the 
earth as a whole. The ferruginous minerals of the formula 
Fes O4 possess the property of attracting iron and its fil- 
ings, and are called natural magnets or lodestones. 

Experience has demonstrated that the attractive action of 
magnets takes place in a vacuum and through all bodies, 
whether gaseous, liquid, or solid, when they are not them- 
selves magnetic. All the properties of natural magnets may 
be permanently communicated to needles or to bars of steel 
properly tempered, which are then said to be magnetized, 
and take the name of artificial magoets. 

If a small iron ball, A (Fig. 1), be suspended by a flexible 

„. ^ thread, and succes- 

Fie 1 

°' sively presented to 

various points of the 
surface of a magnet- 
ized bar, although it 
may be kept at the 
same distance from 
the bar in every case, 
the deviation of the 
ball. A, will undergo 
considerable varia- 
tion as it is changed 
from point to point. 
In the section, M N, 
perpendicular to the 
middle of the axis of 
the figure, P P', the attractive action is zero; in either direc- 
tion from this position the pendulum is more deviated from 
the vertical as it is placed nearer to the ends of the bar. 

The same fact may 
be demonstrated by roll 
ing a magnetized bar in 
iron filings (Fig. 2) ; or 
better still, (Fig. 3), by 
covering a magnet with 
a thin cardboard which 
is lightly tapped with 
the fingers, while iron 
filings are scattered 
over its surface from a 
sieve. The directions which the lines of filings take prove that 
the middle section, M N, produses no action whatever, and 
that, towards the ends of the bar, in the axis of the figure 
there are two points, P P', which are centers of the strongest 
attraction. 

Fig. a 






The middle section, where there is no reaction, is desig- 
nated as the neutral line, and the centers of attraction, P P', 
are called the poles of the bar. Every magnet, whether 
natural or artificial, possesses at least t'wo poles. When the 
magnetization is regular, the magnet has but two poles, 
which are situated in the axis of the figure and near its 
ends. When the minerals containing iron, or the steel bars, 
have more than two poles, they are said to be irregularly 
magnetized, or that they have consequent points. In every 
case, however, two consecutive poles are separated by a 
neutral line or a line in which there is no action. 

If a magnetized bar is suspended horizontally by means of 

the stirrup, C (Fig. 4), made of 

* '£■ 4. paper or copper, and supported by 

/] a thread without torsion, the whole 

system partakes of a movement set 

up by the magnetic influence of 

the eaith. After a certain number 

of oscillations, the bar becomes 

quiet in such a position that its 

axis is directed from north to south. 

If the same bar is used several 

timeBinsaccesBion,it always comes 

to rest in the same position, and 

the same end always turns toward 



the north. Several bars suspended in the same manner, and 
at a certain distance from one another, always place them- 
selves in parallel directions. The vertical plane which 
passes through the axis of a bar freely suspended, when in 
its position of equilibrium, is called the magnetic meridian. 
The magnetic meridian does not coincide with the terrestrial 
meridian ; the angle comprised between these two planes in 
a given place is called the declination. The declination is 
said to be east or west, as the half of the bar turned toward 
the north places itself east or west of the terrestrial meri- 
dian. The declination also changes in value and even in 
sign, according to the place of observation ; and it undergoes, 
besides, continual variations at the same place. 

The end of the magnet which turns toward the north is 
called its north pole, the opposite end its south pole. 

If the poles of a fre3ly suspended bar magnet are succes- 
sively brought near the poles of another bar, the suspended 
magnet will be turned out of the magnetic meridian. The 
direction in which it is displaced in each case shows that 
poles of like names repel each other, while, on the contrary, 
poles of unlike names are mutually attractive. 

If we place a string bar, M (Fig. 5), in any position what- 
ever below a bar, M', whose suspension is without torsion. 

Fig. 5. Fig- 6- 
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the latter bar immediately turns in a horizontal plane, and, 
after a few oscillations, comes to rest. In this position the 
axes of the two bars are parallel, and the poles of unlike 
names are placed one above the other, on the same side of 
the suspension thread. 

I'he terrestrial globe may therefore be considered as a 
great magnet, with one of its magnetic poles placed in its 
northern, the other in its southern hemisphere. The two 
hemispheres of the earth are thus like the two halves of a 
bar magnet — the northern hemisphere possessing the mag- 
netic properties of the south pole, and the southern hemi- 
sphere exercising the same action as the north pole of a nat- 
ural or artificial magnet. 

If a magnetized needle is supported on a metallic point by 
an agate cup, M, placed on its center (Fig. 6), the needle is 
then free to turn in a horizontal plane. When left to itself, 
it oscillates under the influence of terrestrial force, and final- 
ly comes to rest in such a position that the line joining its 
poles, which corresponds with its center of figure, is in the 
magnetic meridian of the place. 

By placing (Fig. 7) a bar of soft iron which presents no 
Fig. 7. 



N 



iiBiiiinaian 



trace of magnetism in the neighborhood of the poles of a bar 
magnet, the former, under the influence of the magnet, ac- 
quires the property of attracting iron filings, and becomes 
itself a real magnet, with its two poles and its neutral line. 
In soft iron, magnetized by induction, the poles stand in a 
direction opposite to those of the bar ; and its neutral line, 
instead of occupying the middle position, is placed in the 
neighborhood of the end which is opposite the bar. 

Fig. 8. 
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This magnetization, o r inductive polarization, i s only tem- 
porary, and completely disappears the moment the bar and 
the soft iron prism are separated some distance from each 
other. The phenomena are the same when a soft iron prism 
(Fig. 8) remains suspended by the attraction of one of the 
poles of a bar magnet. 

This temporary induced magnetism of soft iron prisms 
may be shown in another manner. If a soft iron prism is 
suspended from the north pole of a strong magnet (Fig. 9) it 

becomes capable of 
jfjg 9 supporting a second 

prism ; the second 
prism is in turn in- 
ductively magnetized, 
and will support a 
third, and so on. In 
this magnetic chain, 
the indirectly magnet- 
ized prisms always 
touch each other with 
poles of contrary 
names, and the ac- 
tion becomes weaker 
Bat now, if the bar 





is detached from the first soft iron prism, all traces of polar- 
ization disappear in the several prisms, and they immedi- 
ately separate from each other. 

We have seen that a prism of soft iron, presented to the 
north pole of a magnet, becomes itself a real magnet by in- 
duction, the contrary poles attracting each other, and the 
soft iron remaining suspended against the force of gravita- 
tion. If, when a prism is suspended in this manner, the 
south pole of a second bar (Fig. 10) is brought near it, all 

magnetic adherence 
ceases; the soft iron 
prism detaches itself, 
and falls. 

In this experiment, 
the second bar tends 
to develope in the 
prism a magnetization 
whose polarity is oppo- 
site to that developed 
by the first bar. The 
soft iron being thus 
submitted to the two 
contrary influences, resumes its natural state, loses all trace 
of polarization, and should necessarily obey the action of 
gravitation. Experience has demonstrated that when a bar 
magnet is broken, each of its parts, whatever may be their 
number, forms a complete magnet, with its two poles and 
neutral line. The magnetization induced in a piece of soft 
iron is less as the distance through which the bar acts is 
greater. From the preceding facts it appears that the action 
of a magnetic pole, on a series of soft iron cylinders submit- 
ted to its influence , very much resembles the induction ex- 
ercised by an electrified sphere on a series of insulated con- 
ductors. Under the influence of the magnetic pole, the soft 
iron cylinders are polarized, and the polarization endures 
while the influence lasts. In the same way, the ends of the 
insulated conductors, placed in the vicinity of an electrified 
sphere, are charged with electricity of contrary names ; this 
polarization lasts as long as the inductive action of the 
sphere is maintained, and completely disappears when the 
sphere is removed or discharged. 

There is, however, a great difference between a magnet- 
ized bar and an electrified sphere. The contact of the soft 
iron by no means enfeebles the magnetic properties of the 
bar; but the magnetism, whatever its nature maybe, does 
not, by apparent contact, pass from the bar to the piece of 
soft iron. On the contrary, when an electrified sphere is 
touched with an insulated conductor, a part of the electricity 
of the sphere is spread over the conductor, and the electric 
properties of the sphere are enfeebled. 



as the distance from the bar increases. 



Plants and Animals found In tbe Human ITIoutli. 

According to Dr. C. N. Peirce, in an essay in Dental Cos- 
mos, the following variety of organisms is found in the oral 
cavity, as shown by the microscope : 1. Oidium albicans. 2. 
Cryptococcus cerevisiae. 3. Leptothrix buccalis. 4. Lepto- 
mitus. 5. Bacteria, vibrios, and monads. 6. Paramecia 
7. Heterogeneous mass. 

OIDIUM ALBICANS, OR WHITE PLANT. 

As revealed to the observer, it seems to consist of thick- 
ened epithelial cells, mingled with numerous minute spor- 
ules or seeds, from the midst of which long, thread-like, 
jointed and branching plants arise, mycelium, intertwining 
with each other. The question as to whether this vegetable 
growth is the origin or sequence of disease has not yet been 
settled. So far as I can learn of its prevalence or predispo- 
sition, it occurs most frequently in the mouths of persons 
living in situations where the air is impure and diet un- 
wholesome, or where previous gastric or intestinal disorder 
has interfered with the health and vigor of the infant. It 
is found alone or simultaneously on the inner edge of the 
lips, where the mucous membrane begins, on the inner side 
of the cheek, on the gums and palate, on the upper and 
lower surface of the tongue, in the throat, and in the oesoph- 
agus, down as far as the cardia, or upper opening of the 
stomach. 

ORTPTOCoccus CBRBVisi^ — Cell Or Capsule. 

This plant is composed of round or oval cells, which pre- 
sent in their interior one or two little corpuscles resembling 
somewhat an oil globule. They are propagated with great 
rapidity when in contact with decomposing substances at a 
favorable temperature. This cryptococcus is so similar to 
that found in yeast, beer, ale, and sour milk that it may be 
considered practically identical, the principal difference no- 
ticed being a variation in the size ; while in shape, manner 
of propagation, and apparent globule within, the modifica 
tions are but slight. It is developed in the morbid secre- 
tions of the mouth, the oesophagus, and stomach ; it is also 
introduced into these situations by the drinking of beer. 

In the black fur of the tongue of persons laboring under 
typhus, or in the oral secretions where persons have been 
long sufferers from organic disease, it is also found. Vogel 
thinks it of great importance to regard this plant only as an 
accompaniment and not as the cause of disease. 

LEPTOTHRIX BUCCALIS — Blender hairs in the mouth. 

This consists of slender structureless fibers, of various 
lengths, and straight or curved as the fiber is long or short. 
One end is free, the other is planted in or projecting from a 
fine granular mass, though a limited number are always no- 
ticed floating in the secretions, detached from any substance. 
They are found singly or in bundles, and multiply with 
great rapidity. Scarcely any portion of the mouth is free 
from them. They appear on the surface of the tong^ue, in 
depressions of the teeth, and cavities of decay, on the neck 
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and surfaces of the teeth ; indeed, everywhere within the 
oral cavity that lodgment can be found for a particle of 
food. 

They are found also growing from the surface of accumu- 
lations of tartar, whether such accretions be upon the necks 
of the teeth, in the cavities of decay, or on artificial dent- 
ires. There is probably no situation where they grow with 
greater rapidity than on the surfaces of the plate, either up- 
per or under. The soft cheese-Uke substance that so quickly 
accumulates there is most prolific in their production,though 
from this situation they are neither so long nor attenuated 
as those taken from an inflamed mucous membrane. While 
great care in cleanliness limits their number, it is impossi- 
ble to entirely eradicate them or prevent their development. 

LEPTOMiTus — Slender Threads. 

This growth, as the name indicates, is neither so long nor 
so slender as the leptothrix. It also has occasional branches, 
and marked transverse striae, which complete its morpholog- 
ical difference from the plant just described. It is found 
upon the tongue and in the pharynx of persons suffering 
from pneumonia, pleuresia, phthisis, apoplexia, and chronic 
gastritis. 

BACTERIA AND VIBBIOS. 

These organisms form some of the most minute objects 
which the microscopist has the opportunity of examining,- 
and it is with the greatest difficulty their structure can be 
accurately determined. They are both found in the fluids of 
the mouth, but the profusion in which they exist is modified 
by the care exercised in keeping the fluids of the oral cavity 
free from decomposing substances. In the fangs of teeth 
where the pulps are devitalized, they are found to rapidly 
develop. Nor is their presence in this locality confined to 
such teeth as have defective crowns giving communication 
with the fluids of the mouth ; but in a number that were ex- 
amined where there was devitalization of the pulp without 
any loss of the hard tissues from caries or otherwise, their 
presence was readily detected. Upon opening Into such cav- 
ities, they were, as usual, very offensive from the degenera- 
ted pulp, and on examining this putrid material these living 
organisms were observed in abundance. 
MONADS. 

With these two low forms of life we must associate what 
are known as monads, or, as Bastian calls them, plastide par- 
ticles. These are invariably found in the same solutions 
with the former, and are supposed by some observers to re- 
sult either by direct growth and development, or by aggrega- 
tion and coalescence into bacteria and vibrios. 

' ' Naturalists have been in doubt as to whether they should 
be regarded as independent living things of the lowest grade,' 
having an individuality of their own, or whether, rather, 
they should be looked upon as developmental forms of some 
higher organisms, either animal or vegetable." 

The discovery of these low forms of life in the mouth is 
not of modem origin, as we shall see from the following by 
Leuwenhoek. In 1682, at the age of fifty years, he wrote 
respecting his teeth : " It is my custom every morning to rub 
my teeth witti salt, and afterwards to wash my mouth, and, 
after eating, I always clean my large teeth with a toothpick, 
and sometimes rub them very hard with a cloth. By these 
means my teeth are so clean and white that few persons of 
my age can show so good a set ; nor do my gums ever bleed 
although I rub them very hard with salt ; and yet I cannot 
\eep my teeth so clean but that, upon examining them with a 
magnifying glass, I have observed a kind of white substance 
collected between them, in consistence like a mixture of 
flour and water. In reflecting on this substance, I thought' 
it probable (though I could not observe any motion in it) 
that it might contain some living creatures. Having there- 
fore mixed it with rain water, which I knew was perfectly 
pure, I found, to my great surprise, that it contained many 
very small animalcules, the motions of which were very 
pleasing to behold. The largest sort of them had the great- 
est and quickest motion, leaping about in the fluid like the 
fish called a jack : the number of these was very small. The 
second sort had a kind of whirling motion, and sometimes 
moved in the direction of a spiral, and undulated ; these 
were more in number. Of the third sort I could not well 
ascertain the figure, for sometimes they seemed roundish but 
oblong, and sometimes perfectly round. These were so 
small that they did not appear larger than a speck. The 
motion of these little creatures, one among another, may be 
imagined like that of a great number of gnats or flies sport- 
ing in the air. From the appearance of these to me, I judged 
that I saw some thousands of them in a portion of liquid no 
larger than a grain of sand, and this liquid consisted of eight 
parts water and one part only of the before-mentioned sub- 
stance taken from the teeth. 

" With the point of a needle I took some of the same kind 
of substance from the teeth of two ladies who I knew were 
very punctual in cleaning them every day, and therein I ob- 
served as many of these animalcules as I have j ast mentioned. 
I also saw the same in a white substance taken from the teeth 
of a boy about eight years old ; and upon examining in like 
manner the same substance taken from the teeth of an old 
gentleman, who was very careless about keeping them clean, 
I found an incredible number of living animalcules, swim 
mlng about more rapidly than any I had before seen, and in 
such numbers that the water which contained them (though 
but a small portion of the material taken from the teeth was 
mixed In it) seemed to be alive. " 

PAEAMBOIA. 

Having now considered all the growths deemed vegetable 
found in the mouA, I have still one other organism to de- 
scribe, as to the true place of which in Nature there is no 



division of sentiment, It belonging undoubtedly to the ani- 
mal kingdom. I allude to the paramecia, a genus of infuso- 
ria. They are only found in the oral cavity in cases of ex- 
treme uncleanliness ; and though increasing rapidly in infu- 
sions adapted to their growth, they are somewhat limited in 
this situation, owing to the constant changing of the secre- 
tions. About fifteen varieties have been described. They 
have a soft flexible body, variable in form, though usually 
oblong or oval, and more or less depret sed. In most of them, 
numerous rows of vibratile cilia are noticeable, projecting 
from their integument. 



Vseftal Recipes for tbe Shop, tlie Honsebold, 
and tbe Farm. 

Vienna bread and Vienna beer are said to be the best in 
the world. Both owe their superiority to the yeast used, 
which is prepared in the following manner: Indian corn, 
barley, and rye (all sprouting) are powdered and mixed, and 
then macerated in water at a temperature of from 149° to 
167° Fah. Saccharification takes place in a few hours, when 
tbe liquor IS racked off anaalkiwed to clear, and fermentation 
is set up by the help of a minute quantity of any ordinary 
yeast. Carbonic acid is disengaged during the process with 
so much rapidity that the globules of yeast are thrown up by 
the gas, and remain floating on the surface, where they 
form a thick scum. The latter is carefully removed, and 
conSitutes the best and purest yeast, which, when drained 
and compressed in a hydraulic press, csn be kept from 
eight to fifteen days, according to the season. 

By drawing up the earth over the potato in sloping 
ridges, the plant is deprived of its due supply of moisture 
by raini, for when they fall the water is cast into the 
ditches. Farther, in regard to the idea that, by thus earth 
ing up, the number of tubers is increased, the effect is quite 
the reverse ; for experience proves that a potato, placed an 
inch only under the surface of the earth, will produce more 
tubers than one planted at the depth of a foot. 

Brown bronze dip, for coating hat hooks and similar small 
hardware articles, is made of iron fcales, 1 lb. ; arsenic, 1 
oz. ; muriatic acid, 1 lb. ; zinc, solid, 10 ozs. The zinc should 
be kept in only when the bath is need. The castings must be 
perfectly free from sand and grease. 

A good test for gold or silver is a piece of lunar caustic, 
fixed with a pointed stick of wood. Slightly wet the metal 
to be tested, and rub it gently with the caustic. If gold or 
silver, the mark will be faint ; but if an inferior metal, it 
will be quite black. 

Cider may be purified by isinglass, about 1 oz. of the 
latter to the gallon. Dissolve in warm water, stir gently 
into the cider, let it settle, and draw off the liquor. 

The solvent power of glycerin upon several substances 
commonly used in medicine and the arts is as follows : 1 part 
of sulphur requires 2,000 parts of glycerin; iodine, 100 
parts ; red iodide of mercury, 340 parts ; corrosive sublimate, 
14 parts; sulphate of quinine, 48 parts; tannin, 6 parts; 
veratria, 96 parts; atropia, 50 parts; hydrochlorate of mor 
phia, 19 parts; tartar emetic, 50 parts; iodide of sulphur, 60 
parts ; iodide of potassium, 3 parts ; sulphide of potassium, 
10 parts. 

Some weeds can be killed and prevented from growing in 
garden paths by watering the ground with a weak solution 
of carbolic acid, 1 part pure crystallized acid to 2,000 parts 
water. Sprinkle frcm a watering pot. 

A screen or blower of wire gauze, from 36 to 40 wires to 
the inch, placed in front of range or stove fires, will prevent, 
it is said, smoke coming iito the room when the chimney 
fails to draw well. 

To prevent condensation in a steam pipe laid under ground , 
place it inside another larger pipe, filling the intervening 
spaces with pulverized charcoal. The outside pipe should 
b watertight. 

Tar water may be employed for dyeing silk or wool ashen 
gray. The stuff is first mordanted with weak perchloride of 
iron, by soaking in the solution some hours. It is t bn 
drained and passed through the bath of tar water. The 
oxyphenate of iron, which is thus precipitated on the fabric, 
gives a very solid color. 

A cement, impermeable by air and steam, and especially 
well adapted to use for steam or gas pipes, is made of 
powdered graphite 6 parts, slaked lime 3 parts, sulphate of 
lime 8 parts, and boiled oil 7 parts, well kneaded. 

Cider may be preserved sweet for years, by putting it up 
in airtight cans, after the manner of preserving fruit. The 
liquor should be first settled and racked off from the dregs, 
but fermenta'ion should not be allowed to commence before 
canning. 

The mordants used for dyeing with sumac are either tin, 
acetate of iron, or sulphate of zinc. The first gives yellow, 
the second gray or black, according to strength, and the 
third greenish yellow. 

When boilers are ordinarily fed with hard water, it is worth 
while to save the drippings of the exhaust pipe, the conden- 
sation of the safety valve blow-off, and that from the cylinder, 
and use the water thus obtained to fill the boiler after blow- 
ing oft. The result will be surprising in effect in loosening 
scale. 

The evaporative efficiency of American anthracite and 
American bituminous coals is in the propor Jon of 89 to 9'9. 
Glossed shirt bosoms : Take two ounces of fine white gum 
arable powder, put it in a pitcher and pour on a pint or more 
of water, and then, having covered it, let it stand all night. 
In the morning, pour it carefully from the dregs into a clean 
bottle, cork, and keep it for use. A teaspoonful of gum wa- 
ter stirred in a pint of starch, made in the usual way, will 
give to lawns, white or printed, a look of newness, when 
nothing else can restore them, after they have been washed. 



A cheap fertilizer consists of sulphate of ammonia, 
60 lbs. ; nitrate of soda, 40 lbs. ; ground bone, 250 lbs. ; plas- 
ter, 250 lbs. ; salt, J bushel; wood ashes, 3 bushels; stable 
manure, 20 bushels. Apply the above amount to six acres. 
Labor in preparing included, it costs about $15. It is said 
to give as good results as most of the commercial fertilizers 
costing $50 per ton. 

To make a handy paiat, break an egg into a dish and beat 

slightly. Use the white only, if for white paint ; then stir 

in coloring matter to suit. Red lead makes a good red paint. 

To thin it, use a little skimmed milk. Eggs that are a little 

too old to eat will do for this very well. 

» ««■ «. 

maenetlsm of Iron Filings. 

" De Haldat published ,Jduring 1836, in Mcmoircs de I'Aedd- 
emie of Stanislas, that he had put iron flings into a brass 
tube (closed by two screw plates), which he magnetized by 
the ordinary process, and that he succeeded in obtaining two 
contrary poles. The polarity slowly decreased ■«hen varying 
quantities of river sand were mixed with the filings, while 
in every case it was very weak, and disappeared when the 
metal grains were displaced in position by shaking the tube 
I repeated this experiment by firmly ramming down the iron 
filings into the tube, by means of a small hydraulic press 
I found "^hat when the filings begin to aggregate the polarity 
considerably augments, and continu' s to increase with press 
ure. I now lay before your Academy some tubes, 3 3 to 
4 inches long and 1 2 inches in diameter, which attract at 
least as powerfully as those made from broken pieces of 
good steel of the same dimensions. As the iron filings which 
I u; ed were of unknown origin, I had some prepared under 
my own eyes, from good soft iron, perfectly reduced, and 
without appreciable coercive force : the results were not les- 
sened. Thus, then, a metal which has no coercive force 
when it is entire acquires it in as considerable a degree as 
that of steel when it has been reduced and compressed by 
pressure. Is it not to this fragmentary character that we 
must attribute the observed polarity ? and is it not, also, this 
same cause which explains the coercive force of steel? One 
cannot explain the distribution in a magnet without consider- 
ing it as composed of rows of very small magnetic elements 
of opposite poles, reacting between themselves at a distance ; 
and it is proved that the quantities of separate magnetism in 
each of them increase, by this reaction, from the extremity 
to the middle line. Until now it seemed admissible that 
these elements are the molecules themselves ; but the pre- 
ceding experiment appears to show they are formed of either 
compacted iron fragments or small agglomerated crystals, as 
in steel. When, before pressing the filings, materials which 
render the mass more homogeneous are put with them, the 
same polaiity can no longer be given to them as before the 
mixture. For example, if we make a paste of chloride of 
iron and filings, and preps it, we obtain, after several days, a 
subchloride of iron of continued appearance, which may be 
filed and polished like pure iron, but which can scarcely be 
magnetized. Iron reduced by hydrogen and oxygen from 
scales behaves like iron filings ; but magnetic or diamagnetic 
bodies mixed with the filings notably change its faculty of 
becoming magnetized. It is probable that, in very power- 
fully ramming home the powders, the coercive force would 
be found to increase to a maximum, and that it will after- 
wards decrease when the compactness of the fragments will 
have given a sufficient continuity to the mass." — /. Jamin. 

in Comptes Bendus. 

» «•» ■ 

Concrete for Walks, etc. 

John Turner, in the London Agricultural Gazette, gives 
his experience in making and using asphalt as follows : "I 
have done a great deal successfully in walks and some kinds 
of floors such as the floor of a pig house, but have never at- 
tempted it for heavy traffic. It is neither dilBcult nor expen- 
sive. Of course a great deal depends upon the cost of mate- 
rial ; the labor is tr.fling. I have used screenings of gravel 
(I don't like it clean, but mixed with sand) ; I have used sand 
alone (when I could not get anything bettei), blacksmiths' 
ashes, and ashes from my engine. The last I did was for our 
churchyaid walks ; for those I go* the screenings of Leices- 
tershire granite, which made a splendid path, but of course 
more expensive — the granite cost $2.50 per tun. It is quite 
an unnecessary expense and trouble to boil the tar. Get 
your material dry, mix it with tar, turn it over twice, and 
let it lie a couple of days, then tutn it again, and mix a little 
lime with it, about a tenth, let it lie another day, and then 
on a fine sunny day Jay it on, rake it even, and roll well as 
soon as it will roll, in an hour or two's time ; if the roll does 
not work well (it ought to if the stuff is not mixed with two 
much tar), scatter a little dry sand over it. Every summer I 
brush my walks over with cold tar, and give a good sprink- 
ling of sand, and they are as good now as when first put 
down, fifteen years since. Any laborer can do it, only take 
care,before laying it down, it is of proper consistence. When 
ready it ought not to show the least tar, but should be 
a dull dead black, aud, when moved with a shovel, ought to 
be lively, exactly like a mass of mites in a cheese. The 
stuff will keep a long time in a heap if covere-i up or other 

wise kept dry " 

» «»» » 

Boiler Explosion. 

Mr. R. Nickerson, of Harlem, Qa. , informs us that a boiler 
at Sawdust, Ga. , exploded on August 7. It was in a sawmill, 
and the building was torn to pieces. Pai ti of the boiler were 
thrown to a distance of several hundred yards. One man 
was blown to pieces, and two seriously injured. Mr. Nick- 
erson states that the pressure gage showed 45 lbs. ; but the 
gage was defective, as the practice (indulged in by the person 
in charge) of hanging car couplings on to the safety valve 
did not appear to form any increased pressure in the boiler. 
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Improved Stone Crusber. 

Jostaua Comly, PhiladeJphia, Pa.— This stone crusher has one sta- 
tionary and one vibrating jaw. There is a toggle-bar contrivance 
in combination with the crank shaft and the rod connecting it with 
the movable bar in a manner calculated to apply very great force ; 
also another device for giving vertical or endwise motion to the 
movable jaw, to be used or not, as may be found desirable. 
Improved Wire Barb Pinchers. 

John Dobbs and Benjamin F. Booth, Victor, Iowa.— This inven- 
tion consists in the pinchers made with curved and notched jaws, 
and provided with projections upon the inner sides of said jaws, to 
adapt it for use in applying barbs to fence wires. In using the 
pinchers, an ordinary wire staple is placed in the space between its 
open jaws, with its arms resting in the notches in the inner edges of 
the faces of said jaws. The jaws of the pinchers and the arms of the 
staple are then placed around the wire of the fence, and the pinch- 
ers are closed. This forces the arms of the staple past each other 
until they rest upon stops and project in opposite directions, and 
the formation of the barb is completed. 

Improved Combination Cotton Press. 

John F. Taylor, Charleston, S. C— The object of this invention is 
to produce a press of great power, especially adapted to compress- 
ing cotton bales to the smallest possible dimensions for shipment, 
and that with the greatest possible speed, and with the least possi- 
ble consumption of fuel. It consists in the particular construction 
of a toggle lever press operated by steam, in combination with a 
hydraulic press, the steam in the cylinder that operates the water 
piston being used a second time in a cylinder which operates the 
toggle lever through the instrumentality of an equalizing part in 
the slide valve of the first steam cylinder. 

Seir-Dlschargtng and Re-Settlng Lumber Car. 

James L. Ridgely, Jr., Harrisonville, Md.— This invention relates 
to cars or trucks whose wheels run upon a track to transfer lumber 
out of the way, after it has been sawn, to a convenient place- for 
piling it up ; and it consists in the combination of a truck running 
upon a suitable track of a load-receiving frame, having cross bars 
that form the bearing of the load, and pivoted on a median axis to 
said truck, whereby the lumber may be dumped by its own weight. 
Improved Candlestick. 

John B. Gribblc Grass Valley, Cal.— The core or shuttle has a 
screw thread cut on it. On the movable part of a tube, threads of a 
screw are made, which fit the pitch of the screw on the shuttle. 
The candlestick rests upon the upper end of the shuttle, and the 
latter is made fast in the stationary part of the tube. By this 
arrangement, the movable portion of the tube is adjusted to the 
candle, and the end of the shuttle prevents the tallow from run- 
ning down. 

Improved Sell-Acting Bloivplpe. 

John Martin Hancock, Lansing, Iowa.— This is a self-acting blow 
pipe for hard and soft soldering, by which the flame would be fully 
and instantly controlled, and the power of the same regulated with- 
out interrupting the working of the blowpipe. The invention con- 
sists of a pipe attached sidewise and projecting to some distance 
from the alcohol vessel, which is exposed to the heat of a small 
flame, being about the same distance from the main flame of the 
lamp as the bottom of the alcohol vessel is from the outermost end 
of the blowpipe. 

Improved BnfTer for Steam Rock Drills. 

Joseph C. Githens, New Vork city.— As the piston in its upper 
movement strikes the upper head, it forces the said head upward 
against the packing, and the blow is Anally sustained by long bolts, 
which draw against the lower head. As the piston, in its downward 
movement, strikes against the lower head, the said head moves 
downward a little, and, through the long bolts, draws a plate down 
upon the packing, relieving the head from the force of the blow. 
By this construction, a single buffer at one end of the cylinder 
relieves the head from the force of the blows at both ends of the 
cylinder. 

Improved Wagon Rack. 

Joseph Bolt, Warsaw, 111.— The object of this invention is to so 
improve the wai:on rack heretofore patented to the same inventor, 
under date of February 10, 18Y4, that the loading, conveying, and 
unloading of corn may be accomplished by one person in an easy, 
quick, and secure manner. The invention consists of separate tilt- 
ing frames, which are arranged on the supporting rack frame to 
swing to opposite sides, and carried back and retained with the load 
by cords with hooks and pulley blockspassing over pulleys to wind- 
ing-up rollers, and ratchets operated by a hook lever. The rack 
frame is braced in rigid position by inclined bars extending from 
seat blocks at opposite sides through lateral guide pieces of the rack 
to the ground. 

Improved Harro^v. 

Isaac W. Hutchin, Clinton, 111.— Each of the two triangular sec- 
tions of the harrow is composed of converging bars connected by 
transverse straps. The teeth are in suitable manner fastened in the 
bars. The two sections are hinged together so that their inner 
bars are parallel. The hinges are raised above the surface of the 
sections, and their connecting pivot is thereby brought high enough 
from the ground to clear corn of ten or twelve inches in hight. 
Each section has a projecting handle, and the two handles are 
united by a chain, which can be shortened so as to slightly raise the 
outer sides of the sections. This will cause the harrow to cut more 
in the center when harrowing com stalks. By slackening the chain, 
the sections will be brought flat upon the ground. 
Improved Vehicle Spring. 

Christen Nielsen, South Brooklyn, N. Y.— The rear springs are 
attached to the rear axle, and their forward ends are pivoted to 
brackets attached to the wagon body. To the rear ends of the 
springs are pivoted link3, the upper ends of which are pivoted to 
bracket. The shackles allow the springs to expand as they are 
brought under ihe pressure of the load. The couplings are kept 
parallel with each other to keep the springs from being twisted by 
brace bars. The forward springs are connected with the forward 
axle, and the forward ends are pivoted to brackets attached to the 
platform. The rear ends are connected by a bar, the middle part of 
which is bent upward, and has a hole to receive a bolt, which also 
passes through the bent down middle part of a bar pivoted to the 
ends of the bars of the platform and to the ends of bars which are 
pivoted to tiic springs. 

Improved Device for Destroying Bugs upon Plants. 

Kobert M. Clark, Nisbet, Pa.— In using the device, Paris green or 
other suitable poison is put into a vessel suspended from the shoul- 
ders of the operator, either by taking off the cover or by pouring it 
n through a funnel in the same. A suitable quantity of water is 
then poured into the \essel through the funnel, in which may be 
placed a filter in case the water be so dirty that it would clog the 
perforated nozzle, which is attached to a faucet by a flexible tube. 
The poison and water are mixed by operating a perforated dasher, 
and are kept mixed by occasionally operating said dasher. The 
faucet enables the escape of the poison to be prevented when 
charging the vessel and when carrying it from place to place. The 
mixture is directed upon the plants from the nozzle. 



Improved Apparatus for Destroying the Cutting Ant. 

Ferdinand A. Fenner and John H. Power, Mission Valley, Tex.— 
In using this apparatus, the main cell of the ants' nest is found by 
means of an iroi. probe of suitable length, and a hole about eight 
inches in diameter is sunk to such a depth that its lower end may be 
a little below the lowest cell. The perforated and covered iron 
cylinder is then lowered into it, the collar of said cylinder resting 
upon the surface of the ground and closing the mouth of said hole. 
A fire is then built in the cylinder, and a blast of air is forced into it 
by a bellows connected with the end of a pipe which enters the side 
of the cylinder near the bottom pipe. When the fire is fully kin- 
dled, six or eight pounds of sulphur are poured into the cylinder, 
and the cover is put on. The bellows is then worked for from thirty 
to forty-five minutes,which forces the fumes of the sulphur through 
all the cells and passages of the ant nest and kills all the ants of the 
colony. 

Improved Cotton, Corn, and Pea Planter. 

Dwight W. Bristol and John F. B. Searcy, Pleasant Hill, Miss.— 
A drum, having twelve salient and as many re-entrant angles, re- 
volves in bearings attached to the side bars of the frame. Within 
the drum is secured a smaller drum, in the middle part of which is 
secured a wheel, from which six radial tubes lead out through the 
faces of the drums. In the wheel, at the inner ends of tubes, are 
formed recesses, into which the seed passes through holes in the 
side plates attached to the sides of the said wheel and forming a 
part thereof. Upon the opposite sides of the wheel are placed cir- 
cular plates, in which are holes corresponding in position with the 
holes in the side plates of the wheel, so that, by turning the disks, 
the size of the holes leading into the recesses in the wheel may be 
adjusted to allow more or less seed to enter the said recesses and 
pass out through the tubes. 

Improved Vehicle Hub. 

Joseph H. Lindsay, Freehold (Woodside P. O.), Pa.— I'he inner 
part of the hub has a ring flange to project over the collar of the 
axle arm, to serve as a mud band. Upon the outer side of the ring 
flange part are formed wedge-shaped projections, the spaces be- 
tween which are dovetailed in form, so as to prevent the spokes, 
the inner ends of which are fitted into said spaces, from being 
drawn out. Upon the outer parts of the projections are formed 
segments of a ring flange, which enter a ring groove in the outer 
part of the hub, and thus strengthen the connection between the 
part of the hub. In the body of the hub is formed a chamber to 
receive the oil, from which chamber a hole leads into the bore. The 
hole is surrounded with a recessed projection, in which is placed a 
ball to act as a valve to prevent the oil from flowing through the 
hole when the wheelTiappens to stop with the oil chamber upward. 
From the oil chamber a hole leads out through the hub, through 
which the oil is poured into said chamber. 

Improved Barth Auger. 

Oscar Rust, Macon City, Mo.— The body of the auger is made 
elliptical in its cross section, and in two parts, the plane of division 
passing through the longer axis of the ellipse. To the lower end of 
each part is secured a jaw. The jaws project downward and for- 
ward, and are slightly concaved, and their lower ends pass each 
other. To the forward ends of the jaws are secured the bits, the 
edges of which are made oval, and have their corners rounded off. 
The outer ends of the bits are curved upward, and project outward 
a little beyond the walls of the pods, so as to cut a bore a little 
larger than the bucket, so that the said bucket can be readily 
raised and lowered through said bore. Braces are attached to the 
turned up outer ends of the bits. The parts are further secured 
together near their lower ends by hasps. 

Improved Trace Carrier. 

William H. Townsend, Goodland, Ind.— This is a frame adapted 
for attachment of harness straps, having rigid trace-supporting 
arms extending inward from its rear corners in a plane parallel to 
the side bars, and spring arms pivoted to a transverse bridge 
piece and coinciding with the arms. The trace-connecting straps 
are in this manner quickly applied and taken off. 
Improved Wind Power. 

Austin Lowe, Salina, Kan.— The invention relates to a portable 
wind power, which is designed for propelling wheeled carriages 
used for transporting loads and for furnishing a prime motor for 
operating thrashing machines, chums, plows, and other agricultural 
machines. The principal feature of the invention consists in the 
provision or relative arrangement to each other of a pair of wind 
wheels, which are of such a construction that both are brought into 
action simultaneously, and caused to revolve in reverse directions 
for transmitting motion to a vertical or main shaft, which is con- 
necied with the machinery to be operated. 

Improved Plow Attachment. 

Almerrin P. Allen, Denmark, Iowa.— The invention consists in 
combining with an ordinary plow a machine adapted for acting on 
the soil which has been turned by the plow, in such manner as to 
reduce, level, or pulverize the same, or plant it with seed, the side 
draft of the machine being opposed to the tendency of the plow to 
crowd in the opposite direction (laterally) against the vertical land- 
side portion of the furrow, so that the power which would be other- 
wise uselessly expended or absorbed, in excessive friction between 
the landside of the plow and the contiguous wall of the furrow, 
will be all, or nearly all, neutralized and utilized in completing the 
operation of preparing the soil for reception of seed. The inven- 
tion also includes a peculiar combination or arrangement of seed 
hopper, harrow, and roller, to form a plow attachment of light draft 
and great eflQciency. 

Improved Vise. 

George W. Millner, Charlottetown, P. E. I.— This invention relates 
to certain improvements in vises especially adapted to holding bolts 
orpipes ; and it consists in a screw bolt having a T-shaped head and 
a handle nut, in combination with the extended handles of a pair of 
pipe tongs, constructed respectively with an oblong hole and an 
open slat. 

Improved Animal Poke. 

Samuel N. Gustin, Mexico, N. Y.— This invention relates to cer- 
tain improvements in animal pokes, which, as usually constructed, 
have a yoke pivoted at the lower ends to a tongue, upon the rear 
end of which is a breast block provided with points, the whole being 
attached to the necks of unruly animals to prevent them from 
jumping fences, and to keep them within bounds generally. It 
consists in the improved construction of the pivot plate that at- 
taches the yoke to the crosshead, the said plate being mad^ with s 
tapering eye to facilitate the connecting of the said devices. It 
also consists in the means of attaching the crosshead to the tongue. 
Improved Bottle Stopper. 

George E. Reed, Brooklyn, N. Y.— The lower part of the stopper 
is provided with a shallow ring groove to receive a rubber band, 
which comes in contact with the mouth of the bottle. Around the 
upper part of the stopper is a metal band, in the upper edge of the 
opposite parts of which are inclines, the shoulders of which serve 
as handles for turning the said band. At the lower ends of the in- 
clines are slots to receive a loop, to allow, the stopper to be removed 
from the mouth of the bottle. Its ends are secured to the opposite 
sides of the bottle's neck by a wire band passed around the said 
neck. The stopper is fastened, when pressed into the mouth of the 
bottle, by turning the band, so that the inclines may press against 
the bend of the loop. 



Improved Seed Cotton Cleaner. 

Manassah C. Cheek, Mansfield, Tenn.— This invention consists of 
a secondary spiked fan cylinder and open concaves formed of wire 
rods, in combination with the ordinary spiked fan cylinder to 
counteract the air blast from the firstcylinder, and direct it down 
through the open concaves, and also to detach the cotton from said 
cylinder and pass it along to the discharge opening through the 
case, thus cleaning and delivering the cotton better than the ordi- 
nary cleaners will. It also consists of a suction fan in the dust 
chamber below the spiked fan cylinders, to increase the draft 
through the dust chamber. 

Improved Chair. 

Henry Reupke, Chicago, 111., assignor to himself and Frederick 
W. Krause, of same place.— The seat rails pass through the uprights 
of the chair back by a tenon, and are fastened therein by keys. The 
lower ends of these uprights are toed into the rear legs, thus brac- 
ing the back securely. Stretchers pass through the legs (front and 
rear) by means of tenons, are secured by keys, and are connected 
together by a center bar. The front and rear legs are slotted at 
their upper ends, and gains are cut in the seat rails, so that the rails 
and legs fit together, and are flush on each side. The back of the 
chair is filled in by an upright bar and a cross bar. The head piece 
is let into slots in the upper ends of the side pieces, and is fastened 
by screws, while tenons on the cross bar pass through the side pieces 
and are secured by keys. This chair may be taken to pieces by re- 
moving the keys and screws, so that it may be packed in a small 
space for storage or transportation. 

Improved Die for Forming the Byes for Tools. 

John R. Thomas, Hamilton, Ohio.— This is an improved adjustable 
punch and die for forming the eyes of agricultuial and other tools, 
such as a hoe, axe, adze, etc., so that the diameters and shapes of 
the eyes may be varied without the necessity of having a corres- 
ponding number and variety of dies and punches for the purpose. 
The stock of the punch is slitted transversely, and the divided parta 
may be expanded or spread more or less by means of a tapering 
pin. A tapering nut screws on the stock or body of the punch, and 
constitutes the punch proper. The punch is employed with a die, 
the size of aperture of which is adjustable. 

Improved Machine for Rolling Nail Plates. 

Hiram Woods, Newcastle, Pa., assignor to himself and William F. 
MeiTiman, of same place.— A movable table fetches the plate from 
the roughing rolls, and presents it to a self -feeding roll, above the 
upper roll, to be carried over the roller's side and on to an inclined 
feeding table. Besides taking the plate from the movable table 
without the aid of the hooker-up, the roll delivers the plate without 
the aid of the hand. 

Improved Washing Machine. 

John W. McQuillin and John A. Knepper, Delta, Ohio.— By suita- 
ble construction, as either end of a lever is pressed downward, a 
presser connected with that end is forced down upon the clothes, 
forcing the water out of them, which water escapes downward 
through a grate, upward through the presser, and laterally through 
the other part of the clothes, which are relieved from pressure by 
the upward movement of a second presser, and so on. One of th3 
pressors always moves downward as the other moves upward, thus 
washing the clothes in a short time. 

Improved Stra^v Cutter. 

Leopold Schellinger, Mishawaka, Ind.— The invention is an im- 
provement in the class of straw cutters in which the rollers for 
feeding the straw and the bar for clamping the same while being 
cut are operated from the shaft of the hand wheel, to which the 
knives are attached. By suitable construction a saddle, at each 
revolution of the eccentric, will be drawn upon the substance in the 
feed box and then raised. The fly wheel and the eccentric wheel 
are so arranged that the saddle will be drawn down as the knife be- 
gins to cut, and will be raised as the cut is completed. By other 
devices the rapidity of the feed may be regulated as may be re- 
quired. The feed rollers revolve toward each other to feed the 
substance forward, and the upper roller moves up and down to 
adjust itself to the thickness of the substance without being thrown 
out of gear. The feed mechanism is so arranged as to stand still 
when the saddle is pressed down, and to operate when the said sad- 
dle is raised. 

Improved Apparatus for Measuring Liquids, etc. 

Emile E. P. ClausoUes, Barcelona, Spain.— This apparatus consists 
of bellows, formed of annular disks, which are in communication 
with the ingress and egress passages formed in the foundation plate 
of a box. The bellows are united by the arms of a compound lever, 
which vibrates in a spherical recess in a fixed stand, and the lower 
end of the axis of this compound lever communicates a rotary mo- 
tion to a circular valve, which opens and closes the ingress and 
egress ports. The upper end of the axis gives motion to the index 
dials or to a rotary shaft for transmitting power or to pumps. The 
bellows are made to contain a certain fixed quantity of liquid, and 
the pressure on the liquid to be measured causes the said bellows to 
expand and collapse alternately. 

Improved Qas Regulator. 

Joseph Adams, Washington, D. C— This invention relates to cer- 
tain improvements upon the gas regulator for which letters patent 
were granted to the inventor May 5, 1874 ; and it consists in the con- 
struction of the valve, which is of a funnel shape and provided 
with an outer covering of flexible material secured by a nut and 
funnel-shaped clamp upon the inner and lower side of the valve. 
It also consists in the particular construction and arrangement of 
the hollow valve stem with the flexible diaphragm and the bal- 
oon. 

Improved Heating and Ventilating Register. 

John B. Oldershaw, Baltimore,Md.— This invention relates to that 
class of heating and ventilating registers that are inserted in the 
chimney jamb when the chimney flue is employed for conducting 
the hot air. It consists in an extensible flue stopper, adapted to be 
inserted in the chimney flues of different sizes, to deflect the cur- 
rent through the register, and in the particular construction of the 
register frame having openings for giving access to the flue, either 
above or below the flue stopper plate, for cleaning off soot and ex 
amining and adjusting the stovepipe connections. 
Improved Horseshoe. 

Joseph H. Dorgan, Platlsburg, N. Y.— A strap is made in three 
parts. A piece laps on the central part on each side, and is fastened 
thereto by bolts. A series of holes is made through the central 
part, which allows the pieces to be adjusted, so as to make the strap 
fit hoofs of different sizes. A bolt passes up through the shoe, and 
through a hole in the front part of the strap. The ends of the flexi- 
ble plate or band may be expanded or contracted to accurately fit 
hoofs of different widths, while the lap pieces may be adjusted ac- 
cording to the length of the hoofs. 

Improved W^ater Blevator. 

Jesse Chandler, Barry, 111.— This invention relates to endless chain 
and bucket elevators. The buckets have a block on the under side 
to throw up the bottom, when passing over the one upper wheel, 
high enough to discharge readily. The second top wheel is placed a 
little lower than the first, also to tilt the buckets so as to empty rea- 
dily. The flanges of the wheels are also employed to utilize those of 
the wheel, to conduct the water first emptying from the buckets 
over sufficiently to run into the trough. 
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Hoadley Portable Engines. R. H. Allen & Co., 
New York, Sole Agents of thisbest of all patterns. 

HotchUss Air Spring Forge Hammer, best m tbe 
market. Prices low. D. Frlsble & Co . New Haven, Ct. 

Wanted— Situation by a Practical Blast Furnace 
Builder, of 20 yea^a' practice; 8 years In this country, 
12 years In tbe Cleveland District, England. 'Well up in 
making Wrought Iron Bridges, and all kinds of Boiler 
Work. Can make all Plans and detail drawings. Address 
G. E. , Post Office, 696, Portsmouth. O. 

Propeller Engines, from 3^ to 10 in. Cylinders. 
Link motion, new style. Castings furnished of smaller 
sizes, with propeller wheels. Wm. J. Sanderson, 21 
Church St., Syracuse, N. T. 

Double-Entry Book-Keeping Simplified. Tbe 
most successful Book on the subject ever published. 
Cloth, $1. Boards, 75 cts. Sent post paid. Cataloguefree. 
D. R. Wiggener & Co., 424 Walnut St. Philadelphia, Pa. 

Somple Package (28 gala.) of Allen's Pute Lubri- 
catinff Oil sent to any addresj, price $7.50. Geo. Allen, 
Franklin, Pa. 

The Hansom Syphon Condenser will save you 
25 per cent of fuel, or give an equal Increase of power. 
Apply It! T. Sault, Consulting Engineer, General Agent, 
Kew Haven, Conn. 

Messrs. Geo. P. Eowell & Co., the celebrated and 
popular New York Advertising Agency, engage ta adver- 
tise In gross and detail forlarge customers in a betterand 
cheaper mode than they can do It themselves. This we 
sincerely believe we can do, because It is their sole busi- 
ness—their specialty; because they get space at lowest 
whole -ale rates, and because of their intimate and con- 
fidential relations with publishers. If we wish to spend 
ten thousand dollars in general advertising over the 
country, notwithstanding our own experience and know- 
ledge of advertising styles and of rates, we would employ 
them under certain directions. We would save money, 
trouble, worry, and the business would be done at least 
as well, if not better, than we could do it ourselves.— 
[American Manufacturer's Review.] 

Wanted— Employment, by a competent Machin- 
ist; has worked at the trade 10 years. Address F. M. 
Robinson, 557 North Miss St., Indianapolis, Ind. 

Foot Lathes— Wm. E. Lewis, Cleveland, Ohio. 

Testing Machine for Bar Iron— Will test section 
of 12 square Inc.ies. For sale by Denmead & Scyi, Balti- 
more, Md. 

Drop Press, 3,000 to 4,000 lbs. Send description 
and lowest price to Kittredge Cornice and Ornament 
Company, Salem, Ohio 

Wanted— Parties having; buildings for sale with 

either water or steam power, with sufficient room for 50 
to 75 men for manufacturing Agricultural Implements. 
Address L. & A. Y, Gray, Middletown, Vermont. 

Catalogue Free— On Foot Lathes, Fine Tools, and 
Supplies for Artizans and Amateurs. Jackson & Tyler. 
Baltimore, Md. 

A Self -Acting Trap, to rid out all Bat and Ani- 
mal Creation. Agents wanted. No trouble to sell. For 
Traps, &c., address John Dildine, LimestoneviUe, Mon- 
tour Co., Pa. 

For Sale— 6 good Milling Machines, $190 each ; 
P very heavy ditto (Mason's make), $240 each; heavy 
Broiching Machine, $225; Profiler, $130; Monitor Screw 
Machine, $175; Hand Miller, $75; 2 Justice Hammers, 
1175 for the two ; 2 heavy Drop Presses, $125 each; 36 In. 
Back Geared Drill, $175 ; 56 in. Wood & Light Back Gear- 
ed Drill, $650 ; 16 ft. Planer, $750 ; 6 ft. Pond Planer, $425 ; 
62 ln.xl7ft, 4tn. Wood & Light Engine Lathe, $l,6cO; 
Slln,xL6ft. Lathe, $525; heavy Boiler Punch, $650. All 
In good order. Address Shearman & Hllles, 45 Cortlandt 
Street, New York. 

Brass Gear Wheels, for Models, &c., on hand and 
made to order, by D. Gilbert & Son, 212 Chester St,, Phil- 
adelphia, Pa. (List free.) 

Sure cure for Slipping Belts— Sutton's patent 

Pulley Cover Is warranted to do double the work before 
the belt will slip. See Scl. Am. June 21st, 1873, P. 389. 
Circulars free. J. W. Sutton, 95 Liberty St.. New York. 

Cider Wine Mill and Press complete for $10. Sent 
per Express to order. Address H. Sells, Vienna, Ont., Ca. 

Hotchkiss & Ball, West Meriden, Conn., Foun- 
drymen and Workers of Sheet Met^al. Will manufacture 
on royalty Patented articles of merit In their line. Small 
Gray Iron Castings made to order. 

Big pay, with little money— American Saw File 
Guide. New Tool. All mechanics use them. Manufac- 
tured by E. Roth & Bro.,New Oxford, Pa. Circular free. 

Scroll Sawyers— If you want the best Jig Saw 
Blades gretthem made by A. Coats,108 Hester St. , N. Y.; 

Electric Burglar Alarms and Private House An- 
nunciators; Call, Servants' & Stable Bells; Cheap Teleg. 
Insts; Batteriesof all kinds. G.W.Stockly, Cleveland, O 

Steam and Water Gauge and Gauge Cocks Com- 
bined, requiring only two holes In the Boiler, used by all 
boiler makers who have seen it, $15. Hlllard & Holland, 

Gold St., New York. 

Water, Gas, and Steam Goods— New Catalogue 
packed with first order of goods, or mailed on receipt of 
elfirht stamps. Bailey, Farrell & Co., Pittsburgh, Pa. 

Price only $3.60.— The Tom Thumb Electric 
Telegraph. A compact working Telegraph Apparatus, 
for sending messages, making magnets the electric light, 
giving alarms, and various other purposes. Can be put In 
operation by any lad. Includes battery, key, and wires. 
Neatly packed and sent to all parts of the world on receipt 
of price. P. C. Beach & Co., 246 Canal St., New TorS. 

For Sale — Large lot second hand Machinists' 
Tools, cheap. Send for list. L H. Shearman, 45 Cort- 
andt Street, New York. 

For Tri-nitroglycenn, Mica Blasting Powder, 

Frictlonal Electric Batteries, Electric i<'uses. Exploders. 
Guttapercha Insulated Leading Wires, etc., etc., etc., 
result of seven years' experience at Hoosac Tunnel, 
address Geo. M. Mowbray, North Adams, Mass. 

For best Bolt Cutter, at greatly reduced prices, 
address H. B. Brown & Co., New Baven Conn. 

"Lehigh"— For Inf ormationabout Emery Wheels 
&c., address L. V. Emery Wheel Co., Weissport, Pa. 

American Metallne Co., 61 Warren St., N.T. City. 

Small Tools and Gear Wheels for Models. List 
free. Goodnow & Wlghtman , 2S ComhlU. Boston, Mass. 

Peck's Patent Drop Press. StiU the best in use. 
Address Mllo Peck, New Haven Conn 

Faught'8 Patent Round Braided Belting- The 
Best thing out— Manufactured only by C. W. Amy, SOI & 
a03 Cherry St.. PhUadelphla, Pa. Sendfor Circular. 

QenulBS Concord Ailes— Brown,Fi3herville,N.H. 



All Frult-oan Tools, Ferraoute W k's,Brldgton,N. J. 

For Solid Emery Wheels and Machinery, send to 
Che Union Stone Co., Boston, Mass., for circular. 

Hydraulic Presses and Jacks, new and second 
naad. Lathes and Machinery for Polishing and Baffin^ 
Metals. E Lyon 470 Grand Street New York. 

Barry Capping Machine for Canning Establish- 
ments. T. R. Bailey* Vail, Lockport, N. Y. i 

The "Scienttflc American" Ofittce, New York, is 
fitted with the Miniature Electric Telegraph. By touching 
Ittle buttons on the desks of the managers signals are sent 
r.0 persons In the various departments of the establish- 
ment. Cheap and effective. Splendid for shops, offices, 
Iwelllngs. Works for any distance. Price 16. with good 
Battery. F. C. Beach & Co., 246 Canal St., New York, 
\f aker3. Send for free lllastrateo Catalogue. 

Temples and Oilcans. Draper, Hopedale, Mass. 

For 13, 15, 16 and 18 inch Swing Engine Lathes, 
i^ndressStar Tool Co., Providence, R. I. 

Spinning Rings of a Superior Quality— Whlttos- 
rlUe Spinning Ring Co., Whltlnsvllle, Mass. 

For best Presses, Dies, and Prult Can Tools, Bliss 
A Williams cor. of Plymouth and Jay, Brooklyn, N. Y. 

For Solid Wrought-iron Beams, etc., see adver- 
clsement. Address Union Iron Mills, Pittsburgh, Fa. for 
lithograph, &c. 




A. K. will find a recipe for water glass on 
p. 235, vol. 23.— A. F. will find directions for ma- 
king a sun dial on p. 409, vol. 29.— F. J. C. will find 
directions tor making colored glass on p. 390, vol. 
30.— J. N. will find a recipe for blackboard compo- 
sition on p. 91, vol. 31.— J. N. can utilize the tin of 
tinned plate scraps by the process described on p. 
319, vol. 31. 

(1) J. H. asks : How can I make pure chlo- 
ride of gold and nitrate of silver from United 
States gold coin ? A. Dissolve the coin in a limited 
quantity of a warm (not hot) mixture consisting 
of one part nitric and three parts hydrochloric 
acid. When solution is complete, filter from the 
white residue of chloride of silver ; dilute largely 
with distilled water, and add a filtered aqueous so- 
lution of common sulphate of iron (6 parts to 1 of 
gold) ; collect the precipitated gold, which is now 
free from copper ; redissolve in aqua regia as at 
first, and evaporate to dryness on a water bath. 
Place the filter paper containing the chloride of 
silver, along with a quantity of borax, in a small 
Hessian crucible, and heat strongly until the silver 
is separated and rests as a small button on the bot- 
tom of the crucible; remove from the fire, cover, 
and allow to cool. Then separate the silver from 
the borax by means of boiling water ; dissolve in 
nitric acid, and evaporate to dryness on a water 
bath. 

What chemicals will act as a bleaching agent 
when exposed to sunlight? A. Moisture, chlorine 
gas, chloride of lime, etc. 

(2) M. H. K. asks: What is the green sub- 
stance that gathers on the outside of a porous 
earthenware drinking vessel? Does it come from 
the water inside,or from the atmosphere ? It wash- 
es o£E readily, and resembles the green slime of 
stagnant waters. A. It is probably due to the 
quantity of organic matter dissolved in the water, 
which, on evaporating, leaves it behind in the form 
you mention. Test a little of the clear water by 
coloring it slightly with permanganate of potash; 
if, after standing for some time, the color disap- 
pears, the water is unfit for drinking purposes. 

(3) S. D. Q. says : I have a steam whistle 
which sounds well at 100 lbs. steam. If I now 
raise steam to 1,000 lbs. what eCEect will it have on 
the whistle? Can it be heard so much farther, or 
will it fail to sound at all? A. It is problematical 
whether the expansion of the metal would not al- 
together alter both the tone and effectiveness of 
the whistle. 

(4) W. M. J. says : The boiler of a thrash- 
ing machine engine recently exploded at Lexing- 
ton, Md. On examination it was found that the 
safety valve was stuck fast in the guide, it being a 
light globe valve with a stem about 3Ji inches long, 
like a common globe valve stem, with thread left 
off, being a close fit. I am under the impression 
that the hand had gone once clear around and up 
to the 65 lbs., as the sheets do not show any signs 
of having been over heated. A. The safety valve 
stem being fast totally impaired the efliciency of 
the boiler, and it is possible that the needle of the 
pressure gage (if the construction of the gage 
would permit) had made more than an entire rev- 
olution. The pressure in such case is an unknown 
quantity ; hence the explosion. 

(5) J. C. asks: la it possible to plane a piece 
of hardened steel? A. It is impracticable, and 
would be, if it could be done, disadvantageous. 

(6) C. W. M. asks: 1. If I make an engine 
of brass, it will turn blue when heated. WiU the 
color change if I plate it with nickel ? A. No. 2. 
How large a copper boiler should I have for an 
engine 1)^x3 inches, and how thick should the 
shell be ? A. Size of boiler about 8 inches diame- 
ter and 15 inches long; shell H inch thick for mod- 
erate pressure. 8. Should it be brazed or riveted ? 
A. It should be brazed and riveted. 4. Will ports 
i^x% inches be large enough for a IJ^xS inch cyl- 
inder? A. You will find a rule for size of ports in 
No. 16, etc., of Practical Mechanism. 

(7) W. E. S. says : A friend of mine asserts 
that, in a common bucket pump the only water 
lifted by the bucket is that which is above the 
bucket. Is he right ? A. Yes. 

(8) A. D. T. says : In my daily experience 
in the use of twist drills, I have remarked one im- 
provement which a manufacturer might make. 
It is this : Flatten three sides of the shank ; this 
will do away with all slipping. Also put a good 
center In the shank. All this can be done at very 
little expense and cannot fail to give great satis- 



faction. A. Twist drills J4 inch and over in diame- 
ter usually have a taper shank, and a feather on 
the end which effectually holds them. Those be- 
low that size, and those having parallel shanks, 
may be held sufficiently firm in an ordinary chuck. 
It would be difficult to make triangular holed 
chucks run true. 

(9) A. C. T. says : I have seen an article in 
relation to a certain alloy of metals, which when 
melted was of the required degree of heat for 
tempering edge tools. What is it? A. We know 
of no special alloy for that purpose. Common 
lead is sometimes used, the work being greased 
before immersion. 

(ID) L. H. R. asks: 1. I have two shafts 
situated 24 inches from center. I have an endless 
belt 66 inches long. How can I find the diameter 
of two pulleys, both to be the same size, on which 
this belt will fit tight? A. Subtract twice the dis- 
tance between the centers of the shafts from the 
length of the belt, and divide the remainder by 
31416; tbe quotient will be the required diameter 
of each pulley. 2. Under similar circumstances, 
the size of one pulley being given, how can I as- 
certain the correct diameter of the second ? A. 
To twice the distance between the centers of the 
shafts, add half the circumference of the given 
pulley, and subtract their sum from the length of 
the belt : the remainder, multiplied by 2 and di- 
vided by 3, will give the diameter of the second 
pulley. 

(11) Q. D, — It is likely that the law of your 
State, forbidding the sale of goods manufactured 
under your patent without a seller's license, may 
be enforced ; but by a number of judicial deci- 
sions, you are at liberty to travel in any State or 
Territory and sell rights to manufacture under 
your patent, and no State legislation can legally 
stop you. 

(12) H. M. says : We are putting up a hori- 
zontal engine. Please give us your method of get- 
ting out the template, and the lines and right angle 
line for back box, distance, etc. A. The cylinder 
and crosshead guides are set true horizontally, 
and parallel with the bed frame. The crank shaft 
is set by running a line, true with the bore of the 
cylinder, the full length of the bed, and setting the 
crank shaft at a right angle to it, keeping all parts 
level with a spirit level. 

(13) A. M. B. asks : What kind of steel 
shall I use for making a gun barrel ? A. Forge it 
from a square bar of soft machine steel of not too 
fine a quality. 

(14) J. N. P. asks: What is the rule for 
calculating the strength of boilers, steam pipes, 
etc. ? A. " For calculating the strength of a singly 
riveted steam boiler, multiply the Internal diame- 
ter of the boiler in Inches by the pressure of steam 
in lbs. per square inch, and divide the product by 

900. The quotient is the proper thickness of the 
boiler platein Inches." — Bourne. 

(15) A. H. D. says : We turn our axle nuts 
in soda and quinine, and put them away without 
cleaning or oiling, and they rust. Is there a way 
to keep them from rusting without much expense 
or labor ? A. Coat them with boUed oil and white 
lead, mixed to a thick paint. 

(16) C. P. asks : 1. Is the temperature in 
the hot air space of furnaces, used for heating 
purposes, enough to make steam ? Yes, generally. 
2. My house is heated by steam, but not satlslac- 
toiily, and I thought of putting in a furnace with 
a boiler Inclosed in the air chamber, believing that 
I should get the heat of the furnace for the lower 
floors, and make steam enough for the upper stor- 
ies. Would it work ? A. This plan will answer if 
properly constructed. 

(17) J. Q. asks: 1. Could I have a brass 
cylinder, 2x4 inches, made, that would be equal to 
one half horse power ? Yes. 2. Would it be a 
high pressure engine ? A. Yes. 3. Could a small 
boat be fixed so that the wheel can be propelled 
with one cylinder ? A. Yes. 

(18) W. S. S. says: If I place two cylinders, 
10x30 inches, side by side, and connect them with a 
pipe, stop cocks, etc.,and attach to the pipe a small 
engine, cylinder 3x2 inches, and if I fill cylinder 
No. 1 with compressed air, 200 lbs. to the square 
inch, and cylinder No. 2 is empty, and if the air 
from No. 1 is liberated through pipe and engine to 
No. 2, and I keep the pressure to a minimum of 200 
lbs. per square inch until all the air is forced into 
No. 2 : What power will I obtain, and how long 
will it take to empty No. 1 into No. 2, and so on, 
alternately? A. Yourpower will dependupon the 
point of cut-off and the speed of the engine, and 
would gradually decrease, as the air entering cyl- 
inder No. 2 would create a constantly increasing 
back pressure upon the engine which would pre- 
vent cylinder No. 1 from ever becoming empty. 
The time necessary to bring the engine to a stand- 
still in consequence of the above back pressure 
of course depends upon the size of cylinder No. 1. 

(19) C. E. K. Jr. asks: For vulcanizing rub' 
ber plates I have a small boiler, i%xi% inchesi 
which I heat up to 320°. I fill it about H full of 
water, and then put in the flask, which makes the 
boiler about half full. Is all the water converted 
into steam at a temperature of 320° ? If not, what 
temperature would it take to convert it into 
steam, and what amount of pressure should I 
have? A. Only a small portion of the water is 
converted into steam, and it would not be practi- 
cable, with an ordinary apparatus, to evaporate It 
all in the closed space. 

(20) J. T. saya : I send you a piece of scale 
from a boiler. What is in the water to make such 
scale, and what will take it off ? A. A good feed 
water heater will probably be efflcacious in pre- 
venting further deposit ; and it is probable that 
annate of soda will loosen what is already formed. 

(31 T. McG. asks: What welding mixture 
used on vises to weld the faces on the jaws ? A. 
For welding steel to iron, borax will do. 



(22) F. M. asks : Please tell me of a remedy 
for cold feet. A. A fast walk of 2H miles, morn- 
ing and evening, is in most cases a sure cure. 

(23) H. L. S. says : 1. I have an engine l|x3 
inches, with a fly wheel 10 inches in diameter. 
Would it be large enough to run a skiff 10 feet 
long and 2 feet wide, with a pressure of 40 or 50 
lbs. of steam? A. It would be better to use a 
steam pressure of 100 or 125 lbs. per square inch. 
2. What size of boiler would it take? A. Make a 
boiler with from 20 to 25 square feet of effective 
heating surface. 3. Could a boiler be made to give 
that amount of power, using gasoline as fuel ? A. 
Unless you have had experience in the use of gas- 
oline as fuel, it would be better to depend upon 
coal or charcoal. 

(24) H. M. N. asks : Which will be the most 
economical way of feedirg a boiler, by a steam 
pump driven by an engine, or by an injector ? A. 
The pump driven by the engine will be the most 
economical in general, but not the most conveni- 
ent or desirable in all respects. 

(25) W. J. N. says : I have a small boiler 8 
inches in diameter and 2 feet long, and propose to 
enlarge it by having a double shell of /j iron made, 
having a water space of 2 inches between the 
skins. The shell is to be 3 feet high, with an out- 
side diameter of 16 inches, and an inside diameter 
of 12 inches. Inside of this, I intend to suspend 
my old boiler, connecting the walls and steam 
spaces by i4 inch pipes. I will make the lower 
part of the shell act as a firebox, fitting a door at 
one side and putting in four cross tubes through 
the furnace one inch in diameter. Is this a practi- 
cable plan ? A. If you make the connections so 
as to secure good circulation, there is no reason 
why the arrangement will not prove satisfactory 

(26) J. W. S. asks : How can I melt German 
silver ? It runs well enough ; but when we roll it 
it is full of scales. A. Do not add the zinc until 
the copper and nickel are fused together, and put 
in a little borax with the zinc. 

(27) J. B. R. says : Your paper of August 
14 contained an article referring to paper suitable 
for copying purposes. I enclose a sample of an 
okra paper, originated by me a few years ago. Un- 
til I saw the article referred to above I had never 
tested my new paper for copying purposes. I 
think I have reason to be satisfied with the result. 
You win see that the copyirg is aa distiuGtas if 
done with the best Japanese tissue paper ; and this 
has been accomplished with paper that was manu- 
factured tor ordinary newspaper printing. The 
strength of this paper is such as to adapt it for 
copying important documents, legal papers, etc., 
while there is no doubt that the paper may be 
made still heavier (if desired) and yet answer for 
making distinct copies. Another purpose for 
which this paper would be well adapted would be 
in the manufacture of vegetable parchment. A. 
The paper you send is a fine specimen of exceed- 
ing toughness, and is, we think, the strongest un- 
sized paper we have ever seen. It is an admirable 
copying paper, and would answer well for the pur- 
pose you suggest. 

(28) F. C. W. asks : What is the best metal 
tor an expansion tube for hot water? A. Copper. 

(29) M. R. says : 1. I send a sample of stuff 
found in a reservoir for condensed steam from an 
engine. We run steam through 650 feet of pipe 
(the last 100 feet of which is perpendicular) to a 
steam pump, the cylinder of which is 8x10. I 
have found the same material in every spare space 
between the engine and the pump, making it ne- 
cessary to clean it out every six months. There 
has not been any grease in the pipe. I should like 
to know what it is. A. It resembles the material 
produced by the action of IrDpure grease on the 
piston. Examine the piston of your engine and 
see whether or not it is changed in places into a 
charcoal-like substance, that can be readily cut 
with a knife. 3. I have had a discussion about the 
distance that water can be raised with a siphon. 
One claims it could be raised any distance, pro- 
vided the discharge end was low enough, while I 
claimed that it could not be raised more than 34 
feet. Which is right ? A. You are. 

(30) M. W.asks: Will you explain in your 
answers to correspondents how a locomotive will 
run around a curve, the outside rail of the track 
on the curve being longer than the inside rail, and 
the wheels, of the same size, being keyed on the 
axle at both ends ? A. Under the circumstances, 
the wheels would slide on one of the tracks. 

(31) W. P. asks: 1. Is there more pressure 
on the top side of a boiler than on the lower side, 
or is there the same pressure upon every square 
inch in the boiler ? A. There is a little more at the 
bottom. 2. What is the rule for calculating the 
horse power of an engine ? A. See p. 33, vol. 33. 

(32) R. M. says; We want some black paint 
for smoke stacks that are heated nearly red hot. 
Is there such a paint ? A. We know of nothing 
that will stand such a temperature. 

(33) R. F. H. says : I have a coarse half 
round file, 6 inches long, which has been in use 
for some time. It has become quite strongly mag- 
netized, with the south pole at the tip and the 
north pole at the tang. Is not this unusual ? A. 
Such an example as you notice is interesting, and 
not at all usual. Perhaps some of our readers 
may have observed similar instances. 

(34) Q. W. I. asks: 1. What practical gain 
would result from the use of a feathering wheel 
Instead of the ordinary paddle wheel, in the pro- 
pulsion of steamboats? A. Increase of speed or 
diminution of power required. 3. Does the float 
or paddle exert the most force as it enters the 
wateroras it leaves it? A. There is very little 
difference. 

(85) J. W. W. asks : Will paraffin in nitric 
and sulphuric acids act the same as nitro-glycerin? 
A. Paraffin is not suitable tor this purpose. 
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(36) W. A. says, in reply to W. H. P., who 
asked how a solution of ammonio-sulphate of cop- 
per may be rendered colorless and still retain all 
the copper in solution : Add potasslc cyanide. The 
composition of the solution is altered, but the cop- 
per is all there. It may appear dark brown when 
fresh, but this is due to a little iron in the copper 
sulphate, aud will subside on standing:. 

(37) M. W. W. says, in answer to the ques- 
tion : Shall we attach a horse to his load at a high 
poiotoralow? If the load is light and is to be 
propelled at considerable speed, it perhaps makes 
but little difference. Possibly it might be advan- 
tageous to pat it level with the point of draft, as 
(see your reply to K. C. & Co., No. 40, July 10, 1875^ 
would seem to be your opinion. But if the load is 
heavy, and the hoise will have to exert himself to 
propel it, it will be, as experience has demonstrated 
fully, not oaly advantageous, but frequently ab- 
solutely necessary to make the attachment so low 
that he may have to exert some lifting as well as 
propelling force; and the rationale of this is that 
the animal has not weight enough to keep him 
from pushing his feet backwards instead of pull- 
ing his load forward, and he requires to be sup- 
plied with it from some other source. I have seen 
a horse pull a load with a man on his back that he 
was unab e to move without ; and any person who 
has not tried it will be surprised to see how light 
a load will stall a taam when the attachment is 
such that it is required to exert some downward 
pulling force. This consideration is also implica- 
ted seriously in the practical operation of tractive 
engiaes, and their efficiency would be greatly in- 
creased by any device by which the engine could 
be given the benefit of a portion of the load to 
hold it to the ground or track, preventing slipping 
and carrying unnecessary weight. 

(38) M. W. W. says, in reply to several in- 
quiries in regard to the draft of high and low 
wheeled vehicles: A high wheel will be more easily 
drawn over any small obstruction in the road (such 
as a stone or stick^j or out of a rut, or through 
mud; but whether this is the case on an ascend- 
ing grade is a question not easily determined. It 
has been asserted that a man will draw a heavier 
load up a given incline on a small wheeled truck 
than on a large wheeled one, and the theorjr for it 
is that a perpendicular line drawn from the center 
of the axle falls nearer to the point of contact be- 
tween the wheel and floor ; this is equivalent to 
the short end of a lever, the distance from the axle 
to the point of contact being the long end. At 
first this might seem plausible, but an examina- 
tion of the accompanying engraving will show 
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that the long ends of the levers, A C, are length- 
ened or shortened in the same proportion as the 
short ends, B C, and therefore no advantage is 
gained by that means. We must, therefore, look 
for some other explanation, and perhaps the read ■ 
ecfj of the Scientific American can clear up the 
difficulty. 

(39) E. D. R. says : If E. B. W. would mix a 
strong infusion of quassia with his ink, he would 
have no more trouble with flies eating his inked 
lines. 

Minerals, etc. — Specimens have been re 
ceived from the following correspondent8,and 
examined, with the results stated : 

E. G. A.— No. lis magnetic oxide of iron. No. 2 
is probably an alloy of tin and lead ; but the sam- 
ple is too small for a decisive report. No. 3 is a va- 
riety of bituminous coal containing considerable 
percentage of ash.— J. M. B. Jr.— It is a poor va- 
riety of porcelain clay.— M. S.— It is a poor pig 
iron, containing an unusual amount of earthy 
material.— C. G.— It is quartz, inclosing particles 
of iron pyrites. It is of no value as an ore.— R. L. 
—It consists of felspar and calcite, inclosiug mica 
and a few crystals of garnet.— S. G. R.— It is refined 
tin. It never occurs native as you found it, and 
was undoubtedly left there by some person.— J. 
H. T.— It is a formation of variegated clay upon 
shale. It has been hardened by exposure.- W. B. 
H.— No.l consists principally of antimony. No. 3 
is galena. No. 3 is impure galena. No. 4 is a fine 
conglomerate.— D. W.W.— To determine the value 
of an ore, it is necessary to have a quantitative 
analysis made. 

HINTS TO CORRESPONDENTS. 

Correspondents whose inquiries fail to appear 
should repeat them. If not then published, they 
may conclude that, for good reasons, the Editor 
declines them. The address of the writer should 
always be given. 

Enquiries relating to patents, or to the patenta- 
bility of inventions, assignments, etc., will not be 
published here. All such questions, when initials 
only are given, are thrown into the waste basket, 
as it would flu half of our paper to print them all; 
but we generally take pleasure in answering briefly 
by mail, if the writer's address is given. 

Hundreds of inquiries analogous to the f oUowiug 
are sent : " Who sells ^itro-glycerin ? Who makes 
canvas tents? Who buys corundum in lump ? 
Who sells al«minum in sheet and wire ?" All such 
personal inquiries are printed, as will be observed, 
lu thQ column of *' Business and Personal," which 
Is specially set apart for that purpose, subject to 
the charge mentioned at the head of that column. 
Almost any desired information can in this way 
\ie expeditiously obtained. 
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Add, making salicylic, W. E. Iraf 166,362, 166,863 

Alarm , burglar, £. Hand — 166,696 

Alarm, electric, W. Whiting (r) 6,599 

Animal poke, H. Watton 166,908 

Auger for flour packers. S. Taggart 166,906 

Bab\ jumper. R. W. Caldwell 166,845 

Bale tie, J. M. Albertson 166,677 

Barrel beads, sawing, E. and B.Holmes 166,873 

Bed, spring. J. Jobnson 166,701 

Beds'ead, knockdown, W. S.Moses 166,798 

Bed t ad, sofa, J. Petry 166.806 

Boats propelling, W. Ascough 166,839 

Body weight and hand power, C. Van de Mark... 166,827 

Boiler cleaner, T. O. Kemp 166,782 

Boiler heads, turning flanges on, R. C. Nugent. 166,715 

Boiler, rotary steam, 0. W. Pierce 166,807 

Boot toe blank, N. R. Packard 166,804 

Boot heel trimmer, Gllddon and Simmons 166,765 

IJreast cup for females, T. E. Daniels 166,686 

Bronzing machine, U. A. Wagner 166,829 

Brush, M. Leiner » , 166,789 

Brush, paint. Schuster and irlscoll 166,723 

Buckle, L. Loeser ■ v 166,880 

Butter, tempering, J. C. Rorick 166,813 

Calendar, D. J. Miller 166,7% 

Canal lock, C. G. Force, Jr 166,695 

Cap, A. Schwarz 166,900 

Car brake, A. T. Riley 166,811 

Carcoupling, W. Lannan 166,879 

Car coupling, G. R. Owen 166,717 

Car seat, railway, N. N. Horton 166.875 

Car, sleeping, C. E. Lucas 166.792 

Car wheel, A. Schrock 166,899 

Carriage, child's, J . P. Staub 166,903 

Carriages, shilting rail for, E. P. Stedman 166,728 

Casting, mold for, B. Harris 166,773 

Casting pulleys, J. Murdock 166,799 

Chair, folding rocliini, A. W. Stewart 166,726 

Chair, folding rocRing, O. E. Vail 166,738 

Chair stand, rocking, C. H. Hildreth 166,698 

Chimney top and ventilator. P. H. Shine 166,725 

Chinch bugs, destroying, H. F. Rice 166,720 

Churn, J. Butler 166,745 

Churn, W. Redhefler 166,893 

Claw bar, A Shaw 166.8 8 

Coal hod, J. Cochran 166.851 

Compass, mariner's. E. S. Ritchie 166,812 

Corn sheller, Creekmore and McMillln 166,751 

Corn sheller. Hall and Ylngst 166,771 

Corn sheller, S. Williams 166,832 

Coverlets, fabric for. H. Shadewald 166.896 

Cryptography, A. L. Flamm 166,761 

CiBhion cleaning machine, J. R. Barry 166,841 

Dental cement, M. T. Labbd 166,878 

Dental engine, electro-magnetic, J. Bishop 166,843 

Dental plugger. T. Crossett 166,752 

Dental pluggers. automatic, G.W. Levin. 166,709, 166,710 

Drill holes, charging, R. G. Baldwin 166,840 

Eaves trough hanger, H. K. and T. F. Stohler.. 166,905 

Electric light, S. A. Kosloff 166,877 

Elevators, gearing of, E. Schlenker 166,722 

Engine cylinder port. W. C. Chureh 166,849 

Engine hydrant, steam Are, R. T. H. Stileman... 166,904 

Engine, reciprocating, G. B. Dlxwell 166,688 

Engine, steam, E. D. Leavitt, Jr 166,706 

Excavator, T. Z. Cole 166,852 

Explosive compound, R. Cahuc <r) 6,6C1 

Fare box, W. C. McGIll 16,794 

Fare register, D. Eldrldge 166,864 

Faucet, E.Wilson . 166,833 

Feed rack, M. Ralph 166, '.19 

Ir citing machine, Hooperand Crane ■ .. 166,6^9 

Fence, portable. T. L. Davidson 166. 6«7 

File, J. Haptonstall 166,768 

Flour bolting machine, W. F. Cochrane (r) 6,594, 6,595 

Fork, horse hay, J. P. Friest 166,694 

Fuel, apparatus for economizing, L. C. E. Carr^. 166,846 

Furnace for brick kilns, W. S. Uolwell 166,749 

Furnace for burning edgings, etc .. I. O. Smith (r) 6,600 

Furnace for melting metals, W. E. C. Eustis 166,757 

Game board, A. Herzog 166,776 

Garden trellis, i. Goodspeed 166,766 

Gas apparatus, A. Ulatchet 166,867 

Gate, automatic, Ferris and Lewis 166,866 

Gear cutting attachment, W. Krutzsch 166,705 

Generator, steam, J . Goulding 166,768 

Glass cutter, steel, H. H. Clark 166,684 

Gram drill, W. Aldrlch 166,71:9 

Grain orill tooth, G. L Ives 166.779 

Grain drills, force feed apparatus for.W. Aldrlch 166,678 

Hair piclier. C. A. Teal 166,824 

Hame fastener, S. Splcer 166,902 

Harness saddle tree, A. Teas 166,907 

Harness snap, E. Kempshall 166,783 

Harness trace carrier, E. A. Cooper 166,685 

Harrow, L. Francisco 166,763 

Hat stiffening machine, G. B. Fuller 166,764 

Hatchway guard, J. C. Foster 166,692 

Heating and ventilating device, A. H, Thorp 166,825 

Heel attaching machine, McKay et al .. 166,795 

Heeling machine, Elliott e( a? 166,756 

Hoisting apparatus, J. Hoffman (r) 6,597 

Hoisting machine or elevator, E. Schlenker 166,730 

Hook, hat and coat, C. Schoenbein 166,815 

Horseshoe, A. C. Snowden 166,820 

Hose nozzle, C. Oyston 166,803 

Hosiery seams, sewing, W Pearson 166,805 

Hub boring machine, J. Lee 166,780 

Hydrant, steam fire engine, R. T. H. Stileman... 166,984 

Ice manufacture, Negley & Cunningham 166,713 

Ice breaker, J. T. martin 166,793 

Ingot mold, J. Illlngsworth 166,700 

Inhaler, C. R. Sykes 166,729 

Injector, S. Fowden 166,762 

Ironing hoard, O. S. Pride 166,809 

Knitting machine, weft thread, N. W. Westcott, 166,831 

Ladder, A. S. Miller 166,883 

Laaip, nursery, C. I. Gorham , 166,767 

Latch, locking, G. J. Dickson 166,856 

Latch, locking, A. Worster 166,834 

Lathe tool holder. W. Krutsch 166,787 

Leather board, etc .stripping. E. Andrews 166,837 

Leather, waterprooflng, J. Clunan 166,748 

Letter box, C. S. Newcomer 166,800 

Lock face plate, E. M. & J. B. Mix 166,79 

Locomotives, steam brake for, L. B. Salisbury... 166,895 
Loom for weaving hair cloth, J. Turpie 166 738 



Loom-stopping mechanism, A. S. Wynn 

Meat chopper, W. L. Fallis 

Mechanical movement, P. Broadbrooks 

Medical composition, L. Corfman 

Medical composition, N. Sullivan 

Metal punching machine, J. R. Lindsay 

Milling machine, W. Krutzsch 

Millstone, counterbalancing, H. Kllnkermann... 

Mirrors, amalgam silvering for, J. J. E. Lenotr. 

Molding machine variety, J. Sears 

Mophead, J. K. Clark 

Motion, traverse, C. L. Noe 

Nail-feeding device, L. A. Dodge 

Nails, making cut. G. Staf^y 

Nozzle, exhaust, White & Levy 

Numbering machine, T. S. Rowman 

Nursing bottle, J. J. Christie 

Ore crusher, wet and dry, H. Bolthoff 

Packing box, H. N. Hart 

Padlock, W. H.Andrews 

Paper stock grinder, O. Abell 

Paper weight, J. T. Adams 

Pavement, brick, S. Strong 

Photographs, washing, J. L. Caylor 

Pins to brooches, attaching, C. B. Duesbury 

Pipes, etc., connecting steam, C. C. Walworth... 

Plow, W. S. Wadsworth .... 

Propelling mechanism for boats, W. Ascough 

Pump, A. & M. Knecht 

PunGhes, holding conductors', T. B. Doollttie 

Punching machine, metal, J. R. Lindsay 

Purider, middlings, R. W. Gunter 

Radiator, steam, W. B. Snow 

Railway frog, J. Camming 

Railway rail Joint fastening, J. Corson 

Rike, horse hay. C. E. LIpe 

Refrigerator, beer, J. N. Bohart 

Rope halter. L. C. Chase 

Roce stretcher, C. C. Cartls 

Sash fastener, B. A. Berryman 

Sashholder, 8. M. Pratt 

Saw, cylinder, Pelrce & Kinsman 

Saw gumming machluc, J. M Smith 

Sawing machine, A. T. Nichols 

Scaffold clamp, W. C. Fellows 

Sjraper. J. MeglU 

Screw cutting die, R. C. Nugent 

Separator, grain, W. E.Torley 

Separator, sand and gravel, N. J. Keller (r) 

Sewing machine, T. J . Harper 

Sewing machine, C. Hodgkms (r) 

Sewing button holes, W. Randel 

Sewmg machine corder, W. Wilson fr) 

Sewing machine treadle, R. F. WIloox (r) 

Shade holder, T . Moran 

Sharpening machine, A. S. Weaver 

Sheep sheers, P. Harlow 

Sheet metal smoothing mallet, Kittredge & Clark 

Shingle machine , J . J. Kendall 

Shirt, J. W. Hutchinson 

Shoe tip or protector, C. T. Grilley 

Shot charger for shot pouches, J. S. Long 

Shutter fastener, J. Shedd 

Sieve, O. Bond 

Skylight, Querner & Burke 

Soap slabbing machine, J. C. Ralston 

Spader, rotary, W. C . B . Richardson 

Spark arrester, D . Hawkesworth 

Spindle bearing surface, E. D. Murfey 166,885 

Spinning frames, ring for, J. W. Wattles 

Stand for water coolers, C. B. Porter 

Stave Jointing machine, E. & B. Holmes 

Stereotype plate holder, Kellogg & Shock 

Stone crushing machine, C. H. Scheermesser 

Stove, lamp, M. F. Rathbun 

Siove, oil, H. Allen 

Stove, oil, A. Q. Allls 

Sugar, cooling and draining, J . H. Hynson 

Table, adjustable folding, C. S. Hood 

Table, extension, J. W. Bent 

Table, Ironing, E. C. McClaIn 

Telegraph key, compound, M. L. M. Hussey 

Telegraph, printing, A. WIrschIng 

Telegraph transmitter, H. MIddleton 

Telegraphs,chemlcal, T. A. Edison, 166,869, 166,860, 

Thill coupling, S. A. Hathaway 

Toy store, E. Durlach 

Train stick, J. R. Byer 

Trap, animal, E. Oliver 

Valve, balanced, W . C . Church 

Valve, rotary balanced, CM. Farrar 

Vehicle, fifth wheel, P. B. Cunningham 

Vehicle king bolt, E. Freeman 

Vehicle lubricating axle, A. Schirck 

Vehicle spring, H. Jeffrey 

Vehicle top, J. F. Heger 

Vernier, A. Young 

Vise, bench, A. VeiUeux 

Wagon Jack, C. T. Drake 

Walls.constructlonof, G. H. Field 

Warming apparatus, J. F. Reilly 

Washing machine, G. W. Holmes 

Washing machine, J. H. Mudgett 

Washing machine. Palmer & Briggs 

Washing machine, O. S. Thayer 

Washing machine boiler, Everson & Cramer 

Watch, safety pinion. Bacon & Brown 

Watch, etc . , stem winding, L. Kahn 

Watercooler. L. B. Woolfolk 

Water cooler stand, C. B. Porter 

Water wheel, Campbell & Johnson 

Welding compound, J., Jr. & A.S. Scott 

Whalebone, etc., splitting, F. E. Merriman 

Whip socket clasp, E. W. Scott 

Wind wheel, H. J. Brimhall, Jr 

Window frame, J. F. Ebert 

Wrench. P. Samuel 



8,563, 
8,564 
8,567 
8,568 
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DESIGNS PATENTEU. 
—HEATING Stove.— W. C. Davis, Cincinnati, Ohio. 
to8,566.— Carpets.- A. Heald, Philadelphia, Pa. 
.—Heater.— P. Rollhaus,Jr. Brooklyn, N. Y. 
.— Ranges.- W. Whitman, Bangor, Me. 
.— ClockCa seDoors.- L. E. Jerome, New Haven, 

Sonn. 

—Can Handles.— H. Miller, New York city. 

.—Fork Handles.- L, R, S. White, Waterhury, 

Conn. 



aOHEDUIiB UF PATENT FEES. 

Ob eacb Caveat , 8] . 

On each Trade mark , 83> 

On filing each apnllcatlon for a Patent (17 years) 81JS 

On Issuing eaon or-ginal Patent 9'M 

On appeal to Exmners-lD-Cblel 810 

On appeal to Commissioner of Patents 830 

on application for Balssue 830 

on filing a Disclaimer 810 

On an application for Design an years) 810 

On application for Design n years) 810 

On application for Design (14 years) 830 



.. 166,737 
. 166.865 
. 166,844 
. 166,853 
. 166,823 
. 166,707 
. 166,704 
. 166,785 
. 166,790 
. 166,817 
166,850 
166,801 
, 166,857 
166.821 
166,910 
166,681 
166,747 
166,743 
166,774 
166,838 
166,835 
166,886 
166,822 
166,847 
166,754 
166,735 
166,734 
166,839 
166,786 
166.858 
166,707 
166,770 
166,901 
166,835 
166,750 
166.708 
166,742 
166,683 
166,753 
166,812 
166,808 
166,718 
166,727 
166,887 
166,759 
166,882 
166,716 
166,826 

6,598 
166,869 

6,596 
166,810 

6,603 

6,602 
166,884 
166,830 
166,772 
166,703 
166,784 
166,777 
166,763 
166,791 
166,819 
166,680 
166,390 
166,891 
166,721 
166,870 
166,886 
166,909 
166,889 
166,872 
166,702 
166,897 
166,892 
166.740 
166,738 
166,778 
166,874 
166,679 
166,881 
166,876 
166,911 
166,712 
166,861 
166,697 
166,755 
166,746 
166,802 
166,848 
166,758 
166,854 
166,693 
166.898 
166,780 
166,775 
166,912 
166,828 
166,689 
166,760 
166,894 
166,871 
166,714 
166,888 
166,731 
166,691 
166,741 
166,781 
166,736 
166,889 
166,682 
166,816 
166,711 
166,724 
166,744 
166,690 
166,814 



CANADIAN PATENTS. 

LiBT ov Patentb Granted ck Canada 

August 19 to 26, 1875. 



5,076.— H. E. Casgraln, Quebec. Illuminating gas ma- 
chine. August 19, 1875. 
5,077.- E. V. WIngard. Pittsbureh, Pa. , U. S. Burning 

bricks. August 24, 1875. 
5,078.- J. Hewitt. Hamilton City, Pa., U. S. Ore crusher 

and stone breaker. August 24, 1875. 
5,079.— A. Nye. Jr., Boston, Mass., V. S. Telescopic 
feed bag. August 24, 1875. 

5,080.— J. Steger, New York city, U. S. Air brake. 
August 24, 1875. 

5,081.— E. H. Gratiot, Plattsville, Wis., U. S. Wheat 
steamer. August 24. 1875. 

5,0S2.— G. R. Moore, Westford, Mass., U. S. Scull pro- 
peller. August 24, 1875. 

5,083.— G. Isles, Montreal, P. Q. Differential compass. 
August 24, 1875. 

5,0S4.— T. Saunders et al.> Toronto, Out. Burglar and 
fire proof safe. August 24, 1875. 

085.— D. M. Kelley, Athelston, P. Q. Bolt and rivet 
trimmer. August 24, 1875. 

5,086.— C. G. Force, Jr., Cleveland, Ohio, U. S. Device 
for excavations for sewers, etc. August 24, 1875. 

5,087.— W. LIghtfootef a?. .Toronto, Out. Lawn sprink- 
ler. August 24, 1875. 

5,088.— T. H. Marsh, Toronto, Out. Clamp. August 
24, 1875. 

5,089 — E. A. Calanan, Brooklyn, N. Y., U. S. SIgna 
and alarm telegraph. August 24, 1875. 

5,090.— W. Johnston, Shelby, N. Y., U. S. Door hanger. 
August 24, 1875. 

5,091.— J.Gerhardt e(ai. , Montreal, P. Q. Portable re- 
sawing gang saw. August 24, 1875. 

5,092.— P. M. Thompson, Derbey, Vt., U. S. Pipe 
wrench. August 24, 1875. 

5,093.— J. Klink, Keswick, Ont. Meat-preserving pro- 
cess. August 24, 1875. 

5,0.14.— J. J. Curran et al., Chicago., 111., U. S. Lum- 
ber dryer. August 24, 1875. 

5,095.— P. C. St. Marie, Montreal, P. Q. Screw wind- 
lass for vessels. August 26, 1875. 

5,096.— J. J. Stewart, Sargentvllle, Me., U. S. Pegging 
Jack. August 26, 1875. 

5,097.— F. Van Doren, Adrian, Miss., U. S. Corn plant- 
er. August 26, 1875. 

5,098.— H. Sprague, Churchvllle, N. Y., U. S. Wagon. 
August 26, 187'i. 

5,099.— D. P. Sharn, Ithaca, N. Y., U. S. Horse rake. 
August 26, 1875. 

5,100.— J. and F. A. Bailey, Farmlngton, Mass., U. S 
Fruit pickler. August 26, 1875. 

5,101.— J. Clay tt al., Montreal, P. Q. Fire lighter 
August 26, 1875. 

5,102.— J. B. Fayette, Oswego, N. Y., U. S. Lifting 
Jack. August 26, 1875. 

5,103.— M. and W. FItzglbbons, Gait, Ont. Washing 
machine. August 26, 1875. 

5,104.— J. Benson, South Boston, Mass., U. S. Vapor 
burner. August ^6, 1875. 

5,105.- J. C. Moore et al., Philadelphia, Pa., U. S. Cans 
for shipping oils. etc. August26, 1875. 

5,106.— N. Sllverthorn, Toronto, Ont. Hog-cleaning 
machine August 26, 1875. 

5,107.— W. R. Anderson, Cleveland. Ohio, tl. S. Boiler 
flue cleaner. August26. 187B. 

5,108.— S. Ballerchey, EldersUe, Ont. Adjustable plow 
heel. August 26. 1875. 

5,109.-S. Mitchell, Lima, N. Y., U. S. Carriage hub. 
August 26, 1875 . 

5,110. -J. T. Burns, SprInghill,Ont. Root cutter. Aug- 
ust a, 1875. 

5,111.— R. Sadler, Owen Sound, Ont. Elevator and snow 
shovel. August 26, 1875. 

5,112.— J. W. Grover, Westminster, Eng. Spring wash- 
er. August 26, 187S. 

5,113.— J. H. Hussey, Baltimore, Md., II. S. Proteetlve 
toeshoe. August 26, 1865. 

5,114.-D. McPherson, Caledonia, N. T., U. S. Binder. 
AagustS6, 1875. 
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Back Pace ...... 81.00 a line. 

Inside Pase ...... 75 cents a line* 

ErK7ro»tnci8 may head advertiaeiments at Oie same rate 
per line, bymeamrement, as the letter preng. Adver- 
tisements must be received at pubUcatien offlce a» 
earhy as Friday Tnomlmj to appear in next isgue. 
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TRADE Umi. 



Noiseless In operation— Perfect 
In workmanship— all light parts 
of Cast Steel. 

Every Engine Indicated, and 
valve corrected to give the high- 
est attainable results. 

Warranted auperlor to any 
Beml -portable Engine In the 
market. 

Send for Price List and Cir- 
cular. 

Hbrrman & Herchel- 
RODE M'f'g. Co., 

____^ Dayton, Ohio. 



WE WANT to engage every unemployed i 
and child. C. P. RICHARDS & CO., Ha 

FOR SALE— Woodward Patent Portable Steam 
Pump and Boiler on wheels, steam cylinder 11^ 
diameter, pump 8>^ diameter. In good order, used for 
Tunnels, Abutmenta, &c. Coat $2,000; price $500 

DENMEAD & SON, Baltimore, Md. 



WE WANT A POWER PLANER, 3 to 6 feet, 
for Iron, new or 2nd hand; 3 Spindle Upright 
and 13 Inch Swing Lathe Address, with terms, 

CAROLINA M'F'G CO., Shelby, N. C. 

WANTED— A Foreman for a Foundry who thoroughly 
understands Stove and Jobbing Work. Address 
Box 221, Norwalk, Conn. 



MINNESOTA GALVANIZED IRON CORNICE 
Work for Sale— The business, tools, and Machines. 
)njy shop of the Kind In the State. Has a large run of 
custom. Address S. L. POLLOCK, St. Paul, Minn 



*li^ 1"n *ft9n P^^ ^^^ ** home. Samples worth %\ 



free. Stinson & Co., Portland, Maine. 



$13 



a <lay at home. Agents wanted. Outfit and 
terms free. TRUE & CO., Augusta, Maine. 



FOB SECOND HAND MACHINERT-Apply to S. C. 
HILLS, 51 Cortlandt Street. New York. 

MECHANICAL ENQINBER AND STJPEEIN- 
TENDENT, experienced In Compound and Low 
Pressure Engines, &c, , for Marine, Corporation pump- 
lug, and other purposes, wlUaoonbe disengaged. Refer- 
ences. MEOHAMfcALENGmBBK.iaiE.RtU St.,N.T 



© 1875 SCIENTIFIC AMERICAN, INC 



September i8, 1875.) 
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BAIRD'S 




FOR PRACTICil MEN. 



We will continue the business of Ikdustrial Publish- 
ers and BoOKSBLLEBs, as heretofore, with the addition 
to our publicat'ons of a large assortment of ENGLISH 
ANB iMERICAM SCIENTIFIC AND PRACTICAL 
BOOKS. 

Our new and enlarged CATALOGUE OF PRACTICAL 
AND SCIENTIFIC BOOKS— M pages, 8vo.— sent tree to 
any one who will furnish his address. 

iW A Select List of Books on Metals, Metallurgy, 
Strength of Materials Cben.lcal Analysis, etc. ; also, one 
on Steam and the Steam Engine, as well as a < a alugue of 
a Choice Collection of Practical, Scientific and Economic 
Books, with prices, sent free upon application. 

HENRY CAEHT BAIED & CO., 

INBUSTBIAl, PUBLISHERS AND BOOK8BIXBRS, 
406 WALNUT STREET, Philadelphia. 



FOR SALE, CHEAP-A Walker Lightning MllJ, 
for pulverizing Quartz, Charleston Rock, Phosphates, 
Felspar, Iron Ore, Brimstone, Plaster, Anthracite and 
Bituminous Coals for Foundry Facings. Apply to 

READING 4 HUNT, WIlkes-Barre, Pa. 



DAVID'S PATENT 




DISINTEGRATOR 



For Grinding 

Bones, Fertilizers, Clay for 
Bricks, and hard material. 

Send for Pamphlet to 

Denmead & Son, 

Baltimore, ITId. 



SCROLL SA.WS— We have on hand 7 new 

It proved Iron Frame Moyn Scroll Saws, that we 'v 111 8«11 

at Fifty DoUara eacb. These Saws are well adapted to 

all kinds of Scroll Sawing, and were formerly sold at |150. 

CLARK, SMITH & CO., FortPlala.N. Y. 



THE BASTET 





Foe eunsino SEWING MACHINES, PUMPS, DEN- 
TISTS' AND JEWELERS' LATHES, PRINTING 
PRESSES, BLOWING PAHLOR AND CHURCH ORGANS, 
OE WOEKING ANY MACHINKRY THAT CAN BE MOVED 
BY HAND OE FOOT. 

Simple, OnraUe, aiil Econominal. 

^" Call or send for Circular. _^ 

607 Broadway, :N'. Y. 




The face that this bnaftlne nas 79 per cent greate: 
strength, a finer finish, and Is truer to gage, than aa\ 
other In use, renders it undoubtedly the most economical. 
We are alBO the sole manufacturers of the Celbbbatbi 
Collins' Pat. Cottpling, and furnish Pulleys, Hangers 
etc., of the most approved styles. Price list mailed or 
application to JONES 4; LAUGHLIN8. 

Try Street, iai and 8rd Vvenues, Pittsburgh, Pa. 
190 S. Canal St., Chicago, 111. 
taf stocks of tnls Shafting In store ana lor sale by 
FULLEK, DANA, & FITZ, Boston, Mass. 
GEO. PLACE & CO., 121 Chambers street, N. Y 
PIERCE & WHALING Milwaukee. Wis. 



MACHIBEEY, 



NEW & SECOND-HAND, 

Send tor circular. Chab.PLACE 
103 Reade St.. New Tork. 




Water Wlieels. 

More than four times at 
many of Jas. LefTcl's Im< 
proved Double Turbine 
Water Wneelstn operation 
than any other kinu. 34 
sizes made, ranging from 
55(: to 96 in. diara., under 
leads from 1 to 240 tt. Suc- 
cessful for every purpose. 
Large new pamphlet, the 
finest ever published, con 
talning overSO fine lllustra 
tlons, sent free to parties 
interested in water power. 

JAS.LEFFETL&CO., 
Springfield, O., & 109 Lib- 
erty St., New York City 






PLANING AND MATCHING 



mm 



^@^ mm 



BENTEL,MARGEDANT a CO. 

HAMILTON, OHIO. 



CLARK & COMPANY'S 

PATENT SELF-COILING, REVOLVING STEEL SHUTTERS 

Can be readily fitted to Store FrontB, Rear Windows or other openings, making them FIRE AND BURGLAR 
PROOF, and affording absolute protection ; also, WOOD SHUTTERS in various kinds of wood, suitable for 
Store Fronts, Private Houses. Offices, and School Parcitions. Clark's shutters are self-acting, require no machinery 
or balance weights, and cannot get out of order. They are handsome in appearance, snd are the best and cheapest 
shuttersin the world. Are fitted to the new rrifiyw Building, Delaware and Hudson Canal Building, Manhattan 
Building, Lenox Library Building. Have been for years In dally use In every principal city throughout Europe, 
and are endorsed by the leading architects of the world. 

JAMES G. WILSON, Manager, 218 West 26th St., New York, 

and at London, Paris, Vienna, Berlin, Melbourne, &c., &c. 



Tn£ 




Biplof EDpe, 

The Cbeapest and Best Portable 
Engine offered to tbe Public. 



Price, 4 Horse Power.. 
" 6 •' " ., 

" 7 •' •' .. 

" 8>i " " .. 

" 12 " " .. 

" 15 " " ., 



.(300 
. 400 
. 475 
. 540 
,. 725 
. 800 



Price of Stationary Engines : 

4 Horse Power 1150 

6 " " 175 

7to8>i Horsepower 225 

12tol5 " " 300 

Send for Illustrated Circular 

and Price List. 



H. 



B. BlKEIiOW Si CO., 
Neiv Haven, Conn. 



HAND BOOR 

OF 

LAND ASD MAEINE ENGINES AKD BOILERS. 

Fully Illustrated. 

By Stephen Ropee, Engineee. 

16mo. Mor. tucks.. Gilt edges. 600pp. 13.50. 

,*» Will send per mall, prepaid, upon receipt of price. 

CLAXTON, REMSEN, & HAFTELFIKGEK, 

Philadelphia, Pa. 

ARfk 4./V Aln AAn B^s been Invested In Stock 

$0U lO $iU,UUU Privileges and paid 900 per 

cent, profit. "Howtodolt." A book on Wall Street, 

gentfree. Tumbbidqe & Co. Bankers, 2 Wall Sc.N.r. 



Improved FOOT LATHES 

Foot Power Back-i^eared 
Screw Lathes, 

Small Hand^and Power Planers for 
metal, Slide Rests, Ball Machines for 
Latnea, Foot Scroll Sawe, light and 
heavy, Foot Circular Saws. All t!ie 
very best. Sold by machinery agents, 
or sent direct from manufactory. Many readers of this 
paper have them. Illustrated Catalogues free. 

N. H. UALDWlSr, Laconla, N, H. 
tr Jus t the a rticles tor Artisans or Amateurs. 




Model Engines. 




Complete sets of 

Cast! ngs 

for making small 
Moael Steam Ungines IK In. bore, 3 In. stroke, price ^ 
ditto 2 In. bore. 4 in. stroke, price $10, same style as cut. 
Eureka Foot Lathes only 15 Dollars. Gear Wheels and 
Parts of Models. All kinds of Small Tools and Materi- 
als. Illustrated Catalogue Free. 
GOODNOW & WIGHTMAN. 23 Comhlll Boston. MasB 



INDIA RUBBEF, 

For Inventors and the Trade, made into any pattern at 
short notice, by F.H. HOLTON, 45 Gold St.. New York. 
Estabhshed in 1860. 



NEW PATENT CAR FOR INCLINED PLANES, 
conveniently arranged to carry PASSENGERS and 
VEHICLES at the same time. Descriptive Circular sent 
on application. Address J. EAENSHAW, Civil Engi- 
neer, N. W. Cor. 4th and Race Sts., Cincinnati, Ohio. 



WE tan sen these First-Clas* 
Piiiiios for Two Hundrpd a:id 
Nineiy Dollars, because we employ 
so agunts Hiid allow no discount to 
dealers — they swindle you out ot 
more than twice the real coat of all 
Pianos. Durintr the past 7 years we 
have sold our Pianos to over 1,0(X) 
families, in every section of every 
State and Territory in the Union. 
There is not a couoty, or a prominent 
town where they are not in use, and 
hundreds of small towns e\-erywhero 
also have them. If you will send for 
our Ctttalt^ue, containing 15 solid 
columns in fine type, of the names 
and residencesof prominent citizens, 
including members of Congress ana 
many influential and wealthy bank- 
ers and merchants everywhere, who 
are usirij: our Pianos — you will be 
sure to find some of tbem at your 
very door, in your own or soma 
adjoining town, where yoa can see 
and try our Pianos. 

We send them anywhere within 
1,000 miles of New York for !0 days' 
trial and if nnt satisfactory no pay- 
ment is required. 

We are b responsihle Incorporated 
company, and refer by permission to 
the Chemical National Bank of New 
York City, which any Bank in the (Tnited States 
you is by far the strongest Bank in America. 



,_- ill oatisfy 
We make tfiiti 
tiitcment to prove tha^ onr 5 years' warrant guarantees our 
PiaiioH to be fully equal to any Piano in the world at any price 




I Please write ns, and yon will receive not only onr Illnstra- 
I teil Circular containing full pflTticnlira, but also a written 
reply to all questions from some officer of our Company id 
person. Please state where you saw this notice. - 



.4ddref§, United States Piano Co., 810 Broadway, New York. 



LTIachlnery oi Improved tityles for making 

SHINGLES HEADIHa, AND STAVES 

Sole makers of the well known Impboted Law' b Patbnt 

3HINOLS AlTD HXAJ>INS BAWTN^'MAOHIlfB. FOTClrCUlarB 

address TREVOR & CO., Lockport. N. Y. 




Durable, 




Boult's Patent 

Reverse Motion 

Panelins;* Variety 

mouldlne and 

Oove tailing 

mCacb in e, 

cuts Panels of 

any design or 

style of mould in 

the solid wood 

with neatness 

and dispatch. Is 

a first class 

Shaper.Edge 

_ and Scroll 

, V M o u 1 d e r . 

Does general 

Dovetailing witli 

thick or thin 

stuffs. Simple. 

Vtr" Send for Pamphlet and 
Sample of work. 

Improved Solid Steel Cutters for 
all kinds of Variety Moulders 
made to order, and warranted 
by the 

B. 0. MACHINERY CO., 
Battle Creek, Mich 



PATENT 



Planing <& Matching 



-i? 1 . . 

oiling Saw Arbors, and other wood- working machinery. 
S. A. WOOD'S MACHINE CO.. 4 91 Liberty St., N. T. 
Bend for Circulars, etc ) 67 Sudbur? St.. Bostoit 

T H K~I M P B O f ED 

NIAGARA STEAM PUMP, 

93 io'.ST Pearl St.. sroolelun. iv. y 
Agency at 40 John St., New Tork. 

iiubbara& 4.11er. 

Sole MANrFACTUKEKs, 

Enoutbb aitd Boilbbb. 

PuUeys.Bhafting and Bangen 

a Speeialty. 

A DVERTISERS~WHO DESIBE TO" BEACH COUN- 
A try readers in the Wea!, can do so In the best and 
cheapest manner by using one or more sections of Kel- 
logg'sGreatNewspHper Lists. Apply to 
iuKB ""^ K K^LL oaa. 79 Jackson St., Chica go, 111. 

A WEEK to Male ana tomaie Agents, in thtlr 
locality. Costs NOTHING to try S. PartlcnlErs 
FREE P. O. VICKEBT & CO., Augusta, Me 




$77 



AGENTS WANTED— $40 a Week and Expenses, 
or 11(0 forfeited. All the > ew and Standard Novel- 
tles.Chromos, &c. Valuable Samples free with circulars. 
(JriENTaL novelty CO., Ill Chambers St., N.T. 



54 BUSHELS OF CORN AN HOUR. 



HARRISON'S 

LIGHT,VERTICAL BURR MILLS 



Babbeb Sl Bacow, RIillbrs and Lumbeb Dbalkbs, South VERxoif , Vt., write July 15th : 
"We have been running two of your Liqht Vertical Cohm Mills for the past 6 months with remarkable results, an 
I eroiinil over 80 000 bushais of com Into No. 1 meal in that Vime, running the grist-mill nights only, aa we run our s.iw-mill in thp 
Idaviime. We'hava often ground in the 20-inch Mill (which weighs about 600 Ihs.), 1,000 lbs. of corn in twenty minutes, or 54 
I bushels in one hour. Our usual night's work is about 24.S0O lbs., or434busliel3. To do this we have to run at a speed of 1,300 turns | 
I per minnte, and use about a 2l)-horse,power. You may refer parties to us for further information, and when we have tested y 
I Hkavv VsRTicAL MiLL.weshalltake great pleasure in giving the results." 



SEND FOR ILLUSTRATED CATALOGUE AND PRICE LIST. 

EDWARD HARRISON. MANUFACTURER OF 

FRENCH BURB 'STONE MI.LLS. B O LTE R S . FL OUnlN& MILLS &r 
135 HOWARD AVE. NEW HAVEN. CONN. U.S.A. 



SAFETT HOISTING 

Machinery. 

OTIS, BROS. & CO 

NO. 348 BROADWAY, KEW TORK. 



OTIS' 



The TOLL-GATE! Si'?fo?s'fe*m'Pfo"o?f/oL^tS 

and! Address with stamp, E. C. ABBEY. Buffalo, N.f. 



KAGNETS— Permanent Steel Magnets 

3f any form or size, made to order by P. C. BBACB 
&CO..a46 Canal St., New YorK. Makers of toe cei»- 
'3ratea Tom Thumr> and Miniature Telegraph Instro- 
Tients. 



WITHEEBY, RUGG & RICHARDSON, Man- 
ufacturers of Woodworth Placing, Tonguelng, 
and Grooving Machines, Klchardson's Patent Improred 
Tenon Machines, Mortising, Moulding, and Re-Saw 
Machines, and Wood- Working Machinery generally, 26 
Salisbury Street, Worcester, Mass., U. 8. A 
(Shop formerly occupied by R. BALL & CO.) 

L. B. WXtHXBBT. G. J. BUGa. S. H, BIOHABDSOIT. 



Bradley's Cushioned Hammer 




has larger capacity, Ii 
more durable, takes up 
les^ room, does more and 
better work with less ex- 
pense for power and re- 
pairs than any other Ham- 
mer In use. 

Guaranteed as recom- 
mended. Address 
BRADli£Y 

Manufacturing 
Company, 

8TBA0U8W. N . Y 



Send SO pents for 6 samples (Frepaid) at 
HAMMOND. 8^^ ^^^ 

8 PB I N GS, 

For supporting and locking upper and lo wer Baehesof all 
windows. Not a oolled soring, but ons forged from best 
materials. W. S. HAMMOND, LewlBberry.York Co., Pa. 



EAGLE FOOT LATHES, 

With Scroll and Circular Saw Attach- 
ments, Slide Rest, Tools, &c. ;al8o dmall 
Engine Lathes, Metal Hand Planei«,&c. 
Neatest designs, superior finish Low 
Prices, Our new Catalogue describes 
these and every tool necessary for the Am- 
ateur or Artlzan. Send for It. 
WM. L. CHASE & CO., 
95 & 97 Liberty St.. New York. 

GLASS "VfOULDS, for Fruit Jars, Lamps 
Bottles, -i-'-^Ink Stands, etc., made by H. BROOKE 
15 years Cob. Whitb and Centeb Stb., N. Y. For any 
thing: new In glass, you will reguire a mould for die). 

Every description of moulds for glass, rubber, zinc 
etc. Send modei or drawing; inciose stamp. 




FOOT LATHES. FINE TOOLS, AND StJPi'LIES.— 
.Automatic Drills, Pat. Machinist's Dividers. Cata- 
logue Free. JACKSON & TYLER, 16 German St., Bait. 

8,000 in Use ! 

Blake's 
STEAM PUMPS 

for every possible duty. Send 
for Illustrated Catalogue. 
GEO. F. BLAKE M'F'G CO. 
86 & 88 Liberty Street, 
New York, 
50 and 52 South Cana 
St.. Chicago, 111. 




Cor. Causeway and Friend 
Sts., Boston. Mass. 



MACHINERY. 

lEON & WOOD WOEKING MACHINERY 
OF EVEET DESCRIPTION. 

Cold Rolled Shafting. 

HANGERS, PULLBTS, COUPLINGS, BELTING, &a 
ftc. Send for Illustrated Catalogue and Price List. 

GEORGE PLACE, 

121 Cbam'iers & 103 Reade SU. N. T. City 

Machinist's Tools. 

Engine Lathes, Planers, Upright Drills, Hand and 
Chucking Latches, Boring Machines, and other tools of 
neavy weights, first class stock and workmanship. Prices 
to suit the times. Send for Illustrated Catalogue. 

LATHE & MORSE TOOL CO.. Worcester Mass 

ICHARDSON, MERlAM & CO., 

Manufacturers of the latest improved Patent Daniels' 
And Woodworth Planing Machines Matching, Sash and 
Molding, Tenoning, Mortising, Bonng, Shaping, Vertical 
and Circular Re-aawlng Machines, Saw Mills, Saw Arbors, 
Scroll Saws, Railway, Cut-oflE, and Rip-saw Machlnee 
Spoke and Wood Turning Lathes, and various other klndb 
31 Wood-working Machinery . Catalogues and price Usta 
sent on application,. Manufactory, Worcester, Maes. 
tVarehouse. Itfi LIbertv Street, New York. 



Todd& Rafterty MacMneCo. 

MANUFACTURERS OP 
rtie celebrated Greene Variable CuiKJff Engine. Lowe'* 
Patent Tubular and Flue Boilers '.Plain Slide Valve Sta- 
tionary, Hoisting, and Portable Engines. Boilers of all 
xlndf. Steam Pumps, Mill Gearing, Sbaftlng, &c.. Silk, 
Tow Oakum, Bagging, Rope, Flax, and Hemp MacMnery, 
Agentfc for tbe New Haven Manufacturing Co.'sMachln- 
st's Tools; for Judson's Governors and Stop- Valves ; 
3turtevant Blowers: and Differential Pulley-Blocks. 
WAREROOMS, 10 BARCLAY ST., NEW YORK, 
WORKS PATB^ON. NEW JERSEY 



The HOADL&Y 
PORTABLE STEAM ENGINE 

: wriH 

Automatical out off regulator 



Bi\L/\IVC[D VALVE 




THE BEST ;f MOST ECONOMrCALENGINEtk"": 

S£:A/D /^O/R CiRCC/LAR . 

THE J.CHOflDLEY CO. LAWRENCE.MASJi 



Catalogue for 1875, 

^ free:* 

FOOT LATHES, $15 and UDwards.-Keystone 

Portable Forges, Fleetwood Scroll Saws, Machinist's, 
Blacksmith's, Model Maker's, and Carver's Tools and 
fine Hardware. 

A. J. WILKINSON, & CO., Boston. Mass. 
^^ Headquarters for any thing in the Hardware line. 




AGENTS WANTED. 

Men or women. $34 a week. Proof 
furnished. Business pleasantand nonop- 
able with no risks. A 16 page circular 
andValuable SamDlesfree.^S^A postal- 
card on which to send your address 
costs but one cent Write at once to 
F. M. REED. 8th st.. new vork. 



Planing & Matching, 

MOQldlne, Re-sawing and Tenoning Macnines. dcrcU 
Saws aod General Wood -Working Machinery. 
JOHN B. SCHENCK'S SONS 1 Matteawan,'N. Y. 
Send for Catalogue. 1 118 Liberty St.. N.'i'.Clty 




BLADE'S PATENT 

Stone and Ore Breaker 

Crosnes all hard and brittle substances to 

any required size. Also, any kind of 

Stonb for Roads and for Conobetb, &c. 

Address BLAKE CRUSHER CO., 

New Haven. Conn. 



John Cooper Engine M'fg Co. 

MOUNT VEBNON, OHIO, 

Manufactcrers op first glass STATIONARY EN 
GINES,8to<OOH. P., PORTABLE IcNGINES. CIECIT- 
LAR saw mills, steam BOILERS, ROTARY 
BOILERS, MILL AND FACTORY MACHINERY, &c , 
Bdii.d grist mills, guaranteeing 80 Barrels Floor 
WITH One Ton best Coal, or 50 Barrels Flour with 
Que CQr4 Best Wood ; also. Engines to rui. on 3 lbs. 
coalper hour per Indicated horse power. 
%3^ Send for circulars. 



IMPROVED MACHINERY for STAVE 

Heading, Shingle and Handles, Cabinet Maker's Machin- 
ery, Bailey Gauge Lathe, Durkee's Automatic Saw Ml-ll 
(Improved^ Key Seat Cutting, Pulley Boring.andMinin* 
Machines Radial Drills, Steam Euetines, and Bailey's V? 
neerlng Ma hlnes, Cable and Sheaves for transmitting 
Power e c tp. T. R. BAILEY AT" Ail., Lockport,N.r. 



Machinists' Tools, 

All sizes at low prices. E. GOULD. Newark. N. J. 



E. M. MAYO'8 PATENT B'6IiT CUTTEK. 

^^ Send for Illustrated Circular, Ctnclnnstl, Otilo. . 



s'm cutting DU 
Stencils, all sljes. Alt 



\ I Hi ll I I I I I ■^'-■-ILiO oLGUuiiB, oil oi^ca. JilB 

U 1 JJll UlU complete outfits for Clothing Ster 
ells and Key Checks, with which young men are makln 
from (S to (20 a day. Send for Catalogue and samples to 
B. U. BFENCEB, 117 Hanover Bt.. Bolton, Umb. 
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IT PAYS ! IT PAYS ! 

& £ 

Every buslnesB man admits the Decesslty of advertising. 
All who have tried It know the advantages and profit of 
so doing. But It Is not all who advertise that dolt advan- 
tageously, and In the most effective manner, to derive the 
greatest benefit for their money. As a rule. It Is the best 
economy to advertise what one has to sell or wishes to 
purchase. In papers havlngthe largest circulation among 
that class of persons likely to be interested In the article. 
Parties having Manufacturing Establishments to sell or 
lease, or who wish Estimates made for Constructing 
Bridges, Dams, Iron Buildings, Furnaces, Heating Appa- 
ratus, Steam Engines, Boilers, Wood and Iron Working 
Machinery, Agricultural Implements, or Contracts for 
Engineering Works of all kinds, will find that it pays to 
advertise In the Scientific Amekican. 

The value of the Scientific American as an adver- 
tlslngmedlum cannot be over-estimated. Itgoes into all 
the machine and workshops In the country, and is taken 
at the principal libraries and reading rooms In the United 
States and Europe. 

A business man wants something more than tosee his 
advertisement In a printed newspaper. He wants clrcu- 
atlon. If It is worth 25 cents per line to advertise In a 
paper of three thousand circulation. It Is worth $3.75 per 
Ine to advertise In one of forty-five thousand. 

We Invltethe attention of those who wish to make their 
business known, to the annexed rates: 



L. SMITH HOBART, 

Preeldent. 



J. C. MOSS. 

Superintendent. 



D. I. CAR80K, 

Generia Agent. 




;"Blioto]Egravin$^: 



Eaoh 



Back Faee, - - 81.00 a line] 

luside Pa^e, - - - .75 a line [ufaEBTiow. 

Business and Personal, 1.00 a line J 

Engravings may head advertisements at the same rate 
per line, by measurement, as the letter press. Adver- 
tisements must be received at the publication office as 
early as Friday morning to appear In next Issue. 

If anything Is wanted In the mechanical line, advertise 
orltlnthe Scientific Amkrican. 

If one has a patent or machinery to sell, advertise In 
the Scientific American. 

Address the publishers. 



IM-aim & Co., 

37 Park Row, New York. 



Ensrine, Spindle, & Oylindnr Oil. E. H. Kelloc^o, 
17 Cedar St. .N. y .^manuf actures the best . EBla bltshed '58. 

Patented 186S— 1874. BOLT CUTTERS. 

Dies open and close and Bolt 
igUirown out automatically. 
One pattern, holds finished bolts 
on centres and threads them with 
greater accuracy and uniformity 
and ten times as fast as a chaser 
«in a Lathe. Highest award o£ 
^American Institute, 1S69 & 1874 
Wood & Ll^ht Machine Co.| Worcester, MasS' 
make all kinds of Iron Working Machinery- 
Also, Shafting, PuileySi &.c. 




Hnmi & Co;s Fatem 



Established 1846. 

The Oldest Agency for Soliciting Patents 
in the United States. 

TWByiY-ElBSl TEABS' SXPBBISSOL. 

mORE PATENTS have been BecoiM throngb 
this agency, at home and abroad, than through any other 1l 
he world 

They employ as their aeslBtants a corps of the most ez- 
parienced men as examiners, specification writers, and 
draftsmen that can be found, many of whom have been se- 
cted from the ranks of the Patent Office. 

SIXTY THOUSAND inventors have avaUed 
themselves of Munn & Co.^s services in examtuiug their In- 
ventions, and procuring their patents. 

MtnC^iN A; CO.. in connection with the publication of tht 
BoiENTiFio A.UEB10XH, oontmue to examine inventions 
GGl&e with inventors, prepare drawings, spedflcations, and 
ssignments,attend to filing applications in the Patent Office 
paying the government fees, and watch each case step b; 
step while pending before the examiner. This Is dont 
through their branch office,comer F and 7th Streets, Wash- 
ngton. They also prepare and ffie caveats, procure design 
patents, trademarks, and reissues, attend to reieoted caset 
(prepared by the inventor or other attOTneys). procure copy- 
rights, attend to Interferences give written opinions on 
matters of infringement, famish copies of patents: In faox 
attend to every branch of patent busluMS Doth In this and 
n foreign countries. 

Patents obtained In Canada, England, France, Belgium 
Germany, Russia, Pruesla, Bpain, Portugal, the British 
!loloni»9, and all other countries where patents ar^ 
granted. 

Copies ol Patents. 

Persons desiring any patent issued from 1836 to Novem- 
ber 26, 1867, can be supplied with official copies at a rea- 
sonable cost, the price depending upon the extent of draw- 
ings and length of specifications. 

Any patent Issued since November 27, 1867, at which 
time the Patent Office commenced printing the drawings 
and specifications, may be had by remitting to this office $1. 

A copy of the claims of any patent issued since 1836 will 
be furnished for $1. 

"When ordering copies, please to remit for the same as 
above, and state name of patentee, title of invention, and 
date of patent. 

A special notice is made in the Bcimrnno Amxbioab O) 
all inventions patented tiirough this Agency, with the 
name and residence of the patentee. Patents are often 
Bold, in part or whole, to persons attracted to the invention 
by such notice, 

A pamphlet ofllO pages, containing the laws and foil di- 
rections for obtaining United States patents, also b oirculai 
pertaining exclusively to Foreign Patents, stating cost foi 
each country, time fn^nted, etc.. sent free. Address 

nVNN & CO., 

Pabllshers BCIENTIFIO AMEBIOAS 

37 FariL Row, N. T. 

aKAKOH Orrtas— Corner F and Ttli Streets 

Wuhlngfeon i). 0. 







The Photo- EuGEATiifG Company was Incorporated May, 1872, and, br a patientand steady persistence. In 
spite of all obstacles, has established a business which Is permanent and successml. 

Our Relief Plates are now used satlstactorily by the principal publishers and manufacturers In every State In 
the Union, ov,r 50,000 of thp.m having been made and distributed In the past tbr-e years. They are produced pho- 
tographically, by a secret method invented by our Superintendent, known as the "MOSS PROCESS," which 
diners essentially from all other "processes" for making Relief Plates, has been demonstrated to be 
vastly superior to them all, and Is owned and operated solely by the Photo- Enghaving Co. 

Our plates are adapted to all sorts of Illustrations for books, newspapers and catalogues, as an excellent substi- 
tute for wood cuts, costing much less and being prepared more qulckl> . 

They are In hard type-metal, not '* bitten " or " etched,' ' ana should not be confounded with etchings in tine or 
other metals. 

They are mounted on blocks type high, ready for use on any type-printing press, require no more "making 
ready ' than any other " cuts," and will wear as long as any stereotype plates. Electrotypes or stereotypes may be 
made from them in the usual way. 

Messrs. Munn & Co.. the American Tract Society, Scribner & Co., D. Appleton & Co , and other prominent 
Publ'shing Houses, are among our regular patrons. 

The Illustrations of the Sew Post ufflce. In this paper, are fair samples of our work 

I»- SEND STSJVIP (FOB ILLUSTRATED CIRCULAfe. 




Eureka Lathe, S9.00. 
POPE BED'S, M'f'rs. 





45 High St. 


Boston, Mass. 


lllit^ 
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rHE Union Iron Mills Pittsburgh, Ph. 
The attention of BnglneerB and Architects Is calleo 
Co our Improved Wrougbt-Iron Beams and Girders (pat 
tented), in which the compound welds between the steni 
and flanges, which have proved so objectionable In the old 
mode of manufacturing, are entirely avoided. We are pre- 
pared to furnlsb all sizes at terms as favorable ae can be 
obtained elsewhere. For descriptive lithograph address 
Carne gie Brothers <» Co.. Union Iron Mills, Flttabu rgh.Fa 

Wrc. DUYCHINCK, 

Importer, Manufaoturer, and Dealer in 

Railway, Machinists' and En- 
gineers' Supplies, 

50 AND S2 JOHN SrREET, 
P. O. Box 4101. NEW YORK. 



F 



OR SALE,Chb!ap-1 Vertical Engine, double cylinder, 
\%-K.i. For particulars, addre&s Box ynj, Corry, Pa. 



nu YE'M 



Mill Furnishing Works 

are the largrest In the United States. The; maKe Burr 
Millstonek, Portable MllU, Smut Machines, Packers, Mill 
Picks, Water Wheels, Pulleys and Gearing, specially 
adapted to flour mills. Bend for catalog e. 

J. T. NOTE & SON.BuflaU. N. \ 




Niagara 
Steam Pump Works 

Established 1862. 

CHARLES B. HARDICK, 

No. 23 Adama Street, 

BROOKLYN, N. T. 



DITCHING and EXCAVATION. 

RANDOLPH'S DITCHER and EXCAVATOR: Simple, 
strong, and adapted to all soils reasonably free from 
stumps or large stones. Will do the labor of lOO men. 
steadilu. at the cost of ten. Machines of all sizes, cut- 
ting from three Inches wide, three feet deep, to 36 Inches 
wide, four feet deep. Extra sizes made to order. Circu- 
lars, &c. , sent on application to 

RANDOLPH BRO'S, 111 Broadway, New York, 



THE BEST INJECTOR 

For IjocoinotlTe and Stationary Boilers. 

FRIEDMANN'S PATENT. 

OTor 13,000 "Soyr in Use Here and In Europe 

Throws more and hotter water, with less steam, than 
any others, it has two Waterways, fixed Nozzles, and no 
movable parts to get out of order 

NATHAN dk DREYFUS, Sole Manuracturers, 
108 Liberty St.. NewYork. 
IT" Bend tor Catalogue. 



OGBRS' TANNATB OF SODA BOILER 
_ SCALE PREVENTIVE. JOS. G. ROGERS & CO., 
adison, Ind. ^W Send for hook on Boiler Incrus- 
tation. 



ROOTS' PATENT PORTABLE FORGE. 



ADAPTED TO 

EVERY VARIETY 

OF WORK. 



THE ONLY FORGE WITH FORCE BLAST BLOWER. 

THE ONLY EFFECTIVE FORGE MADE. 

P. K & F. M. ROOTS, Manuf'rs, CONNERSVILLE, IND. 
S. S. TOWNSEND, Gen'l Ag% 31 Liberty St., NEW YORK. 




WH IPPLE'S 

^Patent Door Knob, 

Awarded a Bronze Medal at the American Institute Fair 
for 1874. The Judges say : '• We consider this method of 
fastening DOOR KNOBS a great Improvement over any- 
thing yet invented for the purpose, as It obviates the use 
of side screws and washers, and can be regulated to suit 
any thickness of Doors." Send for Circuiar. 

THE PARKER & WHIPPLE COMPANY, 
West Merlden, Conn., or 97 Chambers St. . N. T. 




[mm 

EmeryGrinders 



Pure Bmery, guaranteed equal to any In the market 
at prices lower than any other first class emery. 



^ Very cheap. Adaress BINGHAM & BIOH.Oll Clty.Pa. 



DAMPER «* W* gm Mn aSD l^iCTUb 

REGULATORS JS ib A GAGS COCEB. 
MCKKILIi & KEIZER. 44 Holllda.y St., Bait. 



MREsROPE 



Address JOHN A. xiOEBLINU S SUNS, Manufactur- 
ers, Trenton. N. J., or in Liberty 6t., New York. 
Wheels and Rope for conToylng power long distances. 
Bend for Circular. 



Machinists* Tools. 

BZTSAHSATY AJTD IHFBOTSD PATTBBKa. 

liVCIira W. FOND, MANUFAOTURKK, 
Worcester, ftlaM. 

WAREROOMS 98 LIBERTY Bl., y. t. 
tnMhes,Planera,Bonna MMs. DrilDjuni fftar Out- 
lers a SPtdiutv . 



IRON PLANERS. 

ENGINE LATHES, DRILLS.&C. Send for Price List. 
NEW HAFKN MANUFACTURING CO., 
Nnnr Qavnn. Conn* 




Barnes* Foot-poiver Scroll 
Sa^ra and Lathe. 

An entire revoltition in the con- 
struction of foot- power machines! 
The old style thrown aside when these 
are known ! Thousands now in use ! 
$1^ to $2,000 per year made using 
them. One person out of every three 
who send for catalogues of these ma- 
chines buys one. Say wliat paper 
you read this In, and address 

W. F. & J. BARNES. 
Rockford, Winnebago Co., [11., 

Box 2044. 



Portland Cement, 

From the best London Manufacturers. For sale by 

JAMES BRAND.55 Cliff St., N.T 

A Practical Treatise on Cement furnished for 35 cents. 



IMPORTANT FOR ALL CORPORATIONS AND 
MANF'G CONCERNS.— Buerk's Watchman's 
Time Detector, capable of accuratelF controlling the 
motion of a watchman or oatroloian at the different sta- 
tions of his beat. Send for circular. 
J. K. BUERK, P. O. Box 979, Boston, Mass. 
N. B.— The suit against ImuaeuserA Co., of New York, 
was decided In my favor, .lune 10, 1874. Proceedings 
have been commenced afcalnat Imhaeuser & Co. for sell- 
ing, contrary to the order of the (lourt. and especlftUy the 
clock with a series of springs In the cover, and marked 
Pat'a Oct. 20, "14. Persons using these, or any other 
clocks Infringing on my Patent, «11I be dealt wthaocer 
41ng to law. 



OTT. "V. Caroenter. 
Box 778, New York city. 



AdverUilng Agent. Address 



Any person who made, sold, used, saw, or heard of a 
Revolving Steel Wheel for Cutting GlaBs before the year 
1868, will confer a great favor by informing us of the 
fact. We will sultanly acknowJetJge it. 

MILLERS FALLS CO., 78 Beekman St., New York. 



Polisher, Can Opener, 

__ Sharpener. Agentswantfid. 

Centennial Novelty 651 N. 7th St. Phila. Pa. 



Knifes 



HARTFORD 

STEAM BOILER 

Inspection & Insnrancv 

COMPANY. 

W, B. riAmLra, V. Pt J, M, Auo, tnti, 

J. B. Pnsc Sm 

HABTFOBD, .CONN. 



PUNCHING 

l^n-pn-D T>v-i?eaii<a * "PARF'f.H press go 



For the Beat and Cheap- 
est address THE gTILBB 



Jfflf, COKW 




The Standard-Best Stock-Finest Finish. 



MAJTUFAOTURED ONLY BY 



P. ABTHTTB BBOWM & CO., FtghervlU., N.H. 



New Orleans 
Pacific Railway Company. 

New ORLEANS, La., August 7th, 1875. 
Cash ProposalP for Six Thou sand f6, 000) Tuns of Stee 
Ralls, weighing 56 lbs. per yard, and In lengths of 90 feet 
bars, are Invited by hisCompany. Delivery to be made 
in three equal installments, during the months of Sep- 
tember, October, and November. 

Also rlsh-plates.Bolts and Nuts, Spikes, &c., required 
for above leneth of rails. 
All to be of nest quality. 

E. B. ^HEELOCK. 
Pbes. N O. Pacific Railway Co. 



^xcelsi'of 

Portable 




"LowMC /VicMl ana BKUT. 

Do Your Own Printing 

Cb O PreBB for cards, labeli, envelope*, etc 
**^ O Larf^er siies for lai-^er work. 

BusinessMen dotheir printing and 
advertising;, save money and increase 
trade. Amateur Printing^deli^ht 
ful pastime for spare hours. BOyS 
have great f u n a n d make m oney fast 
at printing. Send two stamps forfuU 
cataiqgii e presses type e tc to the Mf rg 
EEX^iP T & CU., M eridea* Conn. 



THE NATIONAL 

Steel Tube Cleaner. 




Adopted and tn use by D. S. Naw J< or sale bv dealer*. 
Send for Clrcalar. THE CHALMERS SPENCE CO. 
foot E. flth Street, S . T , Agents tor the U. 8. 



NOI)-COMBUSXIBL£ ST£AU BOIL£B « PIPE 

COVERING 

. WITH AIR SPACE IMPROVEMENT. 

Baye» ten. co cwbitty uer uhul. 01i.cU.MKKb uriijNUK CO., 
(oot B. Kb Street N. 7. : 1909 N. 2n'd St. , St. Louis. Mo. 




or IHB 

SCIENTIFIC AMERICAN, 

FUR 1876. 

IHB K08T FOFULAB SCIENTII'IO FAFXB 
a IHB WOBLS. 

TEIBTIETS TEAR. 
VOLUIIE XXZIII.-NEW SERIES 

The publlBhera of the SCIENTIFIC AMBBICAN 
beg to announce that on the third day of July 
187B, a new volume commenced. It will continue 
to he the aim of the puhUshers to render the con- 
teata of the new volume more attractlTe and mao- 
ful than any of its predecessors. 

To the Mechanic and Manufacturer. 
No person ongaged In any of the mechanical pui- 
sults should think of doing without the SciEiiTirio 
AMMUCAK. Every number contains from six to ten 
engravings of new machines and Inventions which 
cannot be found in any other publication. 

The SCIENnnc AMEKICAN is devoted to the 
interests of Popular Science, the Mechanic Arts, 
Manufactures, Inventions, Agrlculture,Commerce, 
and the industrial pursuits generally ; and it is val- 
uable and instructive not only in the Workshop and 
Manufactory, but also In the Household, the Li- 
orary, and the Beading Room, 
TERMS. 

One copy, one year (postage included) $3.20 

One copy, six months (postage included) — 1. 60 
One copy, three months (postagelnoiuded) . . 1,60 
One copy of Sclentiflc American for one 
year, and one copy of engraving, " Men 

of Progress" 10,00 

One copy of Sclentiflc American for one 
year, and one copy of " Science Record" 

forl875 5.20 

Remit by postal order, draft, or express. 
Address all letters and make all Post Office or 
ders and drafte payable to 

Muis^isr & CO. 

8T PARK ROW, NEW TOKK. 

3 ■'HE "Sclentiflc American" is printed with 
. CHA«. ENEO JOaSSON* CO. 8 INK.. Tenth and 
mbard Sta. Fhlladelptala andStCtoMSI. Dew York 
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